
Responses to the reviews and the manuscript changes List  

 

Referee #1 

 

 

1. Considering that laser in the transmitting subsystem of the dual FOV Pure 

Rotational Raman-Rayleigh scattering lidar system has big power (10W), it would be 

more appropriate to use “Laser Mirror” than “Reflector Mirror”. 
 

Response: Yes, it is appropriate to use “Laser Mirror” than “Reflector Mirror”. 

“Reflector Mirror” has been replaced by “Laser Mirror” in the newly revised manuscript. 

 

2. I recommend capitalizing the first letter of all subsystems in figure 1. For example, 

please change “receiving subsystem” to “Receiving Subsystem”, and change 

“transmitting subsystem” to “Transmitting Subsystem”, etc. 

 

Response: The “receiving subsystem” has been replaced by “Receiving Subsystem” in 

Figure 1. The “transmitting subsystem” has been replaced by “Transmitting Subsystem” 

in Figure 1. The “data acquisition and control system” has been replaced by “Data 

Acquisition and Control System” in Figure 1. 

 

3. There is a typo in the DAQ annotation, where “data acquisition moudle” should be 

changed to “Data Acquisition Module”. 
 

Response: The typo "moudle" in the DAQ annotation “data acquisition moudle” has 

been corrected which is changed to “Data Acquisition Module”. 
 

 

 

List of all relevant changes made in the manuscript 

 
Items  Changes in the manuscript 

Text Changes in Figure 1 of the 

manuscript 

 

Text Changes in Figure 1: 

(1) “Reflector Mirror” has been replaced by “Laser Mirror” in 

the newly revised manuscript. 

(2)  The “receiving subsystem” has been replaced by 

“Receiving Subsystem” in Figure 1. The “transmitting 

subsystem” has been replaced by “Transmitting Subsystem” 

in Figure 1. The “data acquisition and control system” has 

been replaced by “Data Acquisition and Control System” in 

Figure 1. 

(3) The typo "moudle" in the DAQ annotation “data acquisition 

moudle” has been corrected which is changed to “Data 

Acquisition Module”. 

 

 


