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the suggestions and have revised the manuscript accordingly. We believe the revisions have improved our manuscript 

and that it is ready for publication. We have listed the original comments and our response in blue below for our reply 

to comments. All figure numbers, tables, and lines refer to the updated manuscript. Data for reviewers’ is available at 
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authors would also like to emphasis that the paper aims to inform real-world oil and gas fence-line sensors deployment 

on feasible quantification approaches as oil and gas emissions can be complex (multiple sources could be emitting at 

the same time). As a result, we have accordingly modified our manuscript and title to “Evaluating the feasibility of 

using downwind methods to quantify point source oil and gas emissions using continuous monitoring fence-line 

sensors”. 
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Reviewer comments 

General comments 

The authors compare three approaches to quantify point source emissions (Gaussian, eddy covariance, and 

aerodynamic flux gradient methods). This manuscript is not recommended for publication in current form. Primary 

concerns center on the method application, transparency of the experiment conditions and data corrections, and quality 

assurance (QA). In addition to the comments provided here, the authors are encouraged to consider CC1.  

Author’s response: 

Thank you for reviewing our paper. We have accordingly addressed the concerns in the specific comments below. 

Comments on Main Paper: 

Comment 1 

It is assumed that this work was opportunistically executed as part of other controlled release activities performed by 

METEC to test, for example, fence line sensor network leak detection capability. If this is true, this point should be 

made clear to the reader as this may represent a study limitation. The controlled release profiles are complex and a 

primary issue with this work resides in the QA of the individual release trails in the context of this comparison. Even 

when the mean wind direction during a 20-minute or 30-minute observation is acceptable, a short duration release 

event (as low as 10 seconds, line 148) producing a spatially underdeveloped plume may yield zero methane signal 

enhancement on the instruments, as the release could have occurred while winds were off axis. If there is insufficient 

sampling of the plume for a given trial, the emission calculation performance is irrelevant. A similar argument holds 

for the 2m and 4 m vertical positions. The work would be improved by adding additional detail on the controlled 

release trials along with methane concentration statistics (including background corrections) by trial for each 

instrument. Ideally this could occur on a uniform 20-minute time base so direct comparisons across the techniques are 

possible.  

a) Complex controlled release profiles; QA of individual release trails 

Author’s response: 

Thank you for your comment. Measurements were conducted as part of the METEC Spring 2024 Advancing 

Development of Emissions Detection (ADED) Campaign, as this study aimed to investigate the accuracy of downwind 

quantification models in complex oil and gas settings for their application in continuous monitoring solutions using 

point sensors. We have reanalyzed our data to uniform 5 minutes, 10 minutes and 15-minute durations for all models 

where there were continuous durations. Even though there were short releases such as 10 s that represent intermittent 

emissions in oil and gas such as a venting of a gas pneumatic, our duration tables represent minute durations when 

there were continuous releases for that period. For example, a 5-minute event table is for a continuous release in a 5-

minute duration. To clarify this, the following changes have been made to the manuscript.  

Changes to manuscript: 

Section 1 

Lines 131-149:  



Continuous monitoring of CH4 emissions using fence line sensors requires proper quantification of 

intermittent and persistent releases from oil and gas during all release (complex emission profiles) and atmospheric 

conditions (unstable, neutral and stable). Oil and gas emissions are characterized by intermittent, non-uniform, single 

or multiple point source emissions, varying in leak size, location, height and distance between the source and sensor, 

and are typically in complex aerodynamic environments (i.e. not flat).  An ideal quantification model should always 

quantify emissions and should capture short and long-lasting emission events. Most models have been validated to 

work best during neutral conditions for single point sources. However, it is important to test and apply these models 

during non-neutral conditions as well as these are part of real-world conditions where continuous monitoring is 

applied. In this study, we evaluate if using a readily available CH4 cavity ring down analyzer for models’ quantification 

such as the closed-path EC is a feasible solution to quantify point source emissions.  

This study aims to inform the feasibility of downwind quantification models in oil and gas settings by 

investigating which models are likely to work most of the time with instrumentation that is typically available for 

fence-line deployment. Fence-line sensor deployments involve multiple sensors, continuously running in all 

conditions and providing emissions data.  Using robust releases and environmental conditions, this study aims to 

investigate the performance of these methods in quantifying emissions for known gas release rates and evaluating 

uncertainties that could result in incorrect CH4 reporting. Specifically, the study will (1) evaluate the overall 

quantification accuracy of closed-path EC, AFG, bLs model, and the GPIM method in quantifying single-release 

single-point and multi-release single-point emissions that simulate oil and gas emissions, (2determine the mean 

relative factor (estimated emissions over actual emission) for these models. 

Section 2.2 

Lines 188-189: Controlled releases were part of the METEC Spring 2024 Advancing Development of Emissions 

Detection (ADED) Campaign conducted between February 6 and April 29, 2024 (Colorado State University, 2024). 

Section 2.4.1 

Lines 221-223: The concentration-meteorological-release event tables were split into 5, 10 and 15-minute release 

event tables (i.e. there was a continuous release in the duration).  

 

Comment 2 

As it is currently written, there are issues with the eddy covariance data collection, pre-processing, flux calculations, 

post-processing, and footprint modeling that will cause erroneous results. These are detailed below: The authors use 

a non-standard system and instrument configuration for eddy covariance. These choices have significant consequences 

for flux quantification that need to be addressed and justified. 

Author’s response: 

Thank you for your comment. We have accordingly reanalyzed our data using EddyPro software and clearly stated 

our system configuration and pre-processing of the data using our non-standard eddy covariance system.  

Changes to manuscript: 

Section 2.4.1  

Lines 205-246:  



2.4.1 Eddy Covariance 

2.4.1.1 Data pre-processing 

Evaluating the MGGA CH4 data showed that actual sampling was between 4 and 12 Hz (highest sampling at 

6 Hz), even though it had been set to sample at 10 Hz (Supplementary Information Section 2b). To account for this 

sampling variability, data were filtered to when sampling was equal/greater than 8 Hz. Data where the frequency was 

greater than 8 Hz were down sampled to 8 Hz. The sonic anemometer meteorological data (horizontal wind vectors 

(u, v), vertical wind vector (w), temperature (T), and pressure (P)) actual sampling varied between 7 and 9 Hz with 

the most frequent frequency at 8 Hz (Supplementary Information Section 2b). As the MGGA gas analyzer and sonic 

anemometer were not designed to clock synchronously, using the MGGA CH4 clock time as a reference, 

meteorological data from the sonic anemometer were matched to the MGGA CH4 data using linear interpolation to 

generate concentration-meteorological 8 Hz data.  

The aggregated concentration-meteorological data were then merged with METEC’s release data and 

metadata, and release event tables created. Release event tables were aggregated tables of concentration, meteorology 

and release (emission source location, duration and rate) information for all defined release events at METEC. The 

concentration-meteorological -release event data were then separated into single-release and multi-release events. 

Single-release events were when there was a single emission point at the site level, while multi-release events were 

when there was more than one emission point at the site level. The concentration-meteorological-release event tables 

were split into 5, 10 and 15-minute release event tables (i.e. there was a continuous release in the duration). Based on 

the bearing of the emission point to the measurement point and the average wind direction in the duration, the data 

was further filtered to downwind data, ±5º, ±10º, ±20º, and ±45º.  

2.4.1.2 Flux calculation 

Turbulent fluxes were calculated using the open software EddyPro® version 7 (LI-COR, Nebraska, USA, 

n.d.). Acquisition frequency was set at 8 Hz, while file duration and the flux interval were set at 5, 10, and 15 minutes, 

respectively, depending on the file being processed. Table 1 shows the instruments input to the software. 



Table 1. Anemometer and Gas Analyzer Input into EddyPro 

Anemometer 

Information 

 Gas Analyzer 

Information 

 

Manufacturer Young Manufacturer Other 

Model 81000 Model Generic closed path 

Height 3 m Tube length 300 cm 

Wind data format u, v, w Tube inner diameter 3.275 mm 

North alignment  Nominal tube flow rate 3.2 l/m 

North off-set 0.0 Northward separation 0.00 cm 

Northward separation Reference Eastward separation 0.00 cm 

Eastward separation  Reference Vertical separation -10.00 cm 

Vertical separation Reference Longitudinal path length 10.00 cm 

Longitudinal path length  Transversal path length 2.54 cm 

Transversal path length  Time response 0.4 s 

In raw data processing, axis rotations for tilt correction under wind speed measurement offsets was checked. 

Under turbulent fluctuations, double rotation and block average detrend methods were used. Covariance maximization 

with default was used for time lag detection; time lags detection was checked. Compensation for density fluctuations 

(Webb-Pearman-Leuning terms) was unchecked as the MGGA analyzer synchronously reported dry CH4 and water 

mole fractions, cell temperature and pressure. Mauder and Foken (2004) (0-1-2 system) were used for quality check. 

All statistical tests for raw data screening, Vickers and Mahrt (1997)– spike count/removal, amplitude resolution, 

drop-outs, absolute limits, skewness and kurtosis, discontinuities, time lags, angle of attack and steadiness of 

horizontal wind were checked. The default values for all these tests were used. Similarly, default settings for spectral 

analysis and corrections were used. Analytic correction of high-pass filtering effects (Moncrieff et al., 2005) for low 

frequency range; and correction of low-pass filtering effects (Fratini et al., 2012 - In situ analytic) and instruments 

separation (Horst and Lenschow, 2009 - only crosswind and vertical) in the high frequency range were used. 

2.4.1.3 Post-processing 

During post-processing, flux data were filtered based on (1) quality flags, Mauder and Foken (2004) (0-1-2 

system), and (2) surface friction velocity (u* > 0.13 m/s). Data that were flagged “2” were first filtered out as they 

were considered poor quality fluxes (LICOR, 2025), and the remaining dataset were filtered for high turbulence data. 

All data was filtered out as low quality and no further post-processing was done. 

Comment 3 

The gas analyzer (MGGA) used here and 3D sonic anemometer are not designed to be logged together with clocks 

synced. Properly synced clocks at 10 Hz is an essential step and possible large source of error in data acquisition, and 

the authors need to address how they achieved this with their non-standard system. For example, LICOR and Campbell 

Scientific instrument systems are designed to log all fast data (10 Hz) simultaneously on the same data logger or 

microcomputer with PIP LAN networking to ensure clocks remain synced.  

Author’s response: 



Thank you for your comment. We have added this to our manuscript. 

Changes to manuscript: 

Section 2.4.1.1 

Lines 212-215: 

As the MGGA gas analyzer and sonic anemometer were not designed to clock synchronously, using the MGGA CH4 

clock time as a reference, meteorological data from the sonic anemometer were matched to the MGGA CH4 data using 

linear interpolation to generate concentration-meteorological 8 Hz data.   

Comment 4 

The authors use a closed-path sampling system with a long (3 meter) tube. This choice creates significant errors that 

need to be addressed and corrected, if possible. Eddy covariance measurements require at least 10 Hz system response 

time in order to properly characterize turbulent eddies. Sampling at 10 Hz is not the same as a system response of 10 

Hz. Closed path systems introduce a time-lag, laminar flow issues, and lack the response time of open-path systems. 

Slower system response is one of the main reasons the vast majority of methane eddy covariance is done using open-

path sensors, and when closed-path sensors are used the system performance needs to be optimized and carefully 

justified. A well designed closed-path system with sufficient pump speed might effectively have a system response of 

5 Hz while sampling at 10 Hz. This leads to an under estimation of fluxes, and in the best case scenarios can be 

corrected using transfer functions. At a minimum, the authors need to investigate the cospectra of their results to 

demonstrate they have a sufficient overall system response and properly apply transfer functions to correct their data. 

Related to this issue, when using a closed-path system the pump speed needs to be reported. With a longer tube such 

as this, a very fast pump speed, possibly also with a vacuum induced, is required in order to have a fast enough system 

response. Without a fast enough pump speed, the data cannot be used for eddy covariance methods. Pump speeds for 

closed path systems range from 8 l/m at normal pressure for short tubes, to over 100 l/m with partial vacuum for longer 

tubes. 

Author’s response: 

Thank you for your comment. Our system has a relatively slow pump flow rate of ~ 3 lpm and we understand this 

could create laminar flow issues with a 3 m tubing. However, our study aimed to investigate if we can use data from 

instruments readily available to us to quantify using eddy covariance. Methane concentration readings from oil and 

gas emissions could be up to 300 ppm. The current readily available sensors have a range of up to 25 ppm. For 

example, the LI-COR LI-7700 open path CH4 analyzer has a measurement range of 0 to 25 ppm at -25 ºC and 0 to 40 

ppm at 25ºC; PICARRO G2311-f, a closed-path analyzer has an operating range of 0 to 20 ppm.  The instrument used 

in this study is a field instrument (ABB MGGA GLA131 Series has a measurement range of 0 to 100 ppm for CH4 

but can be extended to 0 to 1%).   We have attempted to account for the gas flow response time (0.4 seconds), pump 

flow rate (3 lpm) and the long tubing (3 m) using Eddy Pro corrections of time lag detection. Based on our reanalyzed 

results, our eddy covariance system quantified emissions with a mean relative factor (estimated emission over actual 

emission) of 0.7 to 1 for single-release single-point emissions, and within a mean relative of 1 and 2.4 for multi-release 

single-point emissions. Our system limitations have been clearly stated in the updated manuscript. 

Changes to manuscript: 

Section 2.4.1.2 



Lines 226-229 

Turbulent fluxes were calculated using the open software EddyPro® version 7 (LI-COR, Nebraska, USA, n.d.). 

Acquisition frequency was set at 8 Hz, while file duration and the flux interval were set at 5, 10, and 15 minutes, 

respectively, depending on the file being processed. Table 1 shows the instruments input to the software. 

Table 1. Anemometer and Gas Analyzer Input into EddyPro 

Anemometer 

Information 

 Gas Analyzer 

Information 

 

Manufacturer Young Manufacturer Other 

Model 81000 Model Generic closed path 

Height 3 m Tube length 300 cm 

Wind data format u, v, w Tube inner diameter 3.2 mm 

North alignment  Nominal tube flow rate 3.2 l/m 

North off-set 0.0 Northward separation 0.00 cm 

Northward separation Reference Eastward separation 0.00 cm 

Eastward separation  Reference Vertical separation -10.00 cm 

Vertical separation Reference Longitudinal path length 10.00 cm 

Longitudinal path length  Transversal path length 2.54 cm 

Transversal path length  Time response 0.4 s 

 

Lines 244-245: Covariance maximization with default was used for time lag detection; time lags detection was 

checked. 

Section 4.1 

Lines 464-486 

Eddy covariance was tested using a closed-path analyzer, cavity ring-down spectroscopy, with a 3.2 lpm 

pump flowrate and a 0.4 s gas flow response time. The closed-path EC estimated emissions between a factor of 0.67 

and 0.97 for SRSP emissions, and between 1.02 and 2.43 for MRSP emissions at ±45° wind sector range (Section 

3.1). This was a wider uncertainty in estimated emissions than one reported by Dumortier et al. (2019), who estimated 

emissions at between 90 and 113% of true emission (~1.5 kg day-1) with concentrations between 2 and 3 ppm. Our 

study tested closed-path EC at emission rates between 0.005 and 8.5 kg h-1.  

Our study’s results were when the data was filtered for frequencies greater than 8 Hz, hence, largely reducing 

the sampled emissions. The 10 Hz sampling frequency set for this instrument was not a true 10 Hz and this could have 

been due to the 0.4 gas flow response time that delayed analysis of the drawn air sample in the cavity, or the 3 lpm 

pump flow rate for a 3 m tubing that might have varied the effective sample turnover rate. The rest of the data were 

flagged as low quality by Mauder and Foken (2004) (0-1-2 system), which flags based on steady state and well-

developed turbulence. This could have been due to low turbulence as experiments were carried out in winter, and 

instrumentation limitations (low pump flow rate and asynchronous configuration of the gas analyzer and 

meteorological instrument).   



Continuous monitoring requires deployment of multiple sensors which create limitations of cost and requires 

instrumentation with a wide measurement range as concentrations for oil and gas emissions can range between 0 to 

250 ppm, as in this study (Supplementary Information Section 1). The currently available EC instruments have a 

narrow measurement range (LI-COR LI-7700 open path CH4 analyzer has a measurement range of 0 to 25 ppm at -25 

ºC and 0 to 40 ppm at 25ºC; PICARRO G2311-f, a closed-path analyzer has an operating range of 0 to 20 ppm).  Also, 

the instrumentation should be environmentally robust and not lab-grade (be able to run smoothly in adverse weather 

conditions). Given these parameters, market available EC instruments that can currently be deployed in oil and gas 

are limited. The instrument used in this study is a field instrument (ABB MGGA GLA131 Series has a measurement 

range of 0 to 100 ppm for CH4 but can be extended to 0 to 1%).   

 

Comment 5 

The authors have not implemented numerous steps that are standard in the pre-processing of eddy covariance data. 

There are community standards for the QA/QC of the 10-20 Hz fast data before it is used for flux calculations. These 

include but are not limited to: Spike removal, absolute limits thresholding, corrections for skewness and kurtosis, 

dropouts removal, amplitude resolution, time lag corrections (absolutely critical for closed path systems such as this), 

steady-state tests and the mean removal through block averaging or detrending, and coordinate rotation or planar fit. 

Author’s response: 

Thank you for your comment. We have reprocessed our data through these statistical tests using EddyPro and has 

been included in the manuscript. 

Changes to manuscript: 

Lines 230-241: In raw data processing, axis rotations for tilt correction under wind speed measurement offsets was 

checked. Under turbulent fluctuations, double rotation and block average detrend methods were used. Covariance 

maximization with default was used for time lag detection; time lags detection was checked. Compensation for density 

fluctuations (Webb-Pearman-Leuning terms) was unchecked as the MGGA analyzer synchronously reported dry CH4 

and water mole fractions, cell temperature and pressure. Mauder and Foken (2004) (0-1-2 system) were used for 

quality check. All statistical tests for raw data screening, Vickers and Mahrt (1997)– spike count/removal, amplitude 

resolution, drop-outs, absolute limits, skewness and kurtosis, discontinuities, time lags, angle of attack and steadiness 

of horizontal wind were checked. The default values for all these tests were used. Similarly, default settings for spectral 

analysis and corrections were used. Analytic correction of high-pass filtering effects (Moncrieff et al., 2005) for low 

frequency range; and correction of low-pass filtering effects (Fratini et al., 2012 - In situ analytic) and instruments 

separation (Horst and Lenschow, 2009 - only crosswind and vertical) in the high frequency range were used. 

 

Comment 6 

There are additional steps during the flux processing the authors do not implement. These include: high-pass and low-

pass corrections, transfer functions (absolutely required given their system configuration), and WPL corrections.  

WPL corrections might not be necessary for a closed path system if the instrument is measuring methane, water, cell 

temperature, and cell pressure at synced 10 Hz rate. If this is the case, the reported dry mixing ratio of methane can 



be used without WPL corrections. Since it can be the case that methane and water are measured at 10 Hz but cell 

temperature and pressure are not, the authors need to report how their instrumentation sampling was configured in this 

regard. Without synced 10 Hz cell temperature and pressure, the dry mixing ratio of methane is not truly at 10 Hz, and 

instead the authors should use the non-dry gas measurement and apply WPL corrections. 

Author’s response: 

Thank you for your comment. We have reprocessed our data EddyPro and these corrections have been included. Our 

instrument was measuring methane, water, cell temperature and pressure synchronously hence, we used the reported 

dry methane measurement. 

 

Changes to manuscript: 

Lines 232-234: Compensation for density fluctuations (Webb-Pearman-Leuning terms) was unchecked as the MGGA 

analyzer synchronously reported dry CH4 and water mole fractions, cell temperature and pressure. 

Lines 237-241: Similarly, default settings for spectral analysis and corrections were used. Analytic correction of high-

pass filtering effects (Moncrieff et al., 2005) for low frequency range; and correction of low-pass filtering effects 

(Fratini et al., 2012 - In situ analytic) and instruments separation (Horst and Lenschow, 2009 - only crosswind and 

vertical) in the high frequency range were used. 

Comment 7 

 There are post-processed QA/QC steps the authors have not implemented. These include: 

 

•    Quality tests for developed turbulence and stationarity. These are standard across the eddy covariance scientific 

community. 

 

•    Friction velocity thresholding. This eliminates low turbulence times and is assessed for each site/system. 

 

•    Energy balance closure. A good energy balance closure does not necessarily mean good fluxes, but a bad energy 

balance closure can immediately identify issues with the sonic anemometer or instrument configuration. 

Author’s response: 

Thank you for your comment. We have reprocessed out data through Mauder and Foken (2004) (0-1-2 system) quality 

check and filtering for surface friction velocity > 0.13 m/s. All data were flagged by quality check and friction velocity 

thresholding hence no further post-processing was done. 

Changes to manuscript: 

Lines 255 - 258 

2.4.1.3 Post-processing 

Flux data were filtered based on (1) quality flags, Mauder and Foken (2004) (0-1-2 system), and (2) surface friction 

velocity (u* > 0.13 m/s). Data that were flagged 2 were first filtered out as were considered poor quality fluxes 

(LICOR, 2025) and the remaining dataset were filtered for high turbulence data. Almost all data were filtered out and 

no further calculations were done. 



Comment 8 

Given the experimental design, any controlled releases with durations shorter than the averaging period used in eddy 

covariance flux calculations should not be used because they will by definition be non-stationary. The authors should 

consider using a shorter averaging period. 30 minutes is standard for ecosystem fluxes which are spatially 

homogeneous and change relatively slowly in time. Eddy covariance controlled release experiments commonly use 

shorter averaging periods in order to minimize non-stationarity issues. The authors should process their fluxes using 

5 minutes, 10 minutes, and 15 minutes for example. They should then investigate the ogives to determine how much 

if any of the fluxes are underestimated by using a shorter averaging window. Previous controlled release experiments 

with eddy covariance have shown that the under sampling of large eddies by using a shorter averaging window affected 

flux estimates by <10% and considered this a worthwhile trade off to ensure stationarity in the observations. 

 

Author’s response 

Thank you for your comment. We have reanalyzed our data to uniform 5 minutes, 10 minutes and 15-minute durations 

for all models where there were continuous durations. All data were flagged by quality check and friction velocity 

thresholding hence no further calculations were done. 

Changes to Manuscript 

Section 2.4.1 

Lines 221-223: The concentration-meteorological-release event tables were split into 5, 10 and 15-minute release 

event tables (i.e. there was a continuous release in the duration).  

Lines 243-246 

2.4.1.3 Post-processing 

Flux data were filtered based on (1) quality flags, Mauder and Foken (2004) (0-1-2 system), and (2) surface friction 

velocity (u* > 0.13 m/s). Data that were flagged 2 were first filtered out as were considered poor quality fluxes 

(LICOR, 2025) and the remaining dataset were filtered for high turbulence data. Almost all data were filtered out and 

no further calculations were done. 

Comment 9 

The cospectra should be investigated and included in the SI. This is a standard QA/QC step that can illuminate issues 

such as slow system response times, aliasing, and interference near the sonic anemometer. A good cospectra will not 

necessarily mean good fluxes, but a bad cospectra will certainly mean there are issues that need to be corrected.  

Author’s response 

Thank you for your comment. All data were flagged by quality check and friction velocity thresholding hence no 

further post-processing such as cospectra investigation was done. 

 

Comment 10 

Footprint modeling: This is an essential step in interpreting eddy covariance data in a system with point sources. 

However, the authors incorrectly parameterized the model and used the footprint area to normalize the fluxes to 

emissions incorrectly. Firstly, the choice of a roughness length of 1 is physically improbable for their site, and given 



it is a key parameter in the model, the footprints are likely incorrect. The roughness length should not be estimated or 

chosen randomly. It can be derived from the authors’ 3D sonic anemometer data under neutral conditions. In a scenario 

with perfectly homogeneous fluxes surrounding the eddy covariance tower, then the footprint area can be multiplied 

by the flux as the authors have done here. If there is any heterogeneity present (such as a point source) then this is 

incorrect. The footprint area is weighted with a small area of peak influence that asymptotically declines to zero 

influence in all directions away from it. The correct approach, given that the location of the point source is known, is 

to multiply the weight of the pixel representing the point source by the measured flux, and by the area of the pixel 

containing the point source. See Rey-Sanchez et al. 2022 for a description of how footprints should be used to calculate 

point source eddy covariance emissions and compared to controlled releases. Given that the authors can likely assume 

a zero flux for all non-point source pixels within the footprint, this is a straightforward calculation. Lastly, the authors 

chose to use a footprint model which previously studies have shown to perform the worst in controlled release 

experiments. Rey-Sanchez et al. 2022 compared three commonly used models and at a minimum, the authors here 

should do so as well. The exact footprint peak influence and location matters much more for correctly calculating 

emissions from point sources, so the variation in this result between footprint models is a source of uncertainty that 

should be quantified for a methods comparison paper such as this.  

Author’s response 

Thank you for your comment. We have recalculated the surface roughness and footprint. 

Comment 10 – Question 1 Calculation of surface roughness 

Surface roughness was calculated using the high frequency sonic anemometer data during neutral conditions and was 

determined to be 0.1 m. 

Changes to Manuscript: 

Section 2.3 

2.3 Calculation of Roughness Length 

Surface roughness length (z0) was calculated from friction velocity (Supplementary Information Section 2a: 

Equations 1 and 2) by splitting the high frequency sonic anemometer data into 15-minute tables and filtering for those 

in neutral conditions, |L| > 500 (Supplementary Information Section 2a: Equation 3). The overall roughness length 

selected as the median of all the calculated z0 was 0.1 m (Rey‐Sanchez et al., 2022).  

 

Comment 10-Question 2: Emission calculation from the footprint for point sources 

Point source emission was calculated based on the approach by Dumortier et al (2019) where emission per source = 

measured flux / value of the footprint at the cell. The source location was first determined if it was within the 90% 

footprint region, and the footprint value extracted. 

Changes to Manuscript: 

Section 2.4.3 

Lines 271-275 

Point source emissions of sources within this region were then calculated based on the approach by Dumortier 

et al. (2019).  This approach assumes all measured flux is equal to flux resulting from a single point source. In case of 



the mast being downwind of more than one source, more sonic anemometers are needed to solve the two unknown 

point source fluxes. 

 

Comment 10 – Question 3 Footprint Choice 

Our study was limited to a single sonic anemometer which limited site-based calculations of exponential wind velocity 

power law and the exponential eddy diffusivity power law that are inputs to the Kormann and Meixner (2001) footprint 

model. Our set up provided enough inputs for the Kljun footprint model. This limitation has been stated in our 

manuscript. 

Changes to Manuscript 

Lines 254-259 

Eddy covariance and AFG footprints were calculated using the Kljun et al. (2015) footprint model. Even 

though Rey-Sanchez et al. (2022) reported the Kljun et al. (2015) footprint model to be less accurate compared to the 

Kormann and Meixner (2001), Kormann and Meixner (2001) was too complex for our study because it required 

multiple sonic anemometers or tracer release experiments to calculate the exponential wind velocity power law, and 

the exponential eddy diffusivity power law for site specific data. Our study was limited to a single sonic anemometer, 

and this provided enough inputs for the Kljun et al. (2015) footprint model. 

Comment 11 

It is unclear with the way the methods are written how the footprint normalization for the aerodynamic flux gradient 

method was done. It seems as though the area of the eddy covariance footprint was used to convert the AFG emissions 

into kg/hr. This is incorrect. The sensors are in a different location at different heights and will not have the same 

footprint as the eddy covariance measurements and will additionally have the same issues of normalizing to the whole 

area for a point source that was described above. In general, the AFG method should not be used to measure point 

source emissions. There will be a different footprint for each height along the profile. This means each sensor will see 

(or maybe not see at all) the point source differently. This will obviously lead to issues when calculating a flux from 

the profile gradient. The AFG method only works in homogeneous environments where the differing footprints at 

different heights don’t matter.  

Author’s response 

Thank you for your comment. We used the sonic anemometer collocated with the eddy covariance tower to calculate 

the aerodynamic footprint. Even though the anemometer was 9.4 m away at 3 m height (average of the two 

aerodynamic flux gradient sensors, 2 and 4 m), the inputs to the Kljun et al (2015) model are atmospheric stability, 

friction velocity, standard deviation of v wind speed and surface roughness. We do not anticipate these variables to 

change significantly between the two distances. The distance to the point source in footprint calculation was from the 

aerodynamic flux gradient locations. Further, emissions calculation using the corrected method for point source 

calculations provided promising results for aerodynamic flux gradient quantification in complex emissions profiles 

where there were multiple emitting sources. This limitation of non-collocated sonic anemometer and the flux gradient 

tower has been acknowledged and recommended for consideration in future studies. 

Changes to Manuscript 



Lines 161-164 

For AFG, CH4 concentration data was collected at 2 and 4 m using two Aeris (Hayward, CA, USA) MIRA Ultra 

Series analyzers connected to tubing with a 3.275 mm inner diameter (Figure 3-2). As we had only one sonic 

anemometer, data from the sonic anemometer collocated with the MGGA were used for the AFG quantification. 

 

Comment 12 

Line 147 “The gas release rates ranged between 0.005 kg h-1 and 8.5 kg h-1, and the release durations ranged from 

10 seconds to 8 hours, simulating both fugitive and large emission events.  The releases were run both during the day 

and night”.  A table in SI that describes the release experiments and the meteorological conditions to make this 

transparent to the reader would be very helpful. Development of a QA metric that summarized the methane 

concentration fields observed during each trial would provide important supporting information.  As currently written, 

the reader cannot understand if the under performance of the techniques is related to the method or to non-

representative concentration fields or instrument factors.  

Author’s response 

Thank you for comment. After reanalyzing our eddy covariance data, we realized the underestimation is because the 

data is not suitable for eddy covariance calculations as it failed the quality test. For aerodynamic flux gradient, the 

underestimation was due to using the area source for footprint calculation. Correctly calculating the footprint for a 

point source has improved our results. We have uploaded our data and the METEC releases as well. The Reviewer 

link is here:  http://datadryad.org/stash/share/7s42bajRb2czaY9hr6NbTKDAolCWZ_pNrty0o54qXBE. 

Comment 13 

Extending comment 12, because the measurements were simultaneous and almost colocated, a direct comparison of 

the concentrations measured would be very useful. For example, at 2 m and 4 m on the same mast, what this the ratio 

of concentrations before and after background correction?  For proximate releases at ground level, there may be little 

signal at 4 m potentially invalidating method assumptions for those cases. At the eddy covariance unit position at 3 m 

mast height there should be some agreement in measured concentrations (for like time periods) with the other mast 

(perhaps the average of 2 and 4 m values). Concentration correlation plots by trial would inform both the degree of 

colocation of the slightly separated masts and the factors of instrument performance, apart from inverse modeling 

complexity.  

Author’s response 

Thank you for your comment. The data from the eddy covariance mast was used for eddy covariance, backward 

Lagrangian stochastic and the Gaussian plume inverse model. This ensured direct comparison of these three models. 

The aerodynamic flux gradient was the only one calculated based on measurements from the 2 and 4 m Aeris analyzers. 

This study acknowledges the limitation of the sonic anemometer being 9.4 m for aerodynamic measurements. The 

inputs to the Kljun et al (2015) model are atmospheric stability, friction velocity, standard deviation of v wind speed 

and surface roughness, and these variables should not change significantly at this distance. However, with the point 

https://nam10.safelinks.protection.outlook.com/?url=http%3A%2F%2Fh52wvrds.r.us-west-2.awstrack.me%2FL0%2Fhttp%3A%252F%252Fdatadryad.org%252Fstash%252Fshare%252F7s42bajRb2czaY9hr6NbTKDAolCWZ_pNrty0o54qXBE%2F1%2F010101951c2fe730-b71d1a5f-c9e7-43ee-89b9-6c65085b37ae-000000%2Fonr3iPU38xGr5Y5EnrSKu5uow8o%3D415&data=05%7C02%7CMercy.Mbua%40colostate.edu%7C6069471dc9274192b41a08dd509307b7%7Cafb58802ff7a4bb1ab21367ff2ecfc8b%7C0%7C0%7C638755314612087206%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C0%7C%7C%7C&sdata=R7x09IcV5grDRUo8KrBsjvY8yIQSxDY8LYarj4Iqh6U%3D&reserved=0


source footprint calculation, the aerodynamic flux gradient performed better that the Gaussian and backward 

Lagrangian models for point source quantification when multiple sources were happening. We have also provided the 

concentration plots in the Supplementary Information Section 1. 

Changes to Manuscript 

Supplementary Information Section 1 

 

Comment 14 

 Line 125: Out of curiosity, why were the two masts not located together to facilitate direct comparison?  By the 

photos, this seems that it would have been an easy thing to do.  

Author’s response 

Thank you for your comment. The 2 and 4 m mast was set up before the 3 m one (which could only be set up at the 

placed location due to internet connectivity).  

Comment 15 

Basic information on the release trials should be included in SI.  For example, how many releases of each type were 

conducted. At what levels, duration, time of day/night, etc.  

Author’s response 

Thank you for your comment. The release data has been uploaded. 

Comment 16 

Line 159-165: It is unclear why uniform 20-minute event tables were not used for al measurements to facilitate direct 

comparisons between the techniques for discrete experiments.  The authors make the argument that for two of the 



approaches, 15 min is not long enough, and 30 min may capture excess atmospheric variability but then just choose 

the default 30 min homogenous source eddy covariance default period without explanation. For this custom use of 

EC, 20-minute averages temporally aligned with the other approaches would be the preferred starting position. 

Author’s response 

Thank you for your comment. We have reanalyzed our data to uniform 5 minutes, 10 minutes and 15-minute durations 

for all models where there were continuous durations. 

Changes to Manuscript 

Lines 221-223: The concentration-meteorological-release event tables were split into 5, 10 and 15-minute release 

event tables (i.e. there was a continuous release in the duration). 

 

Comment 17 

Line 172: Why was this form of atmospheric stability estimate utilized for the inverse Gaussian approach instead of 

more robust and comparative estimates derived from high frequency sonic anemometry?  This stability estimate was 

developed to support a specific mobile source assessment approach designed to provide approximate emissions 

estimates with the derived stability index values limited to daytime measurement. How were nighttime data treated? 

Author’s response 

Thank you for your comment. We have reanalyzed data by generating our dispersion coefficients using the sonic 

anemometer data. This means that dispersion parameters can be generated at all times. 

 

Changes to Manuscript 

Supplementary Information Section 2a 

σy  (m) = horizontal dispersion coefficient calculated as σv(x/U) : σv is the standard deviation of v wind speed from the 

sonic anemometer, x is the downwind distance from the point source and U is the mean wind speed  

σz (m) = vertical dispersion coefficient calculated as σw(x/U) : σw is the standard deviation of w wind speed from the 

sonic anemometer, x is the downwind distance from the point source and U is the mean wind speed 

Comment 18 and 19 

Line 192: The background subtraction procedure may represent a significant issue, or at minimum requires further 

clarification and supporting detail.  The authors reference a background correction procedure utilized for a specific 

mobile source assessment approach designed to provide approximate emissions estimates.  That background 

correction procedure is based on the lowest 5th percentile of a single 15-minute observation. The authors state “CH4 

background was calculated as the average of the lowest 5th percentile of all continuous concentration readings (US 

EPA, 2013).”  If the authors combined all data for the series of experiments for this calculation, there are many issues 

with that approach related to drift and other factors. If the background for each 20/30 minute trial was determined, 

this needs to be more clearly stated. These data (the corrections) should ideally be provided as SI so the reader can 

better understand the fidelity of the concentration measurement itself. Currently, the concentration measurements are 

assumed to be accurate and precise with operation in challenging field conditions. 



 Related to comment (18), even if the background correction technique utilized was applied to each trial, it may be 

inappropriate for the inverse forms utilized.  This approach can be useful for single point measures of short duration 

that employ high precision instrumentation (e.g. CRDS).  However, is the ambient precision envelope is somewhat 

broad and if the calibration offset exhibits trend (drift), the background compensation for the 2m vs 4m units for the 

Aerodynamic Flux Gradient, for example, can have a large impact on the calculation. Currently the reader has no 

sense for the levels of these corrections or the basic stability and comparability of these instruments over time. 

Author’s response 

Thank you for your comment. We recalculated our background concentration as lowest 5th percentile, 5 minutes before 

each release started to capture concentrations from the residual methane in air during the preceding release especially 

during stable conditions. However, in cases where this background was higher than the mean concentration in the 

quantifying duration, the minimum concentration for that duration was used as background. This was done to ensure 

we capture the background noise due to the complexity of multiple emitting points, using a constant background from 

a long emission event, and to capture sensor drift. The following changes were made to the manuscript. 

Changes to Manuscript 

Section 2.4.3.1 

Lines 269-277 

For continuous monitoring sensors, background concentration can be determined from CH4 concentrations 

measured by a sensor upwind of the emission source, or by sampling when the wind is blowing away from the source. 

However, for continuous monitoring sensors, using an upwind sensor has the limitation of missing downwind 

background noise resulting from emissions in the preceding emission event where there is residual CH4 in air 

especially during stable conditions, and capturing sensors drift in the downwind sensor. In this study, background CH4 

was calculated as the average of the lowest 5th percentile, 5 minutes before each release started. In cases where this 

background was greater than the mean CH4 concentration in the quantifying duration, the minimum CH4 concentration 

for that duration was used as the background.  Methane enhancement was then calculated as CH4 concentration minus 

the background. 

 

Comment 20 

The introduction and discussion lack context and comparison to previous research. There are numerous controlled 

release experiments and other methods comparisons for these three approaches that the authors’ results should be put 

in context with. 

 

Author’s response 

Thank you for your comment. We have added previous controlled studies to our introduction. The discussion section 

has also been rewritten. 

 

Changes to Manuscript 

 



4.1 Eddy Covariance 

Eddy covariance was tested using a closed-path analyzer, cavity ring-down spectroscopy, with a 3.2 lpm 

pump flowrate and a 0.4 s gas flow response time. The closed-path EC estimated emissions between a factor of 0.67 

and 0.97 for SRSP emissions, and between 1.02 and 2.43 for MRSP emissions at ±45° wind sector range (Section 

3.1). This was a wider uncertainty in estimated emissions than one reported by Dumortier et al. (2019), who estimated 

emissions at between 90 and 113% of true emission (~1.5 kg day-1) with concentrations between 2 and 3 ppm. Our 

study tested closed-path EC at emission rates between 0.005 and 8.5 kg h-1.  

Our study’s results were when the data was filtered for frequencies greater than 8 Hz, hence, largely reducing 

the sampled emissions. The 10 Hz sampling frequency set for this instrument was not a true 10 Hz and this could have 

been due to the 0.4 gas flow response time that delayed analysis of the drawn air sample in the cavity, or the 3 lpm 

pump flow rate for a 3 m tubing that might have varied the effective sample turnover rate. The rest of the data were 

flagged as low quality by Mauder and Foken (2004) (0-1-2 system), which flags based on steady state and well-

developed turbulence. This could have been due to low turbulence as experiments were carried out in winter, and 

instrumentation limitations (low pump flow rate and asynchronous configuration of the gas analyzer and 

meteorological instrument).   

Continuous monitoring requires deployment of multiple sensors which create limitations of cost and requires 

instrumentation with a wide measurement range as concentrations for oil and gas emissions can range between 0 to 

250 ppm, as in this study (Supplementary Information Section 1). The currently available EC instruments have a 

narrow measurement range (LI-COR LI-7700 open path CH4 analyzer has a measurement range of 0 to 25 ppm at -25 

ºC and 0 to 40 ppm at 25ºC; PICARRO G2311-f, a closed-path analyzer has an operating range of 0 to 20 ppm).  Also, 

the instrumentation should be environmentally robust and not lab-grade (be able to run smoothly in adverse weather 

conditions). Given these parameters, market available EC instruments that can currently be deployed in oil and gas 

are limited. The instrument used in this study is a field instrument (ABB MGGA GLA131 Series has a measurement 

range of 0 to 100 ppm for CH4 but can be extended to 0 to 1%).   

4.2 Aerodynamic Flux Gradient 

Overall, the AFG method quantified emissions within an MRF of 1.3 to 1.7 for SRSP emissions and between 

an MRF of 2.4 and 3.3 for MRSP emissions (Section 3.2). The uncertainties in AFG were higher than EC especially 

for MRSP emissions but lower than the GPIM and bLs methods. The differences between AFG and EC could have 

been due to different instrumentation and analytical approaches that limited the exact comparison of the methods i.e. 

EC data was filtered for frequencies less than 8 Hz, and AFG instrumentations required both analyzers to be running, 

periods when one analyzer was down, were not tested. To our knowledge, this is the first study to test AFG for point 

source quantification and results are promising.  

Compared to the EC method that requires a very fast analyzer which may be difficult to deploy in oil and 

gas, the AFG requires at least 2 analyzers sampling at 1 Hz frequency, which is currently possible with the range of 

sensors available in the market. The main advantage of flux gradient methods (EC and AFG) tested in this study is 

that they do not require background control as background CH4 concentration is a highly variable parameter that 

cannot be controlled in open air especially when multiple emissions are happening. The AFG method relies on 



differences in CH4 concentrations between two heights and this study shows that in complex sites where there are 

multiple sources, the method quantifies better than the point-source GPIM and bLs methods. The main limitation of 

the AFG and EC methods for point-source quantification is that when the measurement point is downwind of more 

than one source in a wind sector range, more than one sonic anemometers are required to estimate the flux of each 

source for footprint calculation based on Dumortier et al. (2019)’s calculations. 

4.3 Gaussian Plume Inverse Method 

The GPIM method quantified emissions within an MRF of 2.4 and 2.6 for SRSP and between 15.7 and 25 

for MRSP emissions (Section 3.3). The GPIM method is a point-source specific quantification approach and works 

best in open areas, free of obstacles, and when the background concentration is well defined. For multiple emissions, 

in aerodynamically complex environments, even though the sensor is downwind of a single source based on average 

wind direction, quantification is complexed by interference from other neighboring sources. The GPIM has previously 

been reported to quantify emissions within 40.7 and 60% error for a single point-source, (Riddick et al., 2022b). 

However, GPIM correct quantification has been suggested to be better for longer distances where the plume is well 

mixed. This is typically a challenge for fence-line sensors that have to be deployed within the facility boundaries 

where large downwind distances may not be practical.  

4.3 Backward Lagrangian Stochastic Model 

The bLs method quantified emissions within an MRF of 0.8 to 1.05 for SRSP emissions and between 3.85 and 11958.8 

MRF for MRSP emissions (Section 3.4). Similarly to the GPIM method, the bLs method used in this study is a point-

source specific quantification method that simulates transport of molecules in open area and where the background 

concentration is defined. In this case, as with the SRSP test scenario, the bLs approach quantified within 20% 

uncertainty. However, for MRSP emissions, the bLs largely overestimated emissions and this could have been due to 

the interference of neighboring sources, that even though the measurement point is downwind of a single source, 

actual plumes are not distinct and model-simulated plumes may not be representative. The point-source bLs approach 

in WindTrax is also not designed for more than one downwind source. 

 

 

 

 

 

 

 

 

 

 

 

 

 


