Notes:

Referee comments are in black

Author responses are in blue

Modified text in the revised manuscript is in blue italics

Referee #1

General comments:

The preprint by Lee and co-workers presents the design and implementation of the UBC ATMOX
chamber - an innovative, modular 8 m® environmental chamber. A central aspect of the manuscript details
the design of a light system for the chamber, based on LEDs, enabling wavelength-specific research on
photochemical processes of aerosol particles and gases. For instance, the system enables experiments
under light conditions that are simulating stratospheric, tropospheric, and indoor light conditions, as
detailed in the presented work. While many different atmospheric simulation chambers exist around the
world, | find the design and use of an LEDs light system for an atmospheric simulation chamber as
presented here a very interesting idea. | believe this concept has strong potential to influence future
chamber designs and thus clearly aligns with the scope of Atmospheric Measurement Techniques.

We thank the reviewer for this support and positive assessment of our chamber and manuscript!

That said, the manuscript in its current form contains numerous (minor) inconsistencies that detract from
its clarity and impact. | encourage the authors to carefully address the points listed below, along with the
more detailed comments provided. Given the number and nature of the technical suggestions, |
recommend a thorough revision followed by re-assessment for publication.

We thank the reviewer for their time in helping us clarify and improve the quality of our manuscript. We
agreed that there were inconsistencies to address.

Specific comments:

Title: Superscript “3” in m3
We fixed the wording

Abstract: The abstract would benefit from being shortened a bit and focus on the bigger picture of the
manuscript. E.g.. consider removing details such as the overall costs of the LEDs or the specifications of
the T-slots used to collapse the chamber. For the latter, the description used on e.g., L121 "It is also
equipped..." seems more appropriate for an abstract, and also in view of the fact that the squeezability of
the chamber is not discussed much in the main part of the manuscript.

Agreed. We have removed the last few sentences about the mounting and collapsibility of the chamber,
to keep the focus on the LED lights. The new abstract now reads:

“Environmental chambers are controlled reaction vessels used to investigate atmospheric processes such
as photochemical smog, atmospheric fate of molecules and secondary organic aerosol formation.
Environmental chambers are typically equipped with UV-A fluorescent lights with wavelengths between
350 and 410 nm or xenon lamps with wavelengths between 300 and 800 nm. However, these types of
lights increase the temperature of the chamber, are energy intensive and are not tunable to specific
wavelengths. Fluorescent lights are also becoming redundant in the light industry. To address these
issues, we prototyped the use of light-emitting diode (LED) lights from Violumas on our newly built
collapsible 8 m$*3$ environmental chamber for photochemical experiments to enable stratospheric,
tropospheric and indoor light conditions. The University of British Columbia (UBC)'s Advanced
Techniques for Mechanisms of OXidation (ATMOX) chamber was assembled with custom-made wide-
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angle LEDs of six different wavelengths from Violumas: 275, 310, 325, 340, 365, 385 nm. We also added
LED plant grow lights (Feit Electric) for irradiance between 450 and 630 nm. The LEDs were wired to a
potentiometer control panel to modulate their output on a per wavelength basis. We used a total of 1440
custom LEDs and 1320 commercial LEDs for plant growth. We then demonstrated their energy efficiency,
their ability to generate less heat, and their ability to initiate wavelength-specific photochemical
processes. Furthermore, chemical actinometry using \ce{NO2} enabled us to calculate a photolysis rate
(J$ _{\ce{NOx}}$) ranging from 2.28 $\times$ 10$"{-4}$ to 4.93 $\times$ 10$"{-3}$ s$™-1}$, which is
nicely comparable to the measured value of 4.50 $\times$ 10$"{-3}$ s$*-1}$ in Vancouver, Canada
during the summer solstice through chemical actinometry. Overall, our chamber enables the study of
atmospheric chemistry processes: from the fate of indoor air fragrances to cannabis emissions and from
wildfire aerosol photochemical changes to the biogeochemical cycling of selenium.”

L11: change “LED grow plant lights” to “LED plant grow lights” for consistency with the remainder in the
mansucript.
We adjusted the wording

L44: Formatting of reference, i.e., write as: “Nguyen et a. (2023) have ...”
We fixed the sentence

L46: Please introduce abbreviations of GEOS-CHEM and FOAM or generalize to "global climate and
boxmodel simulations" or similar.
We introduced GEOS-CHEM abbreviation

L47: change to : “peroxy radical (RO2)”
Parentheses was added

L55: Consider other chambers with temperature control, e.g., (Kristensen et al., 2020; Zong et al., 2023).
We thank the reviewer for highlighting the AURA chamber from Kristensen et al., and have now included
that to our Table 1. Zong et al., 2023 was already included in our table.

L70: This reference seems inappropriate, at least there are many other studies, where the material
collection from atmospheric chambers is the focus of the paper. You might want to have a look at e.qg.:
https://link.springer.com/book/10.1007/978-3-031-22277-1, which might in general be of interest for your
paper.

This book by Doussin et al. is an excellent resource, and we thank the reviewer for pointing it out. It has
now been added to our references, and specifically to line 70.

L79: RO2 has been introduced above (L47), but the other have not. Consider to properly introduce OH
and HO2 here, or when first mentioning these.
We have now included full names of the radicals when first mentioned.

L80: Please define "FEP".
Changed FEP to fluorinated ethylene propylene (FEP)

L80: For the chambers, none of the acronyms seem to be defined in the text. While this is probably okay
to improve readability, consider adding the definition of each acronym either to your Table 1 or in a list of
acronyms at the end of the paper.

We have now included the definition of the chamber acronyms where they are first mentioned.

L82: consider saying "in China", to be consistent with wording on L80-81, where you state countries
instead of cities.



We adjusted to China for consistency
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L83: replace “simulations” by “studies’
Replaced text with studies

L86: delete “proton”
Deleted

L87: In Table 1 you write as "CaltTech", please use one of these consistently throughout.
Changed to Caltech throughout the text

L89: change to "applied to study e.g.. cellular..." to account for the many other types of studies that have
been conducted at this facility.

Included “...study cellular oxidative stress.”
L91: Please define what you mean with "UV blacklights".
Reworded as UV-A fluorescent lights

L92: Subscript “x” in “NOx” here and elsewhere in manuscript.
We fixed the wording

L93: Change to “These examples...”
We changed to “These chamber examples” to be more precise

L94: delete “atmospheric” as you also cover examples of chambers used to study indoor chemistry.
We considered this change, but think that atmospheric also includes indoor air, and so we kept this term.

L97: Does the UPatras chamber have a name? For all other examples in this sentence you use the
chamber name, rather than the institute where it is located.
The chamber at UPatras did not have a name.

Table 1: Caption:

- Please add ""some environmental chambers™"", to clarify that this list is not complete, but rather presents
a list of chambers that have inspired the current chamber design.

We reworded the caption to state that select chambers are listed, specifically ones that influenced our
own chamber.

The caption now reads,
“List of select environmental chambers for atmospheric chemistry experiments and the details of their
light, volume, material and additional key characteristics”

- Consider changing the column title from “Characteristics” to “Key characteristics” or similar to again
make clear that the listed features are examples. The lists of characteristics seems incomplete and or the
choice of characteristics listed here unclear and inconsistent. For example, some of the other chambers
also have the ability to control/vary T.

We added “key” in the column.

- UBC, Canada chamber: How is T-controlled in your chamber? Looking at Fig. 1b, it seems like the
chamber T is determined via the temperature setting in the room. In addition, without quantification of e.g.
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the T-range and the accuracy of the T-control the wording of ""precise Tcontrol"" seems inappropriate
here and elsewhere in the table. Please adjust. Related, looking at some of your AT values reported in
Table 4, | would not call it "precise T control.""

Ah valid point. We intended to highlight how we have a T and RH probe connected to our chamber to
measure these parameters, rather than suggest that we were able to control the T. We have therefore
delete the “T control” mention in our chamber entry in Table 1 and replaced it with “collapsible”.

The goal of Table 1 was to be able to refer and compare our new LED design to existing chambers. Table
1 is not exhaustive by any means and represents the subset of chambers that we studied specifically in
developing our own chamber. As the reviewer points out, many chambers have temperature control, but
since our chamber operates at room temperature, we didn’t spend much time studying this characteristic.
We apologize to the reviewer if the chambers that they are most familiar with didn’t feature in this list!

L130: While | appreciate the technical detail, | feel that the readability of text would benefit from removing
some of the detail. E.g., the type of screws can probably be omitted. In addition, introduction of "BHSCS"
seems unnecessary, as it is not further used in the text below. Please consider improving

We hope for this manuscript to serve as a blue print for future chambers. Since the screw information was
something we discussed with our team, we felt it was worth pointing out in the methods section (we don’t
reiterate this information anywhere else). We did remove the acronym as the reviewer suggested.

L140: rewrite to: “from light emitted from the 275 nm LEDs.”
We changed the text wording

"Figure 1:
- Panel d: The grow lights are hardly visible on this photograph. Consider exchanging this panel with a
photo that more clearly shows the different light types, as this is key to your presented manuscript."

We updated a photo that shows the grow lights more clearly.

L143: change to: “...a scanning mobility particle sizer (...) was used to measure particles from 2 - 1000
nm
We changed the text wording

L149: "Additional instrumentation can selectively be coupled to the chamber to monitor other parameters,
including a relative ..." Please also give details on company and model of the RHTP sensor used. Clarify
why it was wrapped in PTFE or omit this part of the sentence.

Updated to include information on sensor

L154: change to: “by aerosols and gases” and “all directions,”
We changed the text wording

L159: add comma after “washer”; please check units, should be “18.2 M Q cm”
We updated the text to the correct unit, M Q cm

L169: Entire paragraph: This text can be improved. Consider removing the costs from the text and just
keep it in Table 2. Just having a total costys as here in the text without further information on the
type/model, and number of LEDs is not very useful.
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Throughout the building of our LED chamber over the last 5 years, the main question we received from
the atmospheric chemistry community was how expensive were the LEDs compared to fluorescent lights.
Consequently, we feel it's important to report this pricing, of course with the date and wavelength
specified as these prices fluctuate (tend to decrease with time as the technology improves). That being
said, the readability of this method section can certainly be improved and we have revised it accordingly.

It now reads:

“The LED industry is rapidly evolving and new wavelengths are being added to the market regularly. For
example, our first purchase in December 2021 was for 310 nm and 365 nm LEDs (USD\$759.70), but by
January 2024, 325 and 340 nm LEDs came onto the market (Table \ref{tab:LEDpurchases}). The cost of
the heatsinks was approximately 14.5\% of the cost of the LEDs. In total, we placed four orders of LEDs
throughout December 2021 to September 2024 with a total cost of approximately 52,000 USD (Table
\ref{tab:LEDpurchases}).”

"Table 2:
- Caption: Delete “All totals...”
We deleted “all totals”

- Rows: Here it could be helpful to include e.g., the part number or similar for each LED, to enable other
researcher to possible reproduce your system. This could also help to link each LED listed here to your
wording used below, e.g.., on L178 ""The UN-C LED...""

The product number is included in the text, and to follow the reviewer’s previous comment, we opted to
keep this table simple.

- Write as either “LED” or “LEDs”, right now you have a mix."
We updated table to LEDs for consistency

L178: “The UV-C LED (VC1...)” move the part number/specification to the table and omit in the text to
improve readability.
We considered this option, but opted to keep the Table simpler, and have the info in the text..

L185: Please introduce acroynm as "electrostatic discharge (ESD)", and remove from L188.
We updated the text

L217: Do you mean chamber bag with "light box"? Please specify, as you use it throughout. | can also not
find a Figure 11, please correct (also L230)
Light box is updated as chamber bag. Figure 11 is reworded as figure S11.

L219: Add space after “functions”

We updated the text

L221: Please define all parameters of equation, i.e., also “e” and “I". Is | the relative intensity that you
show in Fig. S107?

We have updated the text to define all parameters. The text now reads “where c1,i, c2,i, and c3,i are
fitting parameters,and [(8) is the relative radiant intensity of a single LED as a function of emission
angle (8).

L233: This sentence appears incomplete, please check.
We updated the text to say: “To accurately characterize the LEDs' irradiance within our environmental
chamber, we used \ce{NO2} chemical actinometry following the method in \citet{rabani_practical_2021}"
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L234: Subscript in “NOx”
We updated the text

L242: Please write units as “cm3 molecules-1 s-1 ” for consistency; see also AMT style guide.
We adjusted the unit

L246-248: Can you please provide some reasoning or references why the combination of the listed LEDs
represent “stratospheric”, “tropospheric” and “indoor light” conditions? It could also help to follow parts of
your discussion to add these definitions of "stratospheric", "tropospheric" and "indoor" to your Table 2.
The definitions are based on the wavelengths used. Tropospheric light does not go below 300 nm and
indoor light does not go below 400 nm based on our own measurements and that of atmospheric
chemistry textbooks, now references in the text: “The actinometry experiments were carried out under
three main light conditions defined by the wavelength range\citep{finlayson-

pitts_tropospheric_1997,young_illuminating 2019}”

L262: do you mean “filled with a batch of gas”? Please check use of “bath gas” here and on L263.
Bath gas here is the inert environment within which we ran our experiments. The text has been modified
to include “\ce{N2} or clean air’ to provide context for readers

L263: add “useful e.g., in chemical”

L264: add “useful e.g., in SOA”

Lines 262 - 264 was rewritten to address the comments, so it now reads “In batch mode, the bag can be
filled with a bath gas such as \ce{N2} or clean air and the compounds of interest and then contracted
without dilution, a setup useful in chemical kinetic experiments. In continuous mode, a steady stream of
the bath gas and the compounds of interest are continuously injected and sampled, keeping the volume
constant throughout the experiment, a setup suited for SOA generation experiments.”

Sect. 31.: Several of the aspects described here are already part of Sect. 2.1. E.g., the material type of
the bag is already mentioned on L132. The fact that the black out curtains inhibit unwated photochemistry
from room light and are protecting people working in the lab, is already mentioned on L139. The
instrumentation (e.g. VOCUS) attached to the chamber is already mentioned on L144. It would be good to
remove some of this redundancy to improve readability

We have indeed restructured the flow of our manuscript and omitted the results and discussion sections,
and instead have created one continuous combined section (similar to Vallon et al.). We think that this
restructuring helps the readability.

L268: What “additional components” are you thinking of? It would be good to name some examples here
We meant additional railings and instrumentation. We’ve updated the text to read, “The chamber design
is further modular; additional components such as railings and instruments are easily mounted or
removed from the frame.”

L272: “Overall, these integrated features...”. Are these really “intergated” or are these instruments that
can selectively be attached to the chamber, depending on the instruments needs? | like your description
in the caption of Fig. 3 better. Consider to revise.

We removed the word “integrated”.

Fig. 3: Caption: | feel that some of the technical specifications could be removed from the caption, e.g.,
the type of RHTP sensor (“SP-003-1 OMEGA”) or the type of aluminum bar (“80/20”) seems unnecessary
and repetitive here.
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Updated. The caption now reads, “The electrical control panel for the LEDs are shown in the images. (a)
A user-accessible control panel reads out the current driven through each LED. Each current display
module is linked to a panel of 3 bars consisting of 12 LEDs each. The black switch turns the LEDs on and
off, while the knobs adjusts the current. The LEDs are made of three components: (b) The heatsinks are
connected to the LED bar via an aluminum mounting frame (side view). (c) Power supply units are
mounted at the rear of the panel shown in (a). (d) Heatsinks are shown with the wiring depicted in Figure
S8 to connect to an LED bar.”

Please also note different typing of “RH/T/P” here and “RHTP” on e.g. L150.
Changed to RH/T/P throughout text to be consistent

| also recommend to state the LED wavelengths as “275-385 nm” and then state the wavelength of the
growth lights separately; the use of “400+ nm” seems odd. You could also simply refer to your Table 2
that contains all the specifications, to make the caption of your Fig. 3 more succinct

Table 2 is now mentioned in Figure 3’s caption.

L276: change to “(Figure 4b)”
Done

"Sect. 3.2: This section should be shortened, as a lot of the information has already been provided. E.g.,
your Table 2 already specifies the number of LEDs used for each wavelength. The “60° lens” is already
described Page 5 of 9 on L176. It would be helpful to focus the attention in this “Results and Discussion”
section more on the actual data that you show e.g., in your Figs. 4 and 5, and discussion thereof..
Agreed, and so we no longer have sections for results and discussion, but rather one integrated
description, similarly to Vallon et al.

- L279: delete “commercial”
We thought that specifying commercial here was useful.

- L282: change to “60°”
We changed from the text from 60 degree lens to 60° lens

- L283: capitalize “Figure 2b™
Updated

Fig. 4, 5: Please introduce panel labels, e.g., (a), (b) and refer to these in the caption and text, rather than
using “top” and “bottom”, to be consistent with the journal guidelines. As you have done for some of your
other figures, e.g., your Fig. 6.

Figures have been edited to include panel labels with the captions updated

Fig. 4: What does “Pillow Bag” in your legend correspond to?
Updated the text to expand what the pillow bag is referring to, pointing to Figure S13.

L284: | would not describe this as “stable temperature”. Your timeline in Fig. 5a shows distinct
fluctuations, e.g., around 16:00, labelled “Stratospheric” (same in top panels of your Fig. S11). Looking at
your values listed in Table 4, it seems like over the 22 min experiment of stratospheric conditions, the
chamber temperature increased by 3.2 K, which is similar to the temperature increase observed with
fluorescence light (over a longer time period). | might be miss-interpreting something here, but your
statement further down (L380) suggests that the temperature inside the chamber was not stable with all
LEDs on. Please explain better in the text what you consider “stable”. It could also help the structure of



the manuscript to move the discussion of heatsinks and stability of chamber temperature (L283-286) to
Sect. 3.4.1.

We agree with the reviewer that our use of the word “stable” was not adequately defined. We meant to
highlight how the temperature doesn’t continue to increase as a function of illumination time. Specifically,
when we look at Experiments 18, 19 and 20 in Figure S11, we notice that the temperature plateaus
before the end of the illumination time. There does remain a small increase in temperature, but the heat
does seem to be well dissipated during illumination time. We have updated this statement which now
reads (we also deleted the word stable):

“The LEDs were mounted on an aluminum panel with passive heatsinks (from Violumas, Figure
\ref{fig:control_panel_wiring}b). Passive heatsinks and directed airflow using fans below the heatsinks
helped reduce increases in temperatures as a function of illumination time (see Figure S11, bottom panel)
Specifically, experimental temperatures in the chamber increased by 2.40 $\times$ 10$"{-3}$ \degree C
per second and 0.8 \degree C per joule with all the LEDs turned on (equivalent to the stratospheric
condition) (see top panel on Figure \ref{fig:exp_timeseries} for time series and temperature data in Table

\ref{tab:temp_per_watts}).”

L290: change to “intensity ratio” or “ratio of intensities”
Adjusted text to “intensity ratio”

L291-293: | really like your idea to include a potentiometer to control the power of each LEDs. | am,
however, unclear what the LED power settings are in your Figs., e.g., 4 and 5. Were the LEDs always
fully powered unless specified? Please add this information to your text and/or figure captions.

We are glad the reviewer also liked our potentiometer idea! Yes, the LEDs were always fully powered
unless specified. Unfortunately running the full set of actinometric calibration experiments for all LED
current settings and illumination configurations would require a prohibitively large number of
measurements and was therefore not feasible within the scope of this study. However, we were able to
run the indoor light configuration and observed JNO: scales linearly with the current.

Current vs JNO2 Photolysis Rate
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Our figure 4 now reads “The intensity of light is plotted against wavelength for different combination of
LEDs. The top panel represents the comparisons between the Violumas LEDs against sunlight and
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fluorescent lighting. The LED conditions can be split into a stratospheric, tropospheric, and indoor
condition. The stratospheric condition includes both tropospheric and indoor light conditions. Similarly, the
tropospheric condition includes the indoor light conditions. Figure 4b represents the normalized irradiance
of each individual LED and their wavelength spread. The sunlight measurement was baseline subtracted
to account for the difficulty in taking a completely dark blank outdoors. Note that the LEDs was set to
100\% unless otherwise specified.”

While Fig 5 reads “Example J$_{\ce{NOx}}$ experiment of various wavelength conditions. The first
photolysis looked at indoor conditions (365, 385, 450 - 600 nm), followed by tropospheric (310, 325, 340,
365, 385, 450 - 600 nm), and stratospheric conditions (275, 310 325, 340, 365, 385, 450 - 600 nm). See
Figure S6 for all the experimental timeseries for calculating J$_{\ce{NOx}}$ values. The LEDs were
powered at 100\% for the photolysis experiments.”

L296: change to “... while reliably reproducing the same light condition between independent
experiments, if desired.”

Text has been updated to “This setup lets the user select any combination of wavelengths, and adjust
their intensity to modulate reaction rates, while reliably reproducing the same light conditions between
independent experiments, if desired.”

L299: rephrase to “...output is 6 W, 23.94 W, ..., at wavelnegth of 275, 310... and 385 nm, respectively”.
Reworded to improve clarity

L300-302: “For the quantification...”. Consider moving this sentence to the beginning of Sect. 3.3.1 to
improve structure.
No longer needed following the text’s restructuring.

L309: Eq. (4) depends sensitively on the temperature inside the chamber. How were temperature
fluctuations (e.g., top panel in Figs. 5 and S11) handled in calculating JNox?
The average temperature was taken into account when calculating jNO2

L310: These three categories “stratospheric, ...” should be introduced more prominentely earlier in the
manuscirpt. Could you add the wavelength of the LEDs that were turned on for each of these categories
in Page 6 of 9 your Fig. 4?7 That could help to clarify that your stratopsheric conditions were not limited to
below 300 nm, as the coloring in your Fig. 4 suggests, but cover 275-600 nm, as you write on L246.

The caption in Figure 4 has been updated with the range of wavelengths for each conditions for clarity.

L311: Add comma before “as depicted”
Fixed

L315: What is the typical lifetime of UV-A fluorescent lights that are traditionally used in chamber setups?
Adding such a value here would be handy for comparison.

The lifetimes can range between 7,500 hours to 20,000 hours depending on the brand, size, and power
consumption of the fluorescent light. Many of these details are found on manufacturer websites.

L318: Add comma before “which”
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Added comma

L321: Add comma after “we selected”
Added comma

L323: Add comma after “of NO2

This sentence was reworded for clarity to “First, we compared our LED J$_{\ce{NOx}}$ photolysis rates to
the absorption cross-section of \ce{NO2}. This comparison was to explain the trend in increasing
J$_{\ce{NOx}}$ values as a function of wavelength between 310 nm and 385 nm.”

L325: “plant”
fixed

L327: The “pillow bag setup” that is mentioned here and also already appears in Fig. 4 is confusing. Is
this pillow bag connected to the ATMOX chamber? This pillow bag setup and how it compares or is
different to the ATMOX chamber should be clarified. This information could be added to the “Methods”
section (maybe in its own subsection), after it is first mentioned on L253. Further below on L392 you state
that the pillow bag has a volume fo 450 L. This is much smaller than the ATMOX chamber, and the
irradiation conditons will be different. | am not fully clear how you can then directly compare the NOx
photolysis rates between these two setups? Please expand on this in the text

We considered this comment, and if we understand the reviewer correctly, they are suggesting that the
light penetrating through a smaller chamber such as the pillow bag will be different than the light
penetrating through the 8m3 chamber? The material is the same for both bags, and so the main
difference is the path length of the light. We agree of course that the path length through the pillow bag is
much shorter than the path length through the 8m3 chamber. Since we assume that NO2 is well mixed in
both chambers, we don’t correct or take into consideration the path length (a parameter which doesn’t
feature in the math of the actinometry).

L335: Should this not be “(Figure 6b)"?
Updated to say 6b.

L339: Change to “(Figure 6b and Table S1)” add space after “chamber” here and on L340
Done

"Figure 6:

- Please change the x-axis label of the third item from the left from “Sunlight” to “UBC rooftop outdoor
measurement” or appropriate, as the red color of the dot already indicates “Sunlight”.

Edited.

- Consider removing the labels on top of the panels, as this is what you describe in the figure caption.
Also writing of “UNO2” vs. “UNO2” is inconsistent, and the general use of “JNOX” vs. “UJNO2” is
inconsistent throughout the text; please fix.

We have adjusted the writing of JNO2 throughout the text. Also, we updated our text to say JNO2, rather
than JNOx

- Caption for Figure 6:
- to fix typo “could not be”
We updated the text
- to change to “... air from Burrows et al. (1998)”

10
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We updated the text
- to Please clarify in the caption if the error bars denote one standard deviation, or other."
Our caption has been updated to include “Error bars indicate one standard deviation when
available.”

"Table 3:
- Please add units of “nm” to the column “LED” Page 7 of 9
We updated the text

- Please check volume of pillow bag, which is stated as 400 L here, but as 450 L on L392.
We corrected to 450 L throughout

- Units of “Irradiance” should be changed to “W m-2 ” for consistency.
Changed unit to W m

- As mentioned above, it could be helpful to add an overview of the different LEDs used for
“stratospheric”, “tropospheric” vs. “indoor” conditions further up in the manuscript. Then you could just
refer to this specification, rather than repeating this information here and elsewhere (e.g., caption of Fig.
5). For instance, you could add 3 columns for “stratospheric”, “tropospheric” vs. “indoor” to your Table 2,
and then check all the LEDs that were used for a given condition.

We considered the reviewer’s suggestion, and added this information to the caption of Table 2. The
caption now reads, “LEDs and heatsinks were purchased from Violumas between December 2021 and
September 2024 with the listed unit costs before taxes. The UBC ATMOX chamber has 1440 Violumas
LEDs and 1320 LEDs from the plant grow lights. We grouped the LEDs into three conditions:
stratospheric (all LEDs), tropospheric (310 nm through to grow lights) and indoor (365 nm through to grow

lights)”

- Caption: add space, i.e., write “x 10-6 " and use the same symbol for “x”
Fixed

- Caption: Do the uncertainties also correspond to one standard deviation? Please clarify in the caption”
Our caption now includes “Error bars indicate one standard deviation when available”

L357: Please add appropriate reference to this statement.
Added.

L361: Please make formatting of “JNO2” consistent throughout text and use subscript, i.e., “JNO2”
We updated the text to be consistent and use subscripts

L362: Please change to “Hence, we used photolysis of 2-nitrobenzaldehyde to explore the irradiance of
the 275 nm LEDs to simulate photochemical conditions in the stratosphere (refereces).”

We changed the text to “Hence, we used the photolysis of 2-nitrobenzaldehyde to characterize the
irradiance of the 275 nm LEDs and to simulate stratospheric photochemical conditions” to enhance clarity

L366: “These LEDs effectively... with a kobserved of...” The discussion of Fig. 7 is insufficient. Please
expand the explanation of remove the figure from the text. Fig. 7a is not discussed at all. Furthermore, it
is unclear to me how the stated kobserved can be derived from Fig. 7b. The text discusses photolysis of
2-nitrobenzaldehyde, and Fig. 7b shows the temporal evolution of the parant ion C7TH6NO3+, but these
should be connected/explained better in the text.
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Ah Figure 7a was indeed not discussed. We felt it was important to show that no new particles were
formed during the photolysis of 2NB to demonstrate that its decay (in Figure 7b) was solely due to
photochemistry and not to particle partitioning.
The text has been updated and now reads,
“With only 72 individual LEDs, the 275 nm condition delivered sufficient UV-C flux to effectively drive the
photolysis of compounds relevant to stratospheric chemistry. These LEDs effectively photolyzed 2-
nitrobenzaldehyde with a k$ {observed}$ of 3.47 $\times$ 10$"{-4}$ s$*{-1}$ consistent with rates
reported by \citet{bouya atmospheric_2017, xiang_gas-phase 2009} (Figure \ref{fig:2NB_photolysis}b).
We also measured the particle concentration during photolysis to ensure that the observed decay of 2-
nitrobenzaldehyde was not due to particle partitioning (Figure \ref{fig:2NB_photolysis}a). Indeed, there
were few small particles prior to photolysis and growth was negligible indicating minimal partitioning.
These results confirm that 275 nm LEDs can reliably simulate stratospheric photolysis for controlled
photochemical experiments.”

Caption of Figure 7 has also been updated:

“SMPS and Vocus PTR-ToF-MS measurements during the photolysis of 2-nitrobenzaldehyde. a) the
number of particles measured using the SMPS over time. b) the mass signal for the parent ion
\ce{C7H6NO3+} was measured using the Vocus PTR-ToF-MS and the shaded band marks the period
when the 275 nm LEDs were switched on. The gas phase signal of \ce{C7H6NO3+} decreases in the
absense of particle growth, indicating that the compound's major sink is photolysis”

"Figure 7:

- Please add panel labels (a) and (b).

- Caption: | do not see “shaded bands” that mark LEDs to be turned on.
Figure 7 has been updated.

- Caption: Specify, as “The gas phase signal of ... decreases while new aerosol particles are formed,
indicating...™

Caption was reworded to “The gas phase signal of \ce{C7H6NQO3+} decreases as new particles are
formed, indicating that the compound is being photolysed and some of its products are forming aerosols.”
for clarity.

L379: Here and elsewhere, consider using “temperature change per second” rather than “temperature
ramp per second”

We have updated our text in L379 and table 4 to say “temperature change” rather than “temperature
ramp”

L377: “to compare the heating type of both the LEDs and UV-A fluorescent lighting...”. It is unclear to me
if both types of light sources were measured at the ATMOX chamber, or if the fluorescence lighting was
used together with a pillow bag setup, as done above (e.g., your Table 3 and Fig. 4). Please clarify in the
text.

Our text now reads “ The temperature measured by the temperature sensor connected to the PFA bag to
compare the heating rate of both the LEDs with the ATMOX chamber and UV-A fluorescent lighting with
the pillow bag (Table \ref{tab:temp_per_watts}).”

L380: “... unless all 2760 LEDs were turned on (Table 4).” Where do | see this value in your Table 47,
This corresponds to the “stratospheric conditions”, correct?

Indeed, the correct references are Table 3 and 4. Table 3 shows the total LEDs that would correspond to
stratospheric conditions, and Table 4 gives information on the temperature ramp
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Sect. 3.4.1: The discussion of the temperature increase inside the ATMOX chamber, seems to be based
on the measurement of a single T-sensor connected to the side of the PFA bag (L378). What about
temperature mixing/homogeneity inside the chamber volume? Is this single point measurement
representative? Please add discussion thereof.

The temperature reported in Sect. 3.4.1 was measured using a single thermocouple attached to the side
of the PFA bag. We now clarify in the manuscript that this sensor provides an approximation of the
interior temperature. We discuss physical considerations to support the representativeness of this
measurement. First, PFA has a very low thermal mass and therefore equilibrates rapidly with the interior
air, preventing localized heat storage. Additionally, thermal mixing inside the chamber is driven by both
buoyancy-driven convection, and the multiple fans positioned beneath the chamber that blow air into the
chamber frame. While we suggest these factors mean the single temperature measurement is a
reasonable approximation of the chamber interior, we agree that small gradients may still occur. We have
added text in Sect. 3.4.1 acknowledging this limitation and noting that multi-point temperature
characterization would further improve assessment of temperature homogeneity.

"Table 4:

- Units are missing for AT.

We included °C for delta temperature

- Caption: change “total temperature change” to “absolute temperature change™
We updated the text

L387: change to: “ for kinetic experiments (e.g., Wang ...).”
We updated the text

L388: “The greater the amount of surface available...” Is this not an effect of the surface-to-volume ratio
of laboratory chambers? Please specify your discussion.

L389: delete “and diffuse through the chamber walls” or provide further explanation.

L389: “This size...” on L389 should probably be changed to: “Small chamber volume, and associated
larger surface-to-volume ratios, could limit smaller chambers, as some ...”

All three suggestions have been taken into account and the sentence has been rewritten as “The greater
the surface-to-volume ratio, the more likely the compound in the chamber is to be lost to the wall.”

Sect. 3.4.2. This section is focused around one value, the wall loss of NO2. However is unclear to me if
the wall loss of gas species and aerosol particles directly comparable? About half of this section
describes pillow bag experiments that are part of other publications of the group. | encourage the authors
to provide some more details and discussion of the wall loss characterization of the ATMOX chamber, or
move this section to the Sl along with Fig. S13a

The reviewer is correct in identifying that wall loss rates depend on gas vs particle species. Since we
focus on actinometry here, we report NO2 wall losses in the context of the JNO2 values that we report.
We have moved the figure to the SI and have reworked this section to be clearer.

Sect. 3.4.3 only extends over 4 rows. | encourage the authors to merge the content of Sect. 3.4.3 into
Sect. 2.1.3, stating that the chamber can be effectively cleaned either by a purge flow or by washing. This
would further help to focus the “Results” section of this paper more on the lighting system of the chamber
and characterization thereof, which is the central aspect of the work presented.

This point has been addressed by merging our results and discussion sections.

L400: Units of MilliQ water resistance are wrong
Corrected to M Q cm
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L407: Write units as “yW cm-2"~
Updated units from pW/cm2 to yW cm-2

L407: “all LEDs”. Does this model really take into account ALL LEDs, including the grow lights? Looking
at your Fig. 3 and Fig. 8a, it appears to me that for the model presented here only captures LEDs
mounted along the side walls of ATMOX, i.e., LEDs with A < 385 nm. Please clarify. If the grow LEDs
were to be included, | would expect the irradiation distribution shown in Fig. 8b to not be perfectly center-

symmetric. Note that this also affects the legend and description of Fig. 9.

Yes, the reviewer is correct that the grow lights are not included. We've updated the figure caption and
the text (thank you!).

L414: Which “four corners”? If | count the corner of your cubic chamber, there should be 8.
The cubic chamber does have 8 corners when cut. We have updated the text to say “four vertical edges”,
as we measured the irradiance through the edges.

L413: Looking at your Fig. 8c, what x,y,z position in the chamber (your Fig. 8a) does this correspond to?
The middle of the chamber. We've added this information to the caption.

Fig. 9: | am not clear what the purpose of the red, dashed line is? It is not discussed in the text, which is
focussed on a comparison of the measured vs. modelled irradiance of the ATMOX chamber.

The red dashed line represents the modelled NCAR-TUV clear-sky solar spectrum for the summer
solstice in Vancouver, and was included in the figure as a reference for comparison with the measured
and modelled LED spectral irradiance. Though not explicitly discussed in the text, we included this
information in the figure caption.

Sect. 3.5.2: Based on the section title, | would have expeced some senstivity studies on how different
numbers and placements of LEDs affect the irradiance in the ATMOX chamber, or an example that
applies this model to having more/less LEDs, LEDs of different wavelengths, or chamber of different type
(volume). Having this model will certainly be very beneficial for the community. However, | feel that the
discussion thereof in its current form remains somewhat superficial. Thus, | would encourage to merge
the relevant aspects of this very short Sect. 3.5.2 with Sect. 3.5.1, or alternatively provide some more in-
depth discussion of your model.

We thank the reviewer for their feedback and agree that both 3.5.2 and 3.5.1 tell a comprehensive story
when merged. Hence, we have merged these two sections together so the section title remains relevant.

L424: Rephrase to: “... offer great potential for improved simulation of photochemical processes relevant
for Earth’s atmosphere.”
We updated the text

Section 4:This conclusion and outlook section remains rather vague. Upon revising their manuscript, |
would encourage the authors to rework this section a bit. E.g., you could include the potential use of your
irradiaation model presented in Sect. 3.5 and expand on your plans to use it to simulate different
tropospheric environments (“locations”) in your chamber, or further plans to add LEDs of other
wavelengths, if applicable. In addition, the authors could maybe provide some thoughts on how the LEDs
can be used to study wavelength-dependent photochemical reactions, something that | regard as very
powerful and a unique feature of your setup.
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We thank the reviewer for these suggestions and have updated this section appropriately.
It now reads:
“The ATMOX chamber at the University of British Columbia is a modular 8 m* PFA environmental
chamber equipped with independently controllable LED lights spanning the near-UV (275 nm) to visible
range. Actinometry experiments demonstrated that the chamber can reproducibly achieve photolysis
rates representative of indoor, tropospheric, and stratospheric conditions, while avoiding large increases
in chamber temperature. The irradiance model for the LED array (Sect. 3.5) links LED positioning,
angular emission, and measured spectral output to spatially resolved irradiance fields within the chamber.
This model provides a quantitative framework for designing and interpreting experiments as a function of
actinic flux and photolysis frequencies. In future applications, this model can be used to configure LED
combinations as needed by selectively tuning wavelengths and total irradiance.

The use of narrowband and independently controlled LEDs further enables wavelength-specific
photochemical experiments. This capability can be used for probing wavelength-dependent
photochemical initiation, such as radical production and secondary aerosol formation. This setup
represents an advantage over conventional broadband fluorescent or xenon light sources. As LED
technology continues to advance, the modular lighting design of ATMOX will allow the integration of
additional wavelengths, further expanding the range of photochemical environments that can be
simulated. Overall, ATMOX provides a modular platform for atmospheric chemistry experiments that
bridges laboratory control with atmospherically relevant irradiation conditions, supporting both
mechanistic studies and model-relevant parameterization development.”

References:
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The Zong et al. reference was included in our manuscript, and we have now added the Kristensen et al.
reference to our Table 1 of chamber intercomparisons.
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