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Abstract.

This study presents an Arctic-wide assessment of the Surface Water and Ocean Topography (SWOT) mission’s swath ob-

servations of sea surface height. SWOT provides measurements in two-dimensional swaths and enables pixel-based height

information with a resolution of 250 metres up to a latitudinal limit of 78°N. Although SWOT doesn’t cover the central Arctic,

it provides insights into SSH at an unprecedented spatial and temporal resolution. The quality of these innovative observa-5

tions in such a challenging environment is evaluated through comparison with data from ICESat-2. Approximately one year

of sea level anomalysurface elevation data, collected between March 2023 and April 2024, is used at around 550 regionally dis-

tributed crossover locations, with measurements taken within 30 minutes. Sentinel-1 SAR imagery supports the comparisons

if available. Visual comparisons of SWOT and ICESat-2 with Sentinel-1 grey-scale valuesbackscatter (i.e. σ0), converted to 8-bit

grey-scale values, reveal clear coherence. However, small-scale surface features aren’t captured by SWOT as equally as by10

ICESat-2. The data shows absolute water level differences of about 5 cm, despite prior harmonisation of references and cor-

rections. Differences of up to 50 cm can occur when comparing left- and right-hand SWOT swaths, mainly during winter and

in areas with long sea ice coverage. This may be due to issues with the height correction from the crossover calibration. Quan-

titative point-by-point comparisons show mean standard deviations of about 8 cm for all surface types and 6 cm if restricted to

ICESat-2-detected leads. Higher deviations are found during the early melting period between May and June, in the Canadian15

Archipelago and the Greenland Sea.

1 Introduction

The Surface Water and Ocean Topography (SWOT) mission was launched in December 2022. SWOT, an innovative altimeter

mission operated by NASA and CNES, supported by the Canadian Space Agency and the UK Space Agency, has the primary

objective of monitoring terrestrial water heights and the ocean surface with high spatial resolution. The unique novelty of20

SWOT is the use of a Ka-band SAR radar interferometer (KaRIn) with near-nadir incidence angles between 0.6 and 3.9

degrees. KaRIn does not sample the sea surface in nadir, but provides sea surface elevations within a 60 km left and right swath

(Morrow et al., 2019). It is the first altimetry mission, which provides 2D samples of the ocean topography. Moreover, SWOT’s

promising observations have motivated future missions, such as the upcoming Copernicus mission Sentinel-3 Next Generation
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Topography (S3NG-T). This mission, planned for launch after 2030, will adopt the swath altimetry concept and bring it to an25

operational level. It will consist of two satellites, each carrying an across-track interferometer and a nadir-looking synthetic

aperture radar (SAR) altimeter. The results of this study will help to prepare for this future mission.

TheSWOT’s orbital configuration makes it possible to cover large parts of the Arctic (up to 77.6°N) and the entire Southern

Ocean. Even though SWOT was not primarily designed as an ice mission, it opens up new possibilities for investigating the

polar oceans with regard to sea ice drift, open water detection, sea level and freeboard determination. The mission provides30

data with different spatial resolutions, ranging from tens of meters at the High-Rate (HR) up to approximately 500 meters (i.e.,

250 meter pixel posting rate) in the Low-Rate (LR) mode and allows for the detection of ice floes and leads (i.e., elongated

water openings within the sea ice) of different size.

Before using the SWOT data for scientific analyses, it should be validated in order to retrieve information on precision and

possible systematic errors. This is particularly important because of SWOT’s completely new measurement principle. Since35

in-situ data in the Arctic is rare and not available over wide areas, one way of assessing the SWOT data quality is to compare it

with data from other satellite missions, for example, with sea surface height (SSH) measurements from ICESat-2 laser altimetry.

ICESat-2, NASA’s Ice, Cloud, and Land Elevation Satellite (Neumann et al., 2019) launched in 2018, carries a photon-

counting laser altimeter and is characterized by a dense observation sampling and the ability to monitor very precisely fine-

scale surface changes in polar regions. ICESat-2 is primarily designed to track environmental changes in the cryosphere (e.g., ice-covered oceans,40

glaciers, ice sheets). Dependent on the cloud coverage, ICESat-2 samples the ocean topography in a particular dense observation pattern due to a laser beam

split into 6 individual beams, a small footprint size of 13 meters, a high measurement frequency of 10 kHz (i.e. 70 cm observation point distance) and a 91-days

orbit repeat cycle (Neumann et al., 2019). Besides, ICESat-2 aims at the monitoring of ice sheet melting,ICESat-2 aims to monitor ice sheet

melting, detect ridges and provide information about surface roughness. which is the major mission objective, Moreover, ICESat-2

provides the opportunity to observe small-scale features of the sea ice surface, for example small leads or water openings45

within the sea ice cover to support sea ice freeboard or thickness computations (e.g., Farrell et al., 2020; Kacimi and Kwok,

2022; Petty et al., 2023; Ricker et al., 2023)

In general, there is very little published work using SWOT in the polar regions. Armitage and Kwok (2021) used simulated

SWOT data as well as precipitation measurements and Ka-band nadir altimetry to analyse SWOT-like backscatter histograms

during sea ice conditions. Most recently Kacimi et al. (2025) published an initial comparison of SWOT swath-altimetry with50

two selected overlapping ICESat-2 tracks within the Weddell and the Beaufort seas in terms of backscatter, SSH, and freeboard

heights.

Our study extends the work of Kacimi et al. (2025) and presents an Arctic-wide comparison of SWOT KaRIn data with ICESat-2 laser altimetry

over a longer time period, including also the science orbit phase presents an assessment of SWOT-KaRIn surface heights in the Arctic

sea-ice regions. Due to a lack of sufficient in-situ data, a comparison with ICESat-2 laser altimetry is performed. Besides an55

Arctic-wide assessment, we cover a long period of time, including different seasons and both SWOT orbit phases. With this,

we extend the work of Kacimi et al. (2025). SWOT wide-swath altimetry is systematically evaluated in the sea ice environment and compare

with ICESat-2-derived along-track sea level anomalies (SLA) covering the entire Arctic. The comparison is based on 550 suitable crossovers

between both missions with short acquisition time differences of maximum 30 minutes to minimize the impact of sea ice drift

2



and re-freezing of leads due to rapid and abrupt temperature changes. Where possible, radar images from ESA’s Corpernicus60

Sentinel-1A (S1) mission are additionally used as background data with pixel resolutions of 25 m or 40 m. For this purpose,

dual-polarized SAR images are processed by using the SNAP (ESA Sentinel Application Platform v9.0.0 http://step.esa.int)

toolbox as described in Müller et al. (2023) to generate HH-polarized 8-bit grey-scaled backscatter (i.e. σ0) SAR images.

After a discussion of the advantages and challenges of the current SWOT data product based on selected crossover examples,

we quantify the accuracy of the height measurements on the basis of all differences at the intersection points. Using statistical65

methods on the basis of 550 crossover spots from March 2023 until April 2024, we analyse systematic errors as well as the

precision of the SWOT measurements.

2 Data

2.1 SWOT

Two different observation modes are available for SWOT in the Arctic Ocean. The low rate (LR) mode is mainly limited70

to ocean areas and is the predominant observation mode. The high rate (HR) mode is available in coastal and inland areas,

but also seasonally between December and February in an area of about 220.000 km2 in the Beaufort Sea. Both observation

modes provide pixel-based and gridded height information, but are made available as different products. In this study, sea

surface heightsurface elevation information is obtained from the Level-2 (L2) LR Unsmoothed KaRIn data set for the cal/val

(1-day repeat) and science (21-days repeat) phase with an effective spatial resolution of approximately 500 m (JPL D-5640775

Revision B, 2023). By default the L2 LR Unsmoothed data is provided on a spatial grid of 250 meters resolution and is made

available through the NASA Physical Oceanography Distributed Active Archive Center (PO.DAAC; SWOT (2024)). In terms

of available data releases, Version C of the latest reprocessed PO.DAAC data (i.e., "PGC") is used. For nearly half of the

science phase, files of the forward precessing (i.e., "PIC") are used since no reprocessed product was yet available.

SSHSurface elevation observations are taken from ssh_karin_2 for left and right swath observations. These heights are al-80

ready corrected by model-based delays for the dry and wet troposphere and the ionosphere, as well as for the sea state bias.

Missing corrections for tides, i.e. solid Earth tides (SET), pole tides (PET) and ocean tides (OT), and the Dynamic Atmosphere

Correction (DAC) are obtained from the SWOT L2 Expert product (JPL D-56407 Revision B, 2023). The same applies to the

so-called L2 calibration correction (COR; i.e. height_cor_xover) required to reduce systematic height errors in the sea levelele-

vation measurements of KaRIn. It is computed by performing a crossover analysis of ascending and descending SWOT tracks85

(Dibarboure et al., 2022). In summary, the SSHsurface height (SH) from SWOT is computed as followed:

SH = ssh_karin_2 � (SET +PET +OT +DAC) +CAL (1)

[We have reduced sea surface height to surface height or elevation, as this does not only refer to sea surface heights, but also includes ice surface heights in

the surface height observations used.]
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Figure 1. Overview of the L2 Expert quality flag of the height correction from the crossover calibration (height_cor_xover_qual) for January

2024 projected to the nadir altimeter position.

Since the corrections from L2 Expert files are sampled on a 2 km grid, they are bi-linearly interpolated to the Unsmoothed90

grid nodes and applied to ssh_karin_2. For more details on the applied corrections, we refer to the dataset documentation

of L2 LR SSH Unsmoothed and Expert in JPL D-56407 Revision B (2023). In order to derive SLAanomalies of the surface

elevation observed with respect to a reference surface, the DTU21MSS (Andersen et al., 2023) mean sea surface, available

in a 1 min degree resolution, is interpolated and subtracted from the corrected SSHSH. In the computation, SSH data flags are taken

into account to exclude data known to be of bad (i.e. invalid) quality.The computation takes into account flags, included in the SWOT data,95

in order to exclude observations that are of poor (i.e. invalid) quality. ssh_karin_2 data labelled as bad_not_usable and bad

values of height_cor_xover flagged in height_cor_xover_qual are rejected. However, data is used that is flagged as suspect (i.e

off-nominal value, but might be useful), as this flag applies to almost the entire sea-ice region (see Fig. 1).

To enable a point-wise comparison with ICESat-2, the SLA pixelssurface elevations from SWOT are bi-linearly interpolated to

the individual ICESat-2 laser beam crossing positions for the left and the right swath, respectively. Data are removed as outliers100

based on an along-beam moving standard deviation with an outlier criterion based on an interquartile range of 1.5 times above

the 75% percentile and below the 25% percentile on the interpolated SWOT observations. Moreover, to minimise the effect of

incorrectly increased height values at the swath edges, data within a 5 km distance to the outer and inner edges of the SWOT

swaths are removed from the statistical comparisons (see Sec . 3).
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2.2 ICESat-2105

ICESat-2 samplesthe oceantopography in a particular denseobservation pattern dueto a laserbeamsplit into 6 individual

beams,a small footprint sizeof 1311 meters (Magruder et al., 2020),a high measurementfrequencyof 10 kHz (i.e. 70 cm

observation pointdistance)anda91-daysorbit repeatcycle (Neumann et al., 2019).

ICESat-2 latestSLAsurfaceelevation segments from ATL07 Release 006 (Kwok et al., 2023b) are used for this study. The

ATL07 product covers the polar, ice-covered oceans of the Earth. It stores along-tracksealevelsurface heightsandanomalies of110

leads and sea ice for all areas with sea ice concentrations of more than 15% (Kwok et al., 2023b) for all 6 ground tracks (gt).

Depending on the number of re�ected photons,which is in�u encedby thesurfacere�ec tivity andcloudconditions, the spatial

sample point resolution or height segment distance is variable. It ranges typically from 15 m to 30 m (Ricker et al., 2023) with

a maximum of 150 m. For the comparison with SWOT KaRIn observations, ICESat-2 elevations are utilised with and without

the application of sea-ice/lead �agging in order to facilitate a comparative assessment of ATL07 heights for both surface115

types. Only ICESat-2 observations from the 3 strong beams are used for statistical and quantitative analyses, because minimal

elevation differences and resulting slopes between strong and weak beams are closer together than the spatial resolution of

SWOT.Testshaveshownthatnosignificantdifferencesexist betweenthetwo laserbeamtypes.

Before comparingSLAsurface heights from ICESat-2 with KaRIn swath observations, the stored ICESat-2 elevations in

height_segment_heightmust undergo some pre-processing steps to allow for consistent comparisons. Therefore, the mean120

sea surface used speci�cally for ICESat-2 (MSS13; Kwok et al., 2020) is replaced by DTU21MSS (Andersen et al., 2023),

and the applied dynamic inverted barometer correction (DynIB) is substituted by DAC. Furthermore, the providedseasurface

elevations are converted into a mean-tide reference by adding a geoid free-to-mean conversion factor (MT_factor). As a result,

the ICESat-2SSHsurfaceheights are calculated as follows:

SH = height_segment_height + MSS13 + DynIB � DAC + MT _factor (2)125

[We have reduced sea surface height to surface height or elevation, as this does not only refer to sea surface heights, but also includes ice surface heights

in the surface height observations used.]

With the exception of the introduced DTU21MSS, all corrections and conversions are included in ATL07 (Kwok et al.,

2023b). See the Algorithm Theoretical Basis Document for Sea Ice Products in Appendix J (Kwok et al., 2023a) for more

information on the replaced corrections.130

The along-track ICESat-2SLAsurfaceelevations are �ltered by applying a standard Grubbs outlier �agging per laser beam

(Grubbs, 1950). Afterwards, they are smoothed by a moving rectangle �lter considering the effective SWOT Unsmoothed pixel

resolution of 500 meters (JPL D-56407 Revision B, 2023).

2.3 Overlaps

The comparison between SWOT and ICESat-2 is performed in the Arctic Ocean between 66°N and 78°N. Crossovers between135

both missions are de�ned when the acquisition time differs less than 30 minutes. This time interval provides a good compromise
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between data availability and minimization of in�uences on the observation scenario due to sea ice drift and rapid temperature

changes (Müller et al., 2023). To search for these crossover locations, the nominal nadir altimeter ground tracks of the cal/val

and science orbit of SWOT are intersected with the nominal middle ground track (i.e. gt2) of ICESat-2 over the period between

30 March and 10 July 2023 as well as 26 July 2023 and 30 April 2024. This leads to a theoretical availability of around 288140

comparison spots (all laser beams combined) during cal/val and 640 during the science phase, marked with a cross in Figure 2.

While most crossover locations are found in the Arctic peripheral seas, almost no comparisons are available in the eastern

Greenland Sea and the Barents Sea due to a lack of sea ice coverage (< 15%sea ice concentration). Moreover, there are fewer

to no usable over�ights in the months of August to November due to data gaps during the transition from the SWOT cal/val

phase to the scienti�c phase. In March 2024, there are no overlaps within 30 minutes due to the orbit con�guration of ICESat-2145

and SWOT. Further, the number of crossovers used is reduced by applying a minimum comparison observation number of 500

per swath (left/right) and performing the outlier rejection on the SWOT and ICESat-2SLAsurfaceelevations as described in

Sections 2.1 and 2.2 for minimizing the in�uence of outliers on the statistical analyses (see red dots Fig. 2). After performing

the outlier rejection, observation points at 550 crossover locations remain for use in a visual and statistical comparison. The

area of a crossover spot (and thus the length of the ICESat-2 ground track used for comparison) varies, since it depends on the150

geographical latitude and the angle at which the two satellite missions intersect.

3 Comparison and results

Prior to the quantitative assessment of the SWOT data, visual comparisons between the three sensors of SWOT, ICESat-2

and Sentinel-1 are carried out for selected examples. This is done in order to demonstrate the potential of SWOT to represent

small-scale surface types such as ice �oes or leads. The SWOTSLAsurfaceelevations are compared to ICESat-2SLAsurface155

heights as well as to the Sentinel-1 SAR image backscatter converted to grey-scale values.In seaice areas,the SAR image

backscatter is mainlycontrolledby thesurfaceroughness,butalsoby heightandseaice topographicvariations. Leads or open

water patches usually tend to appear very dark in SAR images (low backscatter) due to mirror-like scattering characteristics.

In contrast,rough sea icesurfacesor topographicfeatureslike ridgesor hummocksfor example result inbrighter grey-scale

valuesstrongerbackscatter due to a more diffuse backscattering(higherbackscatter) (e.g. von Albedyll et al. (2024), Murashkin160

et al. (2018), Dierking (2013)). This three-sensor comparison offers the possibility to uncover differences and similarities with

regard to different surface types in addition to the direct comparison of along-track elevations.

In general,seaice regionsanddetachedice �oes showup in theSWOTswathdatamostlyaselevationsin relation to thelower lying leadsandopenwater

patches,ascanbeseenin Figure 3.With theexception of theswathedges,theheightvariability observedby ICESat-2 andSWOTshowsgoodagreement,in

particular in thethreenarrow lead-like structures,indicatedby significantnegative valuesin theICESat-2 lasertracks.De� cienciesof theSWOTdatabecome165

visible towardsto theouteredgesof theswath.Theheightswithin about5 km from theedges(bothfar-rangeandnear-range)arevery noisyandnot reliable.

Theseareasarethusexcludedfrom thequantitative analysis(see Section 2.1).

Figure 3showsan example of a SWOT- ICESat-2 crossoverin the northern Kara SeanearNovayaZemlyaIsland. Sea

ice surfacesanddetachedice �oes showup in theSWOTswathdatamostlyaselevations in relation to the lower lying leads
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Figure 2. SWOT ground tracks in the Arctic (blue lines) for the SWOT cal/val phase (left) and the science phase (right). Theoretically usable

crossovers between SWOT and ICESat-2 ground tracks considering land-water mask �agging and suitable cloud conditions marked with

black crossesX, (#288 cal/val; #640 science) and effectively used crossover locations (red dots, #147 cal/val; #400 science) considering a

30-minutes time interval between both observations. Coloured rectangles show the areas of the compared examples (see following sections).

andopenwater patches.Towardsthe outeredgesof the swaths,especially in the last 5 km (both far-rangeandnear-range),170

increased,dominantnoiseanderroneoussurfaceheightsbecomevisible. Theseareasarethusexcludedfrom thequantitative

analysis (see Section 2.1).Additionally, artifact-like structuresare observednearthe island's coastline. Besidesthesede� -

ciencies,thesurfaceelevationsobservedby ICESat-2 andSWOTshowsimilar variabilities,particularly in the threenarrow,

lead-shapedstructures(highlightedarea).

Figure 4 and Figure 5 illustrate the inter-comparison between SWOT, ICESat-2 and Sentinel-1 in January 2024 in the175

Canadian Archipelago.In thiscontext,theSARimageis only usedasaqualitative indicator to support thecomparisonbetween

SWOTandICESat-2. While the �rst �gure shows the geographical map, the second one displays the interpolated along-track

heights. The Sentinel-1 grey-scaledbackscatter values show a strong coherence with SWOT and ICESat-2SLAsurfaceeleva-

tion variations. The comparison of the 3 strong laser beams and the Sentinel-1 grey-scaledbackscatter values clearly reveals

that the surface pro�le consisting of different sea ice surface types is captured quite well by SWOT. This applies in particular180

to distinct surface features, such as wide leads, that are characterised by low Sentinel-1 grey-scaledbackscatter values or larger

ice �oes featured by brighter grey-scaledbackscatter values (e.g. in Fig. 5 highlighted in orange), which are sampled similarly
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Figure 3. Example of SWOT swath (blue to red colorbar) and ICESat-2 (rainbow coloured)SLAsurfaceheight observations (left) and zoom

(location indicated by black box) on southern SWOT swath (right) on 2024-01-23 in the Kara Sea (see Fig. 2 pink rectangle) without

subtraction of absolute mean values and the treatment of outliers at the swath edge. Acquisition time differences: SWOT vs. ICESat-2,

13 min.

to ICESat-2 in terms of height. Even smaller features, such as a lead in the right swath (zoom Fig. 4 bottom left), can be

monitored very well by SWOT and ICESat-2. A closer look at an ice �oe with a diameter of about 3.5 km, which is cropped

in Figure 4 bottom right, shows that SWOT, similar to overlapping ICESat-2 beams, is able to detect small height differences185

within the ice �oe surface.

However, as can be seen from Figure 4, the height determination outside the ice �oe is dominated by noise, and clear

elevation signatures cannot be clearly recognized or assigned to ocean topography. Further inconsistencies between elevation

changes from SWOT and ICESat-2 are apparent in regions with smaller ice �oes close to the coasts or in the vicinity of small

islands.In someregions,seaice surfacesappearnot to be representedin the SWOT heightsor showno particular elevation structure comparedto other190

seaice surfaces.In someregions,certain seaice surfacesvisible in the radarimageareapparently not representedin theSWOT

elevations or do not havea particular elevation signature comparedto otherseaice areas. This is evident, for example, in

Figure 4 in the left swath, green star, and at the right SAR image edge, orange star, where an ice �oe shows nearly no height

difference relative to the surrounding water. This suggests that small-scale height variations are smoothed stronger by SWOT

compared to ICESat-2, as can be seen particularly clearly in Figure 5 (bottom/middle row marked in red).195

8




