Author response to Referee #1, anonymous

Manuscript: Mobility of dry granular debris flows over erodible beds: Experimental insights into the influence of flow-bed inertia

Dear Referee,

Thank you for taking the time to review our manuscript and for your constructive and thoughtful
feedback. We appreciate your positive assessment of the experimental design and the study’s scientific
value for the debris-flow and granular flow community. Our manuscript will certainly benefit from your
comments, and the suggested clarifications will help us to further improve both the scientific
interpretation and the clarity of the presentation.

In the following we provide the review comments listed as [C1] to [C12] (black italic font) and our
corresponding answers as [A1] to [A12] (blue normal font).

With kind regards,
The authors



Language

[C1] The Paper needs revision in writing style genuinely before publication. Reading the paper suffers
through e.g.
- Long, heavily subordinated sentences.
- Noun-heavy constructions such “the mechanical complexity of flow—bed interactions”
- Paragraph structure. The paragraphs tend to be very long and try to cover multiple subtopics
It will be very understanding if the writers use more focused paragraphs with a clearer topic
sentence.

As an example, the sentence:

“Besides, variations in bed clay content appear to influence the contraction—dilation behavior of the bed,
with an optimum clay content at which undrained loading conditions and liquefaction of the upper bed
layer produce maximum erosion (Roelofs et al., 2023).”

It tries to deliver four separate subjects and ideas in one sentence:
1. Clay content variations influence bed behavior
2. There is an optimum clay content
3. At that optimum, undrained loading and liquefaction occur together
4. This combination produces maximum erosion

In plain and easily readable text, this would typically be split into at least two sentences, something like
(if | understood it correctly!):

"Variations in bed clay content influence the contraction—dilation behavior of the bed. At an optimum
clay content, undrained loading conditions trigger liquefaction of the upper bed layer, resulting in
maximum erosion (Roelofs et al., 2023)."

[A1] Thank you for this helpful comment. We will carefully revise the manuscript to improve readability
by simplifying sentence structure, phrasing, and improving paragraph organization where appropriate.

The terminology problem

[C2] Takahashi's framework, which is the standard reference in debris flow science, clearly distinguishes
between debris flows (which requires a fluid phase, typically water, to mobilize and transport sediment)
and dry granular flows, which are essentially a different phenomenon governed by different mechanics.
Dry granular flows and debris flows behave fundamentally differently in terms of erosion mechanics,
momentum transfer, and mobility. The authors acknowledge it very briefly in introduction, stating that
when they use the term "debris flow" it specifically denotes dry granular single-phase flows.

The entire theoretical framework of experiments is based on the work of Pudasaini & Krautblatter (2021),
which was developed for landslide mobility broadly, but the applicability to dry granular flows specifically
versus water-bearing debris flows needs much more careful justification in the paper.

[A2] Thank you for this valid remark. We realize that our terminology remains potentially misleading
despite pointing at the dry nature of our experiments. To avoid misunderstandings, we will replace the
term “debris flow” by “dry granular flows” whenever we refer to our experiments in the revised
manuscript. This change is also consistent with the recommendation by Reviewer #2 (see [C9]).



We agree that this aspect requires further clarification and will discuss the applicability to dry granular
flows versus water-bearing debris flows in more detail in the revised manuscript. Even though the model
of Pudasaini and Krautblatter (2021) was developed for landslide mobility in a broader sense, it explicitly
includes the limiting case of a “pure dry granular flow” when no fluid phase is present and the solid
volume fraction approaches unity. Our first experiments were designed to investigate this simplified end-
member case, in which the mechanical response to erosion-induced changes in bed inertia can be
isolated from additional effects related to pore pressure, fluid viscosity, or phase interactions.

Comment of Mr. Hervé Vicari

[C3] It would be useful to address the points of Mr. Hervé Vicari in his discussion about the validity of
Pudasaini & Krautblatter (2021).

However, in geoscience and fluid mechanics, we use many simplified or partially incorrect theoretical
frameworks that still provide useful working approximations. The fact that Pudasaini & Krautblatter
(2021) has a mathematical flaw does not automatically invalidate your experimental study inspired by it.

Therefore, it is important to discuss the comment of Mr. Hervé Vicari in the paper. Especially in your
discussion you mention the point that the observation did not support the hypothesis proposed by
Pudasaini and Krautblatter (2021).

[A3] Thank you for the recommendation. We address these concerns in detail in our responses to the
corresponding comments of Reviewer #2 and will revise the manuscript accordingly.

Experimental method

[C4] In nature the density range is much narrower. Natural bed materials in the mountain torrents, where
debris flow occurs, typically range from about 1200-1500 kg/m? for highly porous or organic-rich soils (if
exist), through 1600-1800 kg/m? for typical alluvial sediments, up to about 2600-2900 kg/m? for dense
crystalline rocks like granite or basalt.

So my question is: If you use such extreme density contrasts, which is understandable from an
experimental strategy perspective, what about the relevance and transferability? If the inertial effect is
only clearly detectable at such large density contrasts, how does is its importance in natural debris
flows?

[A4] Thank you for this important question. We agree that the relevance of the observed effects for
natural systems deserves further discussion. While the aim of the experiments was not to reproduce
natural debris flows directly, but to compare relative differences between controlled laboratory scenarios
based on strong contrasts, we will further elaborate on the transferability of this approach in the revised
manuscript.

The observed similarity in mobility and runout of the inertially neutral and inertially strong scenarios
suggests that even exaggerated density contrasts alone were insufficient to produce measurable
differences under the tested conditions. Consequently, our results indicate that smaller density
contrasts, more typical of natural systems, are unlikely to exert a stronger influence on mobility and
runout and would likely result in similar behavior. We will incorporate this perspective into the revised
discussion.



However, we would like to highlight that, as noted in [A4] correctly, the large density differences result
from our experimental strategy. We intentionally imposed pronounced solid particle density contrasts to
generate clearly observable changes in flow mobility. The manuscript is part of a project funded by the
German Research Foundation (DFG) that aims to contribute to fundamental research and to provide
experimental data for the validation of theoretical models. From this perspective, the experiments are
not primarily intended as a direct reproduction of natural debris-flow conditions. Rather, they represent
controlled end-member test cases. Such test cases are commonly useful for model validation because
they produce distinct and interpretable responses while minimizing the superposition of additional
effects. In principle, a theoretical or numerical model that correctly captures the governing mechanics
should be able to reproduce the experimental results when supplied with the corresponding initial and
boundary conditions. Although this approach may appear less application-oriented at first glance, it
provides a robust basis for testing the fundamental assumptions of the inertia-based mobility concept.

[C5] The slope which is selected for experiment is about 75%. It is practically out of range for a torrent
with debris flow. We speak in such cases mostly about rock avalanches. Mountain torrents with debris
flow have normally a slope range of 25 to 45% (14° - 25°). Lanzoni et al., 2017 used this range of slope,
which is reasonable. It needs to justify why this extreme slope is representative for such study.

[A5] We thank for this comment and agree that the selected flume inclination is steeper than typical
channel gradients of torrent debris flows.

In the present study, the flume inclination was not varied systematically, and the experiments were not
designed to assess the influence of slope angle on debris-flow mobility. We fully acknowledge that
higher slopes generally promote higher mobility. The selected inclination resulted from the specific
experimental requirements for this dry granular setup. Because no water was present, the material had
to be mobilized solely by gravity and had to remain sufficiently mobile to interact with the erodible bed
and reach the runout area. Therefore, the inclination had to exceed the relevant basal and internal
friction angles of the dry materials. At lower inclinations, the dry granular flow would either not have
developed sufficiently or would have deposited before passing the erodible section and reaching the
runout area.

We further agree that this differs from natural torrent debris flows, where motion at lower channel
gradients is commonly enabled by substantial water contents, pore-pressure effects, and fluid-solid
interactions. For this reason, we have adjusted the terminology throughout the manuscript and now refer
more specifically to “dry granular flows”. With this clarification, the selected slope is better understood
as an experimental requirement for studying dry granular flow mobility on steep slopes, rather than as
a typical torrent-channel gradient.

The maximum inclination was also constrained by the internal stability of the erodible bed material and
by safety considerations associated with operating a relatively large experimental flume. Thus, the
selected slope represents a compromise between ensuring sufficient motion and erosion in a dry
granular system, while maintaining initially stable, safe, and reproducible experimental conditions.

[C6] Rough coated plywood: information about roughness is missing. It is important to have this
information.

[A6] Thank you for pointing this out. We will add the missing information.



Measurements

[C7] Flow-front velocity was calculated from the ratio of the traveled distance from the reservoir flap to
each sensor and the respective time of flow-front arrival. This is not the front velocity (instant front
velocity), it is the average velocity of the front from flap to the sensor. The (instant) front velocity can be
diverted from the average over the whole distance.

[A7] We apologize, this term was expressed in a misleading way - thank you for pointing this out. We
will revise the terminology to use “average front velocity from flap to sensor”.

Results
[C8] | would suggest that chapter 3 needs a brief introductory paragraph.
[A8] We adopt your suggestion, thanks, and include a few introductory lines.

[C9] My second suggestion: chapter 3.1.2 consists almost entirely of descriptive reporting of numbers
presented sequentially scenario by scenario without any interpretive thread connecting them. The
Discussion (chapter 4) does provide physical interpretation of these descriptions. However, the Results
and Discussion are so completely separated that the reader has to hold a large amount of raw numbers
in their head from Chapter 3 before getting any interpretive context in Chapter 4 or has to jump often
between these two chapters. Maybe you can reconstruct the chapter to replace pure numerical reporting
with an interpretive approach that guides the reader toward the key findings.

[A9] Thank you for this helpful suggestion. We understand the concern that Sect. 3.1.2, in its previous
form, was strongly descriptive and required the reader to retain many numerical details before the
physical interpretation was provided in the Discussion. We agree that the key findings should be guided
more clearly already within the Results section. At the same time, we would like to maintain a clear
separation between Results and Discussion, as a complete interpretive restructuring of Sect. 3.1.2
would substantially shift discussion points into the Results section and would also create considerable
overlap with Sect. 4. We therefore will revise Sect. 3.1.2 in a moderate way. Specifically, we will add
short guiding sentences that highlight the main contrasts between the scenarios, and introduce the most
important mechanical links already at the descriptive level. This will help the reader to recognize the key
pattern before the full physical interpretation is developed in the Discussion.

[C10] Regarding my last comment related to the front velocity, the increase of your front velocity is
interesting. Our observations show that the instant front velocity of debris flows (with water and fine part)
does not increase in a channel. This is physically reasonable, because of the equilibrium of forces.
Therefore, it is important to emphasis that the velocity measured in your experiment is the average
velocity for the distance segment.

[A10] Thank you for sharing your observations. We will revise the terminology to use “average front
velocity from flap to sensor”.

[C11] The missing introductory text for chapter 3.2 is repeated here again. Section 3.2.1 represents an
improvement in terms of scientific explanation of the results, which is worth acknowledging fairly. But

again here, as it is discussed above, the reader must jump always between chapter 4 and 3.

[A11] We adopt your suggestions, thanks.



Discussion

[C12] The Discussion would benefit substantially from the inclusion of comparative diagrams, e.g. using
non-dimensional parameters, to place the experimental findings in the context of existing literature. Even
a simple statistical summary of key parameters across repetitions would strengthen the quantitative
basis of the conclusions.

[A12] We thank the reviewer for this useful suggestion. We agree that additional comparative and
quantitative diagrams would strengthen the discussion and place our experiments more clearly in the
context of previous studies.

Regarding non-dimensional parameters, the options are somewhat limited for our dry granular flow
experiments, because many commonly used dimensionless numbers require properties of a fluid phase
that is absent in our setup. We will therefore focus on parameters that are meaningful for dry granular
flows, in particular the Savage number, and compare them with values reported in the literature where
available.

In addition, we will strengthen the statistical basis of the results by reporting the variation across
repetitions for key parameters listed in Table 2. This will make the variability around the selected
representative runs more transparent. We will also compare mobility-related parameters, such as L/W,
initial volume, and inundated area, with previous experimental data, extending the comparative
framework presented by Baselt et al. (2022). Due to the already long manuscript, we might shift some
of these diagrams to the Supplement.






Author response to Referee #2, Dr. Hervé Vicari

Manuscript: Mobility of dry granular debris flows over erodible beds: Experimental insights into the influence of flow-bed inertia

Erosion is an important process in both dry and water-rich landslides, as it can strongly affect volume
and momentum growth. Although several erosion experiments have been carried out in the past, the
present study provides a new dataset for dry granular flows by varying the composition of the erodible
bed. To the best of my knowledge, dry granular flow experiments involving three contrasting bed material
compositions have not previously been reported in this way. This is therefore welcome. The
experimental dataset itself is interesting and potentially valuable. In particular, the analysis of deposit
morphology is insightful, and the dataset may also prove useful as a benchmark for advanced numerical
models.

However, the present framing and mechanistic interpretation of the experiments are incorrect, as |
already explained in my community comment CC2 and as discussed in Issler et al. (2024). In Section 1
below, | briefly restate why the current interpretation cannot be maintained and indicate how it could be
amended. In Section 2, | discuss the major changes that are required to reframe the manuscript. In
Section 3, | provide more specific and line-by-line comments. Given the extent of the necessary
reframing, | recommend major revisions and a further round of review before the manuscript can be
reconsidered. My condition for further consideration is that the authors fully remove their reliance on the
fundamentally incorrect model of Pudasaini and Krautblatter (2021) and instead frame and interpret the
experiments using a mechanically sound framework.

Dear Dr. Vicari,

Thank you for taking the time to review our manuscript and for providing such a detailed, thorough, and
constructive assessment. We greatly appreciate the considerable effort you invested in evaluating the
manuscript and in formulating suggestions for its improvement.

We are pleased that you consider the experimental dataset, the methods, and the results valuable, and
that you see potential for the experiments to serve as benchmark cases for future numerical modelling.
We also appreciate that, despite your substantial concerns regarding the current theoretical framing,
you recognize the scientific value of the experimental work and would generally support its publication.
We have carefully considered your comments and will revise the manuscript substantially. We believe
that the review comments will help us to improve the manuscript considerably, and we hope that the
revised version will address the main concerns raised during the review process.

In the following we provide the review comments listed as [C1] to [C51] (black italic font) and our
corresponding answers as [A1] to [A51] (blue normal font).

With kind regards,
The authors



Why the current interpretation is not valid

[C1] | agree, in general, with the remark by Reviewer 1 that in geosciences one often uses simplified,
approximate, or partly empirical frameworks that can still be useful in practice. For example, in depth-
averaged landslide modelling, empirical entrainment laws have been proposed (e.g., Eglit and Demidov,
2005; McDougall and Hungr, 2005) that relate entrainment rate to flow variables such as depth, velocity
or momentum through (non-physical) calibrated coefficients. Although such laws are not derived from
first principles, their use is legitimate because they are explicitly empirical, and because they avoid the
need to characterize bed material properties in the field, which may be a reasonable parsimonious
strategy for large-scale hazard mapping. It is therefore meaningful to test against experiments whether
they can reproduce observed erosion and mobility (see however also the opinion in Ilverson and Ouyang,
2015). The situation is fundamentally different for Pudasaini and Krautblatter (2021). That model is not
approximate or empirical, but the result of an incorrect mathematical derivation (Issler et al., 2024). The
conclusions that follow from that derivation are therefore also incorrect. For this reason, the current
attempt to frame the experiments as supporting or testing the legitimacy of the PK interpretation is not
acceptable. Although the errors are already explained in Issler et al. (2024) and in my CC2, it is useful
to restate the point here using a very simple mass-block model, analogous to the examples discussed
by Iverson et al. (2011) and Iverson (2012), which | will extend to consider different flow and bed bulk
densities and a possible finite initial bed velocity up.

Consider a moving slide block of initial mass (per unit basal area) pmhm, where hp, is the initial landslide
thickness and pm is the landslide bulk density, travelling downslope with initial velocity um. This block
overrides and entrains a basal layer of mass ppAzp, where py is the bed bulk density and Az, is the (pre-
defined) entrained depth. The momentum change of the combined system (moving block plus newly
entrained bed material) is then

(pmhm + pbAZb)(um + Aum) - (pmhmum + pbAzbub) ’ (1)

where Aun is the change in the whole landslide speed. Dividing by the time interval At over which these
processes occur, and equating the result to the sum of the forces acting on the entire system, yields the
momentum balance

O + PoAZY) 52+ pp (s — k) T2 = P + PpAZ,) gSIN O — T, (2)
where k = 1 (Issler et al., 2024; Iverson, 2012), and 1 is the shear stress acting at the base of the slide
plus the newly entrained bed material (see derivation in Iverson, 2012, Issler, 2014). This form is well
established and has been rigorously derived and discussed in the literature (Hungr, 1990; Erlichson,
1991; Fraccarollo and Capart, 2002; Iverson et al., 2011; Iverson, 2012, 2013; Iverson and Ouyang,
2015; Issler et al., 2024). By contrast, Pudasaini and Krautblatter (2021) incorrectly derive k = 2 (see
Issler et al., 2024, for an explanation of the origin of this error), thereby violating momentum and energy
conservation. They then propagate this error into further equations and conclusions concerning the
influence of flow—bed density contrast on mobility. These conclusions on flow—bed density contrasts

therefore cannot be used as a valid framework for the interpretation proposed by Wetterauer et al.

At the level of the simple block model, Eq. (2) already allows one to discuss the influence of bed density
on both landslide mobility and mass growth. The net driving force (right-hand side of Eq. 2), must be
allocated between accelerating the landslide system and entraining the bed material (i.e., accelerating
it from up to um). Because Az is prescribed in this example, that partitioning depends explicitly on py, as
seen on the left-hand side of the equation. That said, this simple rigid mass-block analysis assumes that
the entrained bed block fails along a pre-defined interface located at depth Az, which may be the case
for a competent rock layer sliding on a discontinuity, or of a granular material failing along a pre-defined
weak layer. For a continuous granular material, however, the situation is more subtle. As At — 0, depth-
averaged models contract the entrainment layer to an infinitesimal layer dz,, whose thickness is no
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longer prescribed in advance but is instead regulated by the available driving force. In that limit, the
Shear stress jump across the bed interface determines the mass of bed material that can be accelerated
from up to um in a unit time:

0,Tm—
prEp = mm;(miub ), (3)
In the limit At — 0, Eq. (2) then becomes’
dum ,
pmhm% + pb(um - ub)Eb = pmhmgSln 6 — Tp - (4)

A small p» will imply a large entrainment rate E;, (cf. Eq. 3), but this does not change how the net driving
force is partitioned between entrainment and acceleration, nor does it alter the momentum of the whole
landslide (cf. Eq. 4). Nonetheless, a larger entrainment rate E,, leads to higher flow depths and larger
flowing volumes, which may in turn generate a stronger downslope thrust through large longitudinal
pressure gradients at the flow front (—ghmax(pmhmcos 6 )), omitted in the simplified block-model
example of Eq. 4).

At the same time, Egs. (2) and (4) also show that the shear strength within the erodible bed, 1, plays a
primary role in determining the net driving force. If one assumes that the resisting stress follows a Mohr—
Coulomb failure criterion, then in the dry case

T = (Pmhm +0pAzp)g cos 0 tan ¢y, , (5)

where @y is the internal friction angle of the erodible bed. Weak beds with low ¢, can therefore strongly
increase the net driving force in Eqs. (2) and (4), thereby promoting erosion and mobility. This is
precisely what Wetterauer et al. observe when comparing the low-friction Glass beds with the higher-
friction Quartz and Magnetite beds. By contrast, Pudasaini and Krautblatter (2021) incorrectly posit that
the basal shear stress of the flow, 1, (dependent on the flow friction angle ¢m), applies instead of Tp.
That assumption does not permit a correct explanation of the mobility pattern observed in the
experiments (see also my CC2).

In real landslides, and also in flume experiments, the influence of bed density on mobility may
nevertheless be more complex than the simple interpretation of Eqs. (2) and (4). For example,
entrainment of lighter particles may induce density segregation, so that sediments originating from the
erodible bed are transported away from the flow base, and subsequent mobility may then be controlled
more strongly by the frictional properties of the original flowing material. Likewise, entrainment of
patrticles finer than the flow material may promote basal sorting and enhance mobility through rolling
effects (Makris et al., 2024). This is to say that qualitative interpretation of such experiments against
simplified depth-averaged theories is not straightforward.

"It is interesting to note that, in the Eulerian form of the depth-averaged momentum conservation equation, p, does not appear
explicitly (Iverson and Ouyang, 2015), because the inertial effects of entrainment are already accounted for implicitly on the left-
hand side of the equation. If dilatancy effects are neglected, the (depth-integrated) flow density may change when an erodible bed
with a different bulk density is entrained and the newly entrained material does not adapt its density to that of the flow. In that
situation, determining the evolving (depth-integrated) flow density requires conservation of both mass and volume (see Egs. 3
and 4 in Vicari and Issler, 2025). Combining these relations with the Eulerian momentum balance (Eq. 6 in Vicari and Issler, 2025)
precisely yields Eq. (4). By contrast, if granular dilatancy occurs during entrainment, a granular bed with a porosity different from
that of the flow may adapt its density during the entrainment process, which will also affect the momentum balances (lverson and
Ouyang, 2015).

[A1] Thank you for this detailed explanation. We acknowledge that the current manuscript
overemphasizes the interpretation of the experiments in the specific framework of Pudasaini and
Krautblatter (2021; hereafter called P&K). We agree that this framing needs to be revised substantially.



In the revised manuscript, we will remove statements that imply that our experiments validate, support,
or test the legitimacy of the P&K formulation. Instead, we will describe P&K as one contribution that
motivated the experimental design and will explicitly place it alongside alternative and critical
formulations, including Iverson (2012), Iverson and Ouyang (2015), and Issler et al. (2024). We will also
revise the terminology throughout the manuscript so that the experiments are primarily described in
terms of low-, equal-, and high-density erodible beds, rather than as direct tests of three theoretical
energy regimes.

At the same time, we do not consider it appropriate to remove all references to P&K. We acknowledge
that Issler et al. (2024) provides a critical opposing statement to this model. However, P&K remains a
peer-reviewed publication in Nature Communications, was already cited over 200 times, and has not
been withdrawn or retracted by the publisher. Beyond this formal point, the publication is scientifically
relevant to our study because it explicitly describes the potential consequences of contrasting bed inertia
for erosion-induced changes in landslide mobility. This is precisely the conceptual motivation behind our
experimental design, in which a constant dry granular slide overrides erodible beds of lower, equal, and
higher density. This motivation is broader than the specific mathematical point criticized in relation to
the factor 2 applied to the bed velocity term. The general question of whether and how the inertia and
mechanical properties of entrained bed material alter mobility remains relevant also for alternative
mechanically based erosion and entrainment models. We therefore consider a limited and balanced
citation of P&K, together with the subsequent critique by Issler et al. (2024), to be more appropriate than
a complete omission of the study from the manuscript.

We further agree that the interpretation of our results should give greater weight to bed resistance, shear
strength, internal friction, particle shape, and entrainment mechanics. This point is already partly
reflected in the present discussion, where we conclude that density contrasts alone are insufficient to
explain the observed trends and that the low-friction, near-spherical Glass bed likely promoted stronger
erosion and higher mobility, whereas the angular Qtz and Mag beds showed similar resistance despite
their contrasting densities. We will strengthen this interpretation and relate it more clearly to
mechanically based entrainment concepts.

We note, however, that our experiments were not designed to discriminate between competing
mathematical derivations of erosion-induced momentum exchange. Our measurements are surface-
based and do not directly resolve the slide-bed interface, basal shear stress, or grain-scale velocity
profiles. We will therefore avoid taking our data as evidence for or against a specific coefficient in a
depth-averaged momentum balance. Instead, we will present the dataset as an experimental basis for
future testing of different erosion and entrainment formulations.

Accordingly, the revised manuscript will be reframed as an experimental study of dry granular flow
mobility over erodible beds with contrasting density, friction, and particle-shape properties. The role of
P&K will be reduced to the motivation and literature context, while the interpretation will be broadened
to include the mechanically sound concepts and limitations highlighted in your comment.

Major remarks
Mechanistic framing. My main comment is that the manuscript must be reframed. The following major
changes are required:

[C2] Remove all reliance on Pudasaini and Krautblatter (2021). Any citation to Pudasaini and
Krautblatter (2021), and any interpretation based on their inertia-contrast framework, should be
removed. This also applies to subsequent erosion models by Shiva Pudasaini that build on the same
underlying error. If the authors wish to interpret their results with respect to a depth-averaged
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entrainment theory, they should instead refer to the rigorous and correct formulations of lverson (2012)
and Iverson and Ouyang (2015). (However, note that jump conditions had already been proposed earlier
by Norem and Schieldrop (1991), Gray (2001) and Fraccarollo and Capart (2002).) Given the
seriousness of the PK errors, | do not consider the manuscript acceptable unless all reliance on
Pudasaini and Krautblatter (2021) is removed. This reframing will actually go in the authors’ favor,
because it will provide a physically sound interpretation of the experimental results and thereby make
the manuscript stronger and more convincing.

[A2] As stated in our response to [C1], we agree that the manuscript needs to be substantially reframed
and that it should no longer rely on P&K as the central theoretical framework. We will revise the
Introduction, Discussion, and Conclusions accordingly and will include the alternative mechanically
based formulations suggested by the reviewer.

However, we respectfully disagree with the request to remove all citations to P&K and related work. In
our view, a complete omission of a peer-reviewed publication that directly motivated the experimental
design would not provide a balanced representation of the scientific context in which the study was
conceived. We acknowledge the critique by Issler et al. (2024), co-authored by the reviewer, and will
explicitly discuss it in the revised manuscript. At the same time, P&K remains an available peer-reviewed
scientific contribution in Nature Communications and has not been withdrawn or retracted by the
publisher. As long as this publication remains part of the published scientific record, we consider it
scientifically appropriate to cite it, while clearly acknowledging the subsequent controversy and critique.

We also believe that the fact that the reviewer is a co-author of the critical Arising Matter article should
not by itself require the exclusion of the original publication from the manuscript. A balanced scientific
treatment should allow both the original publication and the opposing critique to be cited and discussed,
provided that the revised interpretation does not rely on the contested formulation. P&K addresses the
question of how contrasting bed inertia may affect erosion-induced mobility, which is directly related to
the motivation of our experiments. For this reason, we consider a limited and balanced citation of P&K,
together with the critique by Issler et al. (2024), more appropriate than a complete omission of the study.

Accordingly, we will remove our reliance on P&K as an interpretive framework, but we will retain a limited
and balanced citation to the study as part of the motivation and literature context. This will clarify that
our study does not defend a particular theoretical model, but provides a reproducible experimental
dataset that can be used to evaluate erosion and entrainment models more generally.

[C3] Reframe the experiments around bed properties, not “density contrasts” alone. The manuscript
should not present the experiments primarily as a test of bed particle density or of “flow—bed inertia”.
The experiments simultaneously vary both particle density and internal friction, and the results strongly
suggest that bed friction is the dominant control on erosion and mobility. In the current manuscript, this
only appears as a secondary caveat in Section 4.2, but in the landslide literature it is already well
established that bed shear strength is a primary control on erosion and mobility through analytical theory
(lverson, 2012), depth-resolved modelling (Crosta et al., 2009), and experiments (Crosta et al., 2009;
Iverson et al., 2011; Roelofs et al., 2023). This should be the central framing of the manuscript.

[A3] Thank you for this comment. We agree that bed friction is an important factor influencing erosion
and mobility and should be carefully considered when interpreting the experimental results. Indeed, our
results suggest that frictional properties and particle shape play a central role in explaining the observed
behavior.

However, the primary objective of the experimental design was to investigate the influence of density
contrasts between flow and bed materials. While two of the material combinations differ predominantly
in density, we acknowledge that the third material introduces additional differences in particle shape and
frictional behavior. This limitation arose from the practical constraints associated with material selection,

5



was recognized during the study design, and is discussed extensively in the manuscript as a potential
explanation for the observed deviations from the other scenarios (see Section 4.2 and Conclusions).

In the revised manuscript, we will further emphasize these experimental limitations. However, we
consider the investigation of density contrasts to remain a central aspect of the experimental design and
motivation of the study.

[C4] Refer to the bed configurations by material composition. Throughout the manuscript, | suggest
referring to the erodible bed configurations by their composition (Glass, Quartz, Magnetite), rather than
by ‘inertially weak/neutral/strong” terminology. This would more honestly reflect the experiments, since
both density and friction vary between these materials.

[A4] Thank you for this suggestion. Since we already largely follow this approach throughout the figures
using labels such as Qtz/f, Glass/f, and Mag/f, or low-density, equal-density, and high-density bed,
respectively, we agree that using this more material-related terminology consistently throughout the
manuscript would improve clarity. We will remove the inertia-related terminology and revise the
manuscript accordingly (see also our response to [C24]).

[C5] Rewrite the abstract, introduction, and main interpretation accordingly. The manuscript should be
reframed as a study of erosion of dry granular flows over beds with differing sediment properties,
especially frictional properties, and secondarily differing densities. A possible title could be: “Mobility of
dry granular flows over erodible beds: Experimental insights into the influence of varying bed sediment
compositions”. The introduction could then motivate the study as follows: previous dry-flow experiments
have mostly considered similar bed and flow materials (Mangeney et al., 2010); other studies (Farin et
al., 2014) have examined the effect of bed porosity on erosion and mobility; but few studies have
explored distinctly different bed sediment compositions, combining differences in density and friction.
The manuscript could then highlight that such experiments provide a useful dataset for benchmarking
advanced numerical models, including depth-resolved continuum simulations and discrete element
simulations. To facilitate this, it would be highly useful if the authors could provide, through a repository,
a digital elevation model of the flume and release volume, the scanned deposit surfaces, and an
organized dataset of the main experimental results, which could then be used by other researchers to
benchmark their models.

[A5] Thank you for this constructive suggestion. We agree that the abstract, introduction, and main
interpretation should be revised to better reflect the full range of material contrasts in the experiments.
We will revise these chapters so that the experiments are presented as a study of dry granular flows
over erodible beds with contrasting sediment properties, including density, frictional resistance, particle
shape, and particle-size distribution.

We note, however, that the original experimental design was primarily motivated by density contrasts
between the released slide and the erodible bed. The aim was to compare a constant dry granular slide
overriding beds of lower, equal, and higher density. We acknowledge that the selected materials also
differ in their frictional and grain-shape properties, and we agree that these differences need to be more
clearly reflected in the revised framing and interpretation. In particular, the Glass material differs from
Qtz and Mag not only by its much lower density, but also by its near-spherical particle shape and lower
internal friction angle. This was not introduced intentionally as an additional variable, but resulted from
the practical constraint that a distinctly low-density, reusable, separable granular material with frictional
properties identical to natural quartz or magnetite was not available. We will therefore make clear that
density was the primary design variable, while friction and particle shape are important accompanying
material properties that likely contributed substantially to the observed mobility differences.

We appreciate the suggested title and will revise the title in this direction. A broader title such as "Mobility
of dry granular flows over erodible beds: Experimental insights into the influence of varying bed sediment
compositions" would indeed better reflect the revised scope of the manuscript. We will also revise the
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introduction to better position the study relative to previous dry granular flow experiments with similar
slide and bed materials, studies on bed porosity, and experimental work on erosion and entrainment
over beds with different sediment properties.

We also fully agree that the experiments may provide a useful benchmark dataset for numerical models,
including depth-resolved continuum models and discrete element simulations. We would be very
pleased if the experiments were used as benchmark cases for further developing and validating
numerical models of erosion, entrainment, and dry granular flow mobility. The contrasts in density, and
especially the combination of low density, rounded grains, and lower frictional resistance in the Glass
beds, provide challenging and useful validation cases for models that aim to reproduce material-
dependent erosion, entrainment, segregation, and runout behavior.

As stated in the Data Availability section of the manuscript, the experimental datasets will be made freely
available in a public repository upon publication of the study to facilitate future analyses and model
benchmarking. This will include the organized experimental results and the surface-based datasets
required for reproducing and analyzing the experiments. In addition, the flume geometry and
experimental setup are described in detail in the manuscript figures and methods section so that an
event model of the flume and release configuration can be constructed straightforwardly.

[C6] Move the discussion of density to a secondary level. The main interpretation in Section 4.1 should
focus first on the effect of bed internal friction. The discussion of density may then be retained as an
additional possible control, but framed using the correct framework discussed in Section 1 above.

[A6] We agree that the frictional properties are an important factor when interpreting the experimental
results and that their influence should be discussed more prominently. However, the primary objective
of the experimental design was to investigate the influence of solid particle density contrasts between
flow and bed materials. We therefore consider density to remain a central aspect of the study rather
than a secondary one. In the revised manuscript, we will restructure the discussion to more closely
integrate the potential effects of density and frictional properties rather than treating them in separate
sections.

[C7] Acknowledge previous work on erosion. The role of bed bulk density is not new. Farin et al. (2014)
already performed experiments on erodible beds of differing porosities, and thus differing bulk densities.

[A7] Thank you for pointing out this relevant study. We will acknowledge Farin et al. (2014) in the revised
manuscript as an important previous contribution on density-related controls on erosion and mobility.

We would like to clarify, however, that the primary focus of our experiments is on solid particle density
contrasts, while Farin et al. (2014) investigated the influence of bulk-density variations associated with
differing bed porosities. We agree that bulk density is the relevant density term in depth-averaged model
equations. In our experiments, however, we deliberately prepared the bed materials with comparable
particle-size distributions, as shown in the manuscript, so that major sediment-distribution properties are
similar among the scenarios. Consequently, porosity and solid volume fraction are expected to remain
broadly comparable within each size fraction. Under such conditions, variations in bulk density mainly
reflect variations in the true density of the solid particles.

Thus, while our experiments also imply variations in bed bulk density, these variations primarily arise
from differences in solid particle density rather than from differences in bed porosity. This distinguishes
our study from Farin et al. (2014). We will emphasize this distinction more clearly in the revised
manuscript.

[C8] Experiments with limestone beds. Because density and friction vary simultaneously in the current
experiments, their individual effects cannot be isolated precisely. It could therefore be very valuable if

the authors chose to perform their proposed additional tests using limestone beds, which would have
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lower density than quartz but similar frictional properties. Even a limited number of such experiments
could significantly strengthen the manuscript. | fully understand, however, that this would require
substantial additional work, and | therefore leave it entirely to the authors whether they wish to pursue
this extension.

[A8] We fully agree that additional limestone experiments would be highly beneficial and insightful.
Indeed, limestone was considered during the initial planning of the experimental program because it
could provide a lower-density natural material with frictional properties closer to those of quartz and
magnetite than the expanded glass used in our experiments. This is also one of the reasons why we
identify such experiments as a promising direction for future work in the discussion.

However, implementing limestone as an additional bed material would introduce substantial practical
challenges. A central constraint of the present experimental design was the need to separate slide and
bed material after each experiment to allow repeated, reproducible tests with the same material
fractions. While quartz and magnetite can be separated magnetically, and quartz and glass can be
separated by density contrast in a water bath, no similarly practical separation method is available for
quartz-limestone mixtures. Dissolving limestone chemically would, in principle, be possible, but would
be impractical for the large material volumes used in the experimental series and would not allow
efficient material reuse. In addition, the density contrast between limestone and quartz would be much
smaller than the contrast between glass and quartz, so that the resulting experimental signal might be
more subtle and more difficult to separate from natural experimental variability.

For these reasons, we decided not to add limestone experiments within the current revision. Such an
extension would require substantial additional material preparation, characterization, and experimental
testing, and would go beyond the scope of the present study. We will, however, keep this point in the
discussion as an important and valuable direction for future work.

[C9] Applicability to which type of landslides. The manuscript is currently motivated primarily in terms of
debris flows. However, the experiments involve dry materials on very steep slopes. | therefore suggest
shifting the emphasis from debris flows toward dry granular flows, rock avalanches, or dry debris
avalanches.

The introduction currently devotes substantial space to physical mechanisms of erosion in debris flows.
| suggest shortening this part and placing greater emphasis on erosion in dry granular flows and debris
avalanches. In the field, erosion of dry coarse-grained sediments has been documented by Hungr and
Evans (2004), although in many rock avalanches extreme mobility is also associated with the avalanche
encountering saturated sediments on flatter areas (Hungr and Evans, 2004; Aaron and McDougall,
2019). On the other hand, significant erosion of fully dry sediment can also occur on steep slopes when
the bed is metastable (Mangeney et al., 2010; Mangeney, 2011). A very intuitive example is the familiar
experience of “scree running”, where steep coarse-grained slopes can be easily mobilized under the
weight of hikers, creating the feeling of “skiing the gravel” (see
https://teara.govt.nz/en/photograph/9871/scree-running). Dry sediment on steep scree slopes may
therefore be quite erodible if its friction angle is not much higher than the slope angle (see the Boua digl
Cof channel described in Vicari et al., 2026).

Dry granular flow experiments (with pasta and rice particles) were also conducted by Crosta et al. (2009),
who found that the presence of an erodible layer could decrease mobility when flow and bed had similar
density. Such mobility reduction may be related to their horizontal experimental geometry (consistent
with the results of Mangeney et al., 2010).

Because dry granular flows are less sensitive to some scaling effects than wet flows, a discussion of
scaling would be useful (see Iverson, 2015; Makris et al., 2024). For example, the Savage number might



help characterize the flow regime — although it may be difficult to evaluate reasonably the shear rate on
the smooth rigid bed if substantial basal slip occurred.

[A9] Thank you for this valid and detailed remark. We will replace the term “debris flow” by “dry granular
flows” whenever we refer to our experiments in the revised version. This is also consistent with the
recommendation by Reviewer #1 (see [C2]).

We will include the suggested literature where appropriate. We will also add a more focused discussion
of scaling. For our dry granular flow experiments, the choice of meaningful non-dimensional parameters
is somewhat limited because many commonly used dimensionless numbers require properties of a fluid
phase that is absent in our setup (as you mentioned). We will therefore focus on parameters that are
meaningful for dry granular flows, in particular the Savage number, and compare them with values
reported in the literature.

[C10] Depth-resolved models. The manuscript currently places strong motivation on validating depth-
averaged model assumptions. However, with modern computational resources, fully three-dimensional
depth-resolved simulations are now feasible even at slope scale (Cicoira et al., 2022; Kyburz et al.,
2025; Zhu et al., 2025). In such models, the flowing mass and erodible bed are represented explicitly
through constitutive laws, and erosion and entrainment emerge naturally without the need for separate
closure assumptions for fluxes and boundary stresses during entrainment. A strong motivation for the
present study could therefore be that it provides a valuable benchmark dataset for such numerical
models. A key paper that should be discussed in this context is Crosta et al. (2009), who performed
depth-resolved simulations while varying the internal friction angle of the erodible bed. Lower bed friction
led to greater erosion and higher mobility, in qualitative agreement with the present experimental results.
This study should be cited and discussed. Additional references on 3D erosion modelling are provided
in my CC2.

[A10] Thank you for this suggestion and for the relevant literature. Our intention is not to restrict the use
of our experiments to a specific model type, whether depth-averaged or fully 3D. We would welcome
future simulations of our experiments with depth-resolved 3D models. We will include the suggested
references, including Crosta et al. (2009), where appropriate, and mention that lower bed friction
promoted stronger erosion and higher mobility in their simulations, which is qualitatively consistent with
our Glass-bed experiments. As stated in response to [C5], the datasets will be made freely available
upon publication to support future model benchmarking.

Minor remarks and specific comments

[C11] Title (and elsewhere): The landslide classification of Hungr et al. (2014) defines debris flows as
“Very rapid to extremely rapid surging flow of saturated debris in a steep channel”. The term “dry debris
flow” is therefore problematic. | suggest using “dry granular flows” instead.

[A11] Thank you, we will adopt this terminology throughout the manuscript (see also our response [A9]).

[C12] L3-7: This passage will need to be fully reframed in line with my major comments above.

[A12] We will remove the reliance on P&K here and reframe this passage in line with our answer [A3]
above.

[C13] L28: “mass and momentum transfer, and bed weakening”.



[A13] Thank you, we will adjust this.

[C14] L29: Deceleration during erosion is not synonymous with reduced mobility. Farin et al. (2014), for
example, found that erosion could strongly affect the deceleration phase while still enhancing overall
flow mobility.

[A14] We agree that local deceleration during erosion is not necessarily synonymous with reduced
overall mobility. While local deceleration indicates a temporary reduction in flow velocity, its effect on
the final mobility depends on the subsequent evolution of the flow, including entrainment, volume growth,
runout behavior, and deposition. We will revise the corresponding statement to avoid this ambiguity.

[C15] L31-32: You should remove momentum production (that situation would only arise when the bed
itself has an initial finite velocity; see Section 4.1 in Iverson (2012)), and instead add “application of the
consistent basal shear resistance in the presence of eroding beds (Iverson, 2012; Iverson and Ouyang,
2015)”. The reason is well explained by Iverson and Ouyang (2015), for example: “In depth-integrated
models, decreased basal shear resistance can be the only source of flow momentum gains that
sometimes accompany entrainment.”

[A15] Thank you for this clarification. We understand the concern that the term "momentum production”
may be misleading, especially because true momentum production would require an initially moving
bed. We will therefore revise the sentence and use a more neutral formulation, referring to mechanical
effects on the momentum balance during entrainment. We will also add Iverson (2012) and lverson and
Ouyang (2015) at this point, as suggested.

[C16] L32: The current discussion on entrainment implementation in numerical models is incomplete.
Depth-averaged models often assume basal shear-dominated erosion, but more general frameworks
can also include slope-normal momentum jumps (lverson and Ouyang, 2015) and alternative frontal
ploughing mechanisms (see Issler, 2020, and references therein). Depth-resolved models should also
be discussed.

[A16] Thanks, we will add the suggested aspects and cite the relevant literature accordingly.

[C17] L34: | am not sure de Haas et al. (2020) is the best reference here, as that paper does not itself
compare depth-averaged entrainment models. Shen et al. (2020) and Lee et al. (2022) may be more
appropriate.

[A17] Thank you for the suggestions. We will keep de Haas et al. (2020) in this case, as the concept on
a “unified theory” is explicitly mentioned in the second paragraph of that paper and was also referenced

in the introduction of Roelofs et al. (2023), who explicitly cite de Haas et al. (2020) in this context.

[C18] L42: In addition to basal shear, recent studies have also examined the influence of collisional
stresses on erosion (de Haas et al., 2022; Zheng et al., 2025).

[A18] Thanks, we will add the suggested aspects and cite the relevant literature accordingly.

[C19] L42: | would avoid stating that erosion increases linearly; a more cautious wording would be that
erosion increases or is positively correlated with the relevant variable.

[A19] Thank you, we will change it accordingly.
[C20] L49: Replace “reduced effective basal friction” with “reduced bed internal friction”.

[A20] Thank you, we will change it accordingly.
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[C21] L55-56: This statement is insufficiently supported. | suggest removing it.

[A21] Thank you for this comment. We agree that the statement regarding the model limitations is
insufficiently supported and will remove the second part of the sentence. However, we believe it is
appropriate to retain the statement that the experimental findings highlight the mechanical complexity
and variety of processes involved at the flow—bed interface, as this conclusion is supported by the
experimental observations presented above.

[C22] L 57-80: This section needs to be fully reframed in line with my major comments above.
[A22] We will reframe this section in line with our answer [A2] above.

[C23] L86-95: This section also needs to be reframed. It should state clearly that both bed density and
bed internal friction are varied simultaneously, and that bed friction is expected to exert a major control
on erosion and mobility (Ilverson, 2012; Crosta et al., 2009, Iverson et al., 2011). The influence of bed
density can then be addressed, building on the discussion presented in Section 1 above.

[A23] Thank you for this suggestion. We will remove the reference in this section. As outlined in our
response to [C3], we will retain density contrasts as a central motivation of the study, while highlighting
the potential influence of frictional properties arising from the material selection more explicitly in this
chapter.

[C24] [96-101, Table 1, and elsewhere: Reframe the scenarios in terms of Glass, Quartz, and
Magnetite beds, and state more explicitly, and with greater emphasis, that each bed differs in both solid
density and frictional properties. In Table 1, the column “Relative inertia of bed to slide” should be
replaced by “Scenario”, with the corresponding entries indicated, for example, as “Low bed friction and
low bed density”, “High bed friction and intermediate bed density”, and “High bed friction and high bed
density”.

[A24] Thank you for this suggestion. We agree that the material-based terminology provides a clearer
description of the experimental scenarios. Since we refer to Qtz/f, Glass/f, and Mag/f etc. also as low-
density, equal-density, and high-density throughout much of the manuscript, we will adopt this
terminology consistently for the scenarios as well.

[C25] L98-100: Please specify clearly that these are solid particle densities.
[A25] Thank you, we will add an additional clarifying statement.

[C26] L103—-105 and Table 1: Please clarify what the labels “/f’ and “/c” refer to. As written, it is not fully
clear whether the fine and coarse fractions apply only to the erodible bed materials, to the initially
released quartz slide material, or to both the slide and bed materials within each experimental series.
Are both Qtz/f and Qtz/c used for the initial sliding material? | also suggest avoiding the wording “sand”
and “gravel” here, or at least explicitly defining it as particle-size terminology. Because sand and gravel
seem to refer to grain-size classes, but sand and gravel may themselves be composed of quartz, this
wording could be confused with the material composition, especially since quartz is also one of the
tested materials. Please specify the relevant particle-size ranges directly, e.g., “fine fraction, 0.25—-2 mm”
and “coarse fraction, 0.25-8 mm”.

[A26] Thank you for this hint. Each suffix applies to both the erodible bed and the corresponding
released slide. Fine slides were only tested over fine beds, and coarse slides only over coarse beds.
We will clarify this more explicitly in the revised manuscript and Tables. We will also revise the particle-
size terminology.
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[C27] L125: In addition to the release mass, do you have an estimate of the release volume? This would
allow calculation of the initial slide porosity.

[A27] The release volume was not measured directly. It may be derived from the infilled mass (130 kg)
and the respective dry bulk density of fine (1360 kg m-3) or coarse (1530 kg m-3) Quartz, listed in Table 1
of the manuscript. This would result in a Qtz-slide release volume of 0.096 m? for all fine and 0.085 m3
for all coarse experiments. We will add these numbers.

[C28] L129—131: | appreciate the methodology used to allow gradual erosion. You could add a reference
to de Haas and van Woerkom (2016), where strong erosion instead occurs near the upstream edge of
the erodible bed.

[A28] Good idea, we will add it.
[C29] L142: Please specify whether the 4-5% water content is by mass or by volume.
[A29] Thank you for pointing this out. It is by mass, we will specify this accordingly.

[C30] L145 and later: You refer to flow heights as being measured slope-normal. Later, you refer to
erosion depth (L162): is this quantity also measured slope-normal? Please use consistent terminology
throughout the manuscript.

[A30] Thank you for this comment. Yes, the erosion depth is also measured slope-normal, and we will
specify this in the revised manuscript. We consider it appropriate, however, to retain the distinction
between flow height and erosion depth, as they describe different quantities. Here, the flow height refers
to the evolving flow during slide passage, whereas the erosion depth is a post-event measure of the
resulting bed-level change (inferred from the flow-height record).

[C31] L160 and Section 3.1.4: It would be more informative to calculate the front velocity separately for
each consecutive section (e.qg., reservoir flap to us1; us1 to us2; etc.). This would better highlight where
along the flume the flow accelerates or decelerates.

[A31] Thank you for this suggestion. We agree that calculating front velocities for consecutive flume
sections could in principle provide a more informative measure of flow-front propagation. The travel
distances and travel times between consecutive sensors in our flume, however, are very short, and the
determination of the flow-front arrival time at a sensor is subject to a certain degree of uncertainty.
Consequently, small timing uncertainties can result in comparatively large variations in the calculated
section-wise velocities, particularly where individual particles saltate ahead of the main flow front of the
dry granular flows. We therefore consider the front velocity from the reservoir flap to each sensor to
provide a more robust measure for comparing the different experimental scenarios. Consistent with the
recommendation of Reviewer #1 (see [C7] and [C10]), will revise the terminology throughout the
manuscript to refer to these values as the “average front velocity from the reservoir flap to each sensor”.

[C32] L281 and Table 2: Because the long runout in the coarse cases seems dominated by dispersed
particles, it would be useful also to report the runout distance of the deposit center of mass on the runout
plane.

[A32] Thank you for this suggestion. We considered this approach; however, a robust determination of
the deposit center of mass is not possible in the experiments involving different particle densities, as
this would require detailed mapping of the internal material distribution. Such detailed quantitative
information is not available for the deposit bodies (including the main body of the Glass/c experiment).
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We therefore prefer to retain the center of volume, which can be determined consistently for all
experiments.

[C33] Figure 5: A summary plot of deposit volume as a function of scenario would be helpful to visualize
the results more quickly than reading Table 2.

[A33] Thank you for this suggestion. We agree that such a summary plot could provide a useful overview
of the deposited volumes. As these data are already summarized in Table 2 and the manuscript is
already extensive, we prefer to retain the current presentation.

[C34] L308-311: This will need to be removed in line with my major comments above.

[A34] This part will be generalized in line with our answer to [C2].

[C35] L316-320: This will need to be reframed in line with my major comments above.

[A35] This part will be generalized in line with our answer to [C2].

[C36] L320: The longer runout in the Glass scenario may also be related to increased flow volume
through larger erosion (see my comment above on the role of longitudinal pressure gradients).

[A36] Thank you, we will consider this in the revised discussion.
[C37] L325: Please add a reference to density segregation.

[A37] At this point, we describe a direct observation from our own deposit cross sections, namely the
preferential transport of Glass particles toward the front and lateral edges. We therefore do not consider
an additional reference necessary for the observation itself. However, where we discuss the possible
mechanism of density segregation more generally, we will add suitable references to previous granular-
flow studies.

[C38] L326-327 (“Strikingly”): This is not at all surprising, since the Quartz and Magnetite beds have
similarly high friction.

[A38] We will remove the word “strikingly”.

[C39] L330-338: This section will need to be fully reframed in line with my major comments above. In
particular, it should describe the role of bed internal friction in controlling erosion and entrainment, and
discuss the role of bed density with reference to the established theory of Iverson (2012), or the
framework | provided above.

[A39] This part will be generalized in line with our answer to [C2].

[C40] L342-344: This is not always the case in erosive situations; weakening of the bed can also lead
to acceleration (lverson et al., 2011).

[A40] We will revise this statement to avoid implying that erosion generally increases flow resistance.
We will add that, depending on bed conditions, erosion can also lead to acceleration and enhanced
mobility, for example when bed weakening reduces basal resistance, as shown by Iverson et al. (2011).

[C41] L355: Modify to “or low material friction and, possibly, low density”.

[A41] Thank you, we will adopt this.
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[C42] [ 355-359: You may also compare your erosion rates with those measured at lligraben by Berger
et al. (2011), and with those measured in the dry granular flow experiments of Barbolini et al. (2005).
This latter study would also be worth citing and discussing in the manuscript.

[A42] Good idea, we will include Berger et al. (2011) and Barbolini et al. (2005) in the revised manuscript
and compare their rates with our measured values where appropriate. We note, however, that the
erosion rates presented in the current manuscript are apparent mean erosion rates. A more detailed
analysis of the temporal evolution of erosion rates, based on measured vertical velocity profiles, is
planned for a follow-up publication.

[C43] L361: The manuscript refers to segregation of coarse particles toward the front, but the results
seemed rather to highlight density segregation, with lighter particles concentrating near the front. Maybe
I am not understanding correctly your argument here?

[A43] Thank you for this comment. The results actually show both processes. On the one hand, density
segregation is evident in the experiments involving materials with contrasting densities and may have
contributed to the observed accumulation of lighter particles near the flow front. On the other hand,
grain-size segregation occurs simultaneously within the 0.25-2 mm and/or 0.25-8 mm grain-size
distribution of each material.

The statement in this section refers to this grain-size segregation, whereby coarser particles tend to
migrate towards the flow front and surface, while finer particles remain concentrated in the flow interior
and deposit core. This behavior is observed both in experiments involving different materials (e.g., see
the indicated coarsening-towards-the-surface arrows in Fig. 6) and in experiments using only quartz
material, including the reference case.

We will try to clarify these differences more clearly in the revised version.
[C44] L370: Add a reference to Farin et al. (2014) on the role of packing.
[A44] Thank you, we will add the suggested reference.

[C45] L375-376: Could the more dispersed coarse deposits also be related to stronger collisional
stresses (Choi and Goodwin, 2021)?

[A45] We will consider this possible interpretation in the revised discussion. However, in our
experiments the longer runout of the coarse deposits may rather indicate lower effective energy
dissipation during deposition. In granular mixtures, finer particles can increase the frequency of particle
interactions and may therefore enhance collisional dissipation. The coarser material may consequently
experience lower effective collisional dissipation and lower basal resistance on the runout surface,
contributing to longer and more dispersed deposits. We will clarify this point and add the suggested
reference where appropriate.

[C46] L392-399: This will need to be reframed in line with my major comments above.

[A46] This part will be generalized in line with our answer to [C2].

[C47] Section 4.2: | suggest presenting all possible controls in the same section, beginning with the
most important one, namely bed internal friction. The potential role of density can then be discussed as

a secondary effect (based on the framework | discussed above in my Section 1), followed by the other
factors already mentioned in the manuscript such as roundness, compaction, and segregation.
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[A47] Thank you for this suggestion. We agree that discussing the different potential controls within a
single section will provide a clearer and more coherent interpretation of the results. We will therefore
merge Sections 4.1 and 4.2 and discuss the various factors together, while using subheadings to
maintain a structured overview, consistent with the recommendation of Reviewer #1 (see [C1]).

[C48] L436: Add Farin et al. (2014) on the role of packing.
[A48] Thank you, we will add the suggested reference.

[C49] L485-493: A method similar to that proposed by Berger et al. (2010) could also be used; see also
its simpler adaptation to flume experiments by Vicari et al. (2022).

[A49] Thank you for this suggestion and for pointing us to these references. We agree that such
approaches may provide valuable additional insights and will consider them in the design of future
experiments.

[C50] L499-501: This passage should be removed.
[A50] We will generalize this passage.

[C51] Conclusions: These points will need to be fully reframed in line with my major comments above.
The conclusions should state that the study investigates contrasting erodible bed materials differing in
both friction and density. The role of friction appears consistent with previous theoretical (lverson, 2012),
numerical (Crosta et al., 2009), and experimental (Iverson et al., 2011) work. Particle density may also
influence how easily eroded material is accelerated fo the flow speed. You may also highlight more
succinctly your finding that Glass particles segregate toward the deposit front and margins.

[A51] Thank you for this suggestion. The conclusions will be revised to reflect the revised manuscript
structure and the corresponding changes in the discussion and interpretation of the experimental results.
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Author response to community comment CC1 by Dr. Lonneke
Roelofs

Manuscript: Mobility of dry granular debris flows over erodible beds: Experimental insights into the influence of flow-bed inertia

[CC1] This is very interesting work. | really appreciate the careful comparison between the experimental
trends presented in the paper and the trends predicted by models. After reading point (ii) in your
conclusion | am trying to figure out if solid density would be able to explain all observed mobility and
runout patterns if the grain shape in your inertially weak scenarios would be similar to those in the
inertially neutral and strong scenarios.

[A] We are thankful for the positive assessment of our work and appreciate this thoughtful reflection on
our conclusions. We agree that this is an important question. While the primary objective of our
experimental design was to isolate the influence of solid particle density, the current experiments do not
allow us to fully disentangle the effects of solid particle density, particle shape and friction in the low-
density scenarios, since the properties varied simultaneously. However, the comparable mobility and
runout observed for the equal- and high-density scenarios, where grain shape and friction is similar, but
density differs substantially, suggest that solid particle density alone is insufficient to explain the mobility
behavior under the tested conditions. Further investigations in which these parameters can be varied
independently would certainly help to continue assessing this question.






Author response to community comment CC2 by Dr. Hervé Vicari

Manuscript: Mobility of dry granular debris flows over erodible beds: Experimental insights into the influence of flow—bed inertia

[CC2] Recommendation to the Editor: The manuscript by Wetterauer et al. presents an interesting
experimental dataset on erosion of dry granular flows over beds of differing densities. The experiments
themselves appear valuable. However, the manuscript interprets the results within the framework of
Pudasaini and Krautblatter (2021), which Issler et al. (2024, Nature Communications,
https://www.nature.com/articles/s41467-024-48605-6) showed to be incorrectly derived and to violate
momentum and energy conservation. In my attached review, | explain why this mechanical interpretation
is not valid.

My concern is not merely academic. If Pudasaini and Krautblatter (2021) were retained in a journal such
as NHESS as a valid mechanistic basis for interpreting erosion experiments, this could further legitimize
and encourage its implementation and use in numerical tools for landslide simulation and hazard
mapping. Because the model is mechanically incorrect, such use could lead to erroneous predictions,
with potentially serious consequences for hazard assessment and public safety.

For this reason, | do not believe that the manuscript can be accepted in its current form. That said, | do
believe the experimental results could still form the basis of a useful contribution if the authors were to
remove reliance on the Pudasaini and Krautblatter model from their interpretative framework. The
manuscript could then be reconsidered on the basis of the dataset and a revised physical interpretation.

Given the history of this issue, and because | am not an official referee for this manuscript and may not
be given the opportunity to comment on any eventual reply, | urge the Editor to assess with particular
caution any response to my comments that argues in favor of the validity of the Pudasaini and
Krautblatter model. The invalidity of that model was already examined during the review of our Matters
Arising paper (Issler et al., 2024). If the Editor wishes to seek an additional opinion, | would strongly
recommend consulting a reviewer with recognized expertise in continuum mechanics and depth-
averaged modeling of geophysical mass flows, for example Richard M. Iverson (USGS), Nico Gray
(University of Manchester), Dieter Issler (NGl), Peter Gauer (NGI), Johan Gaume (ETHZ), Anne
Mangeney (IPGP), Thierry Faug (INRAE), or Christophe Ancey (EPFL).

[A] We thank for the detailed feedback. The issues raised here are addressed in detail in our response
to Review RC2 and will be considered in the revision of the manuscript.






Author response to community comment CC3 by Dr. Dieter Issler

Manuscript: Mobility of dry granular debris flows over erodible beds: Experimental insights into the influence of flow—bed inertia

Dear Dr. Issler,

Thank you for taking the time to comment on our manuscript and for the thoughtful and constructive
remarks. We appreciate the detailed discussion of the theoretical framework, terminology, and
interpretation of the experimental results. Some of the points raised here overlap with comments made
by the reviewers, while others provide valuable additional perspectives on the interpretation of the
datasets and their broader implications. These comments will be carefully considered during the revision
of the manuscript.

In the following we provide the community comments listed as [C1] to [C5] (black italic font) and our
corresponding answers as [A1] to [A5] (blue normal font).

With kind regards,
The authors



This manuscript describes, analyzes and discusses chute experiments on granular flows over erodible
beds of different bulk densities with the goal of testing the erosion theory of Pudasaini and Krautblatter
(Nat. Comm. 12, 6793, 2021, henceforth called PK). In CC2 and RC2, Hervé Vicari pointed out that
Issler et al. (Nat. Comm. 15, 4613, 2024) demonstrated that the results of PK hinge critically on counting
the particle-borne momentum flux from the bed to the flow twice. If this error is corrected, the conclusions
in PK revert to the standard formulation that has been known for decades.

This situation implies that the the present manuscript uses an interpretative framework that is not
mathematically consistent. Accordingly, Vicari posits that all references to PK need to be removed and
the discussion of the results reformulated before publication. | fully support Vicari's statement and also
agree with him and the Reviewer #1 that the experiments described in the manuscript are interesting,
valuable and do not depend on the interpretative framework of PK in any essential way. It should
therefore be fairly straightforward to reformulate the analysis and discussion parts of the manuscript with
an emphasis on the mass, momentum and energy balances and the associated stresses. There is hardly
anything to add to Vicari's thorough and detailed review, but perhaps a few remarks from a different
perspective could be useful in the revision of the paper.

Thank you for your detailed general comment and for your positive assessment of the experimental
work. We appreciate that you consider the experiments interesting and valuable.

As stated in our response to Dr. Vicari, we acknowledge that the current manuscript overemphasizes
the interpretation of the experiments in the specific framework of Pudasaini and Krautblatter (2021;
hereafter called P&K). We will therefore substantially revise the manuscript and will describe the
experiments primarily in terms of dry granular flows over low-, equal-, and high-density erodible beds
with contrasting material properties. The interpretation will be broadened toward erosion, entrainment,
mass and momentum exchange, bed resistance, shear strength, internal friction, particle shape, and
grain-scale entrainment mechanisms.

At the same time, we do not consider it appropriate to remove all references to P&K. We acknowledge
that Issler et al. (2024) provides a critical opposing statement to this model. However, P&K remains a
peer-reviewed publication in Nature Communications, has not been withdrawn or retracted by the
publisher, and remains part of the scientific record. Beyond this formal point, the publication is
scientifically relevant to our study because it explicitly describes the potential consequences of
contrasting bed inertia for erosion-induced changes in landslide mobility. This is the conceptual
motivation behind our experimental design, in which a constant dry granular slide overrides erodible
beds of lower, equal, and higher density. We therefore consider a limited and balanced citation of P&K,
together with the critique by Issler et al. (2024), to be more appropriate than a complete omission of the
study.

We also note that our experiments were not designed to discriminate between competing mathematical
derivations of erosion-induced momentum exchange. Our measurements are mainly surface-based and
do not directly resolve basal shear stress or the full slide-bed interface dynamics. We will therefore avoid
using the data as evidence for or against a specific coefficient (you name it k) in a depth-averaged
momentum balance. Instead, we will present the dataset as an experimental basis for future testing of
different erosion and entrainment formulations, including depth-averaged and depth-resolved
approaches.

Accordingly, the revised manuscript will be reframed as an experimental study of dry granular flow
mobility over erodible beds with contrasting density, friction, and particle-shape properties. The role of
P&K will be reduced to motivation and literature context, while the interpretation will be broadened to
include the mechanically sound concepts and limitations highlighted in your comment and in Dr. Vicari's
review.



[C1] It would be helpful if the authors could summarize early on in which respect their experiments differ
from other, similar experiments.

[A1] Thank you for this suggestion. We agree that this would be beneficial and will more clearly
emphasize the distinguishing features and novelty of our experiments in the introductory part of the
revised manuscript.

[C2] In my opinion, the emphasis on inertia in this context is problematic. The notion has a history
spanning more than two millennia (see the Wikipedia article for an interesting summary) and played an
important conceptual role in the Theory of Relativity, yet it has not been linked to a measurable physical
quantity. Perhaps a vague description like "the property of a body causing it to maintain its velocity in
the absence of external forces acting on it" comes close to the essence of the concept. In contrast, PK
and the present manuscript seem to oscillate between identifying inertia with bulk density or momentum
density. If the authors want to use the term inertia, they need to define it unambiguously (and preferably
in line with conventional usage). In my opinion, it would be best to eschew it in favor of a well-defined,
measurable quantity.

[A2] Thank you for this broader conceptual clarification. We understand the concern that the term
"inertia" can be ambiguous if it is not linked to a clearly defined and measurable quantity. In the revised
manuscript, we will therefore avoid using "inertia" as a central interpretative term wherever possible and
will instead refer more explicitly to measurable quantities such as solid particle density, bulk density,
mass entrainment, and momentum balance. At the same time, we note that these quantities are, in a
mechanical sense, still related to the resistance of a moving mass to changes in its motion.

Our original intention was to address how the mechanical response of a flow changes when material
with different solid particle density is entrained from the bed. In a geomorphological context, such
changes can affect the total momentum either through changes in mass at a given velocity or through
changes in velocity at a given mass. In the present experiments, we focused on the first aspect by
varying the density of the erodible bed material while keeping the released slide material and initial mass
constant.

We also agree that the distinction between bulk density and solid particle density should be made
clearer. In model equations, bulk density is often the directly relevant quantity. Experimentally, however,
we prepared comparable particle-size distributions within each size fraction, so that porosity and solid
volume fraction were intended to be broadly comparable. Under these conditions, differences in bulk
density primarily reflect differences in the true density of the solid particles. We will clarify this point in
the revised Methods and Discussion.

Finally, we will emphasize that these experiments are not intended to reproduce naturally occurring
density contrasts one-to-one. Rather, they are controlled experiments for fundamental research
designed to create clear contrasts in material properties and flow response. Their main value is to
provide reproducible benchmark data for testing and improving numerical models of erosion,
entrainment, and dry granular flow mobility.

[C3] There are many passages throughout the manuscript where the authors mention important aspects
of the experiments, like the effect of particle shape, the stability and shear strength of the erodible bed,
and the energetics of entrainment. These are key elements that need to be analyzed carefully and
quantitatively where possible if one wishes to understand the experimental results. In the present
version, these questions are discussed mostly where some discrepancy between PK theory and the
experimental results was encountered. Instead, it would be preferable to start from these aspects of the
experiments and discuss what their consequences are. This should help in distinguishing between firm
conclusions, plausible inferences and conjectures.



[A3] Thank you for this valuable observation. In the revised manuscript, we will restructure the
discussion to place greater emphasis on the experimental observations themselves and on the potential
controls on erosion and mobility inferred from them, providing a more integrated assessment of the
different influencing factors.

[C4] It should be quite illuminating to clearly state (and if possible quantify) the connections between
the entrainment rate , the mass balance and the momentum balance. An almost trivial but important
point is that, in these experiments, the entrainable material is initially at rest and therefore does not
increase the flow momentum when it is entrained. As the eroded material must be accelerated to the
mean flow velocity or a fraction thereof, the entraining flow will accelerate less (or decelerate more)
compared to the situation without entrainment (as has been known for a long time). Conversely, the
entrainment rate is limited by the excess of the flow shear stress over the bed shear strength. For the
granular materials used here, the shear strength can be estimated in terms of the difference between
internal friction angle and slope angle and the bed-normal load. From the experiments without erodible
bed, it should be possible to estimate the bed friction and to check whether the mass and momentum
balances of the flow work out with the estimated entrainment rates. If the flow decelerated less than
estimated, it could mean that the entrainment rate was lower than expected or that the eroded material
is not thoroughly mixed into the flow but remains near the bed with lower velocity. Stronger deceleration
could indicate deep failure of the substrate, i.e., a sudden, very high erosion rate; this could occur in the
case of the Glass substrate since it is only meta-stable and is likely to fail throughout its depth once
disturbed by the flow.

[A4] Thank you for outlining these important considerations. We will evaluate whether the available data
allow us to relate the apparent entrainment rates more explicitly to the mass and momentum balance.
In the revised manuscript, we will take this into account and discuss the possible implications for the
different bed materials, especially the meta-stable Glass substrate.

[C5] It is intriguing that entrainment has a decelerating effect on the flow, yet entraining flows can be
significantly more mobile than non-entraining ones. Perhaps one could shed some light on this with one
or two series of tests without entrainment, using mixtures of quartz and glass, and of quartz and
magnetite. The fraction of glass or magnetite mass could be chosen to roughly correspond to the
entrained mass in the reported experiments. In this way, the effect of the erosion and entrainment
process on the momentum can be separated from the effect of the density and shape differences as
well as the poly-dispersity.

[A5] Thank you for this very interesting suggestion. We agree that such experiments could provide
valuable additional insight, because they would help to separate the effect of the erosion and
entrainment process itself from the effects of density, particle shape, friction, and polydispersity in the
final moving mixture.

We consider this a highly relevant direction for future work. However, adding such experimental series
to the present manuscript would require substantial additional testing, analysis, and discussion, and the
manuscript is already extensive. We therefore decided not to include these additional experiments in
the current study. We have, however, now explicitly incorporated this aspect into our ongoing
experimental program and plan to address it systematically in a dedicated future study, where the
mixture composition, entrained mass fractions, and non-erodible reference cases can be analyzed in
sufficient detail.

| wish the authors success in the revision process and look forward to seeing the revised paper
published.
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