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Abstract. Both the Rb-Sr and K-Ca β-decay isotopic systems can be used to date a range of mica- and feldspar feldspar-group 

minerals and have the potential to unravel cooling and alteration processes in accross a wide range of geological settings. The 10 

development of LA-ICP-MS/MS has enabled direct in-situ analysis of these β-decay geochronometers via chemical separation 

with reactive gases within the mass-spectrometer. As well asIn addition to rapid analysis, the a main advantage of in-situ K–

Ca dating is that the ability to avoid Ca- and Sr-bearing inclusions can be avoided, which are a limiting factor for conventional 

bulk mineral dating via TIMS. Both Sr and Ca are highly reactive with both SF6 and N2O to form M-F, M-O or M-OH reaction 

products. In contrast,, while K and Rb are unreactive non-reactive with either gas, enabling efficient separation of the parent-15 

daughter isotope pairs, 40K–40Ca and 87Rb–87Sr isotope pairs. Additionally, mixing a small amount of H2 with SF6 or N2O 

efficiently eliminates 40Ar based interferences and reduces the background generated by the high ion load in the reaction cell 

when measuring mass/charge ratio (m/z) 40. This study compares the accuracy, precision, and product ion sensitivity between 

of four reaction gas combinations: SF6 only, SF6 plus 2 ml min-1 H2, N2O plus 7 ml min-1 H2, and N2O plus 10 ml min-1 H2, by 

analysing a range of micas and feldspars with previously constrained dates: MDC & Kola phlogopites, Högsbo and Robins 20 

Folly muscovites, G71560 polylithionite, and F-KN and Bohus K-feldspars. Using these gas mixtures, we present coupled  

Rb–Sr and K–Ca dates were obtained from a single ablation spot in low Ca-bearing (5–300 ppm) micas and feldspars, to 

withinwith age uncertainties of 2 and 5 % age uncertainty, respectively. The direct coupling of Rb–Sr and K–Ca dates within 

the same ablation volume allows assessment of isotopic disturbances at high spatial resolution. The gas combination of SF 6 

plus 2 ml min-1 H2 was found to be the most effective for coupled K–Ca and Rb–Sr dating, in generatingproducing the highest 25 

sensitivity of for reacted species and in reducingwhile minimising the background for on reacted 40Ca. Analysis of the FK-N 

feldspar from Madras, India shows the potential for the two isotopic systems to reveal decoupled dates, with the 515 ± 22 Ma 

Rb–Sr date representing the crystallisation of the granite and the 437 ± 38 Ma K–Ca date indicating late-stage hydrothermal 

activity. 
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1 Introduction 30 

Laser ablation inductively coupled mass spectrometry (LA-ICP-MS) is a widely used technique for element and isotopic 

analyses in the earth sciences and has been used for U–Pb geochronology for over 30 years. Recent technological advancements 

have led to the development of ICP-MS/MS systems that utilise a reaction cell between two mass selecting devices. This 

enables selective reactions and chemical separation of isobaric atomic and polyatomic interferences using a range of reactive 

gasses. Coupling this with in-situ sampling by laser ablation has led to an expansion of applications, especially in 35 

geochronology (e.g. Gilbert et al., 2024;Gorojovsky and Alard, 2020;Olierook et al., 2020;Tillberg et al., 2020;Laureijs et al., 

2021a;Rösel and Zack, 2022;Simpson et al., 2023;Glorie et al., 2023;Tamblyn et al., 2022;Brown et al., 2022) . Over the past 

decade, this technology has been applied to the analysis of β-decay geochronometers such as Rb–Sr, K–Ca, Lu–Hf and Re–

Os (Redaa et al., 2021;Simpson et al., 2021;Tamblyn et al., 2024;Hogmalm et al., 2019;Hogmalm et al., 2017;Zack and 

Hogmalm, 2016). In these systems, the parent and daughter isotopes have the same isotopic mass, creating an isobaric 40 

interference., but  These can be effectively separated using a range of reaction gases: N2O, SF6, HN3 or CH4. 

Radiogenic Radioactive 40K decays via branched pathways to 40Ca (β-
 decay, ~ 89%) and 40Ar (electron capture, ~ 11%), 

enabling both K–Ca and K–Ar (39Ar–40Ar) dating (Nägler and Villa, 2000). These decay systems can be used to date high K, 

low common Ca minerals such as biotite, muscovite and K-felspars. Due to similar chemical behaviour and ionic radii, Rb 

readily substitutes for K in these minerals; hence, minerals that are suitable for K–Ca dating are also suitable for Rb–Sr dating. 45 

Micas are readily susceptible to deformation and alteration with reactive fluids. Thus, both isotopic systems can be reset at 

low temperatures through element diffusion, crystal deformation, and dissolution/recrystallisation and have the potential to be 

used to determine cooling dates or to improve the understanding of low temperature diagenetic processes (Fletcher et al., 

1997;Gopalan, 2008). Although closure temperatures in micas are poorly constrained, an apparent closure temperature for 40Ca 

has been calculated at 300 °C (Harrison and Lovera, 2014), compared to 350–550 oC for the Rb-Sr system in micas (Jenkin, 50 

1997;Nebel, 2014).   

In the general mineral formula for micas IM2-3□0-1T4O10A2 (Rieder et al., 1998) Ca will substitute into the high coordination 

(often 12-fold) interlayer I-site along with K, Na and Rb. However, Sr has a preference for the 8-fold M-site (with Mg, Fe, 

Mn, Li etc) but due to its large ionic radii will often be forced in the I-site (Harrison and Lovera, 2014;Tischendorf et al., 

2007;Zhao et al., 2025). While little is known about the thermal diffusivity processes of Sr and Ca in micas (Giletti, 55 

1991;Hammouda and Cherniak, 2000; Cherniak and Dimanov, 2010), the daughter 87Sr will be produced into the 87Rb hosting 

I-site, causing a sheet charge imbalance and crystal defect meaning it will be less strongly bound in the structure compared to 

any common Sr sitting in the M-site. This could lead to isotopic fractionation during thermal resetting due to the differences 

in Sr mobility when hosted in different locations in the mineral structure. Both the common and radiogenic Ca will sit in the 

weakly-bonded interlayer I-site. Although closure temperatures in micas are poorly constrained, an apparent closure 60 

temperature for 40Ca has been proposed at 300 °C (Harrison and Lovera, 2014), compared to 350–550 oC for the Rb-Sr system 

in micas (Jenkin, 1997;Nebel, 2014). 
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Analysis of highly precise Ca isotopes is routine via chemical dissolution and TIMS or MC-ICP-MS analysis for K-Ca dating 

of minerals (Farkaš, 2016;DePaolo, 2004;Antonelli and Simon, 2020), TIMS can also be used to analyse K and Ca isotopes 

for dating minerals (Gopalan, 2008;Heuser et al., 2002). These techniques are able to provide the highest level of analytical 65 

precision.; hHowever, the technique has some limitations: chemical dissolution and column chemistry can be time consuming 

and can easily incorporate common Ca-bearing inclusions within the target mineral,; Ca has low ionisation efficiency by 

TIMS;, and the precision of the 40Ca/44Ca ratios is compromised in high K/Ca minerals due to the low sensitivity of 44Ca. 

Analysis by LA-ICP-MS/MS can overcome some of these limitations via rapid analysis at high spatial resolution and is ideally 

suited to highly radiogenic, low Ca-bearing minerals.   70 

In-situ Rb–Sr and K–Ca dating via LA-ICP-MS/MS was first demonstrated using N2O and SF6 as reaction gasses (Hogmalm 

et al., 2017;Zack and Hogmalm, 2016). Uptake of in-situ Rb–Sr dating via LA-ICP-MS/MS has been rapid since then (Loyola 

et al., 2025;Wang et al., 2022;Subarkah et al., 2022;Liebmann et al., 2022;Jegal et al., 2022;Dauphas et al., 2022;Tillberg et 

al., 2021;Laureijs et al., 2021b;Olierook et al., 2020;Li et al., 2020). This is primarily due to the highly efficient and ‘simple’ 

reaction chemistry of Sr with both N2O and SF6. However, the K–Ca analytical technique is currently underdeveloped and 75 

there are several isotopic and analytical challenges to be overcome for in-situ K–Ca dating. 

The parent 40K is a minor isotope of K (0.012 %), whereas the radiogenic daughter 40Ca is also the most abundant common Ca 

isotope (96.9%). The decay constant for 40K (λβ 4.9548 ± 0.0134 x10-10 per yeara-1 (Renne et al., 2011)) is larger than 87Rb 

(1.3972 ± 0.0045 x10-11 per yeara-1, (Villa et al., 2015)), resulting in a shorter half-life and faster production of the daughter 

40Ca than 87Sr: 1.25 x 1093 Mayears (Marshall, 1998) versus 49.61 x 1093 Mayears (Villa et al., 2015). Despite the faster 80 

radiogenic ingrowth of K–Ca, the low 40K parent isotopic abundance requires ~ 98,000 ug g-1 of K to produce ~ 4 ug g-1 of 

40Ca, compared to ~ 1000 ug g-1 of Rb to produce the same amount of 87Sr over 1 Ga (Zack and Gilbert, 2024). Therefore, the 

radiogenic ingrowth of 40Ca can easily be overshadowed by the presence of common Ca in the mineral of interest or as 

inclusions. This study aims to provide a guide for the limitations of K–Ca dating in terms of the resolvable age versus the 

common Ca content. 85 

In addition, 40Ar (99.6 % abundance) is also present at exceedingly high concentrations from the Ar burning ICP. It has been 

shown that the daughter 40Ca can be efficiently separated from the non-reactive 40K and 40Ar using N2O or SF6 reaction gases 

(Hogmalm et al., 2017). However, the high ion load from 40Ar+ passing through the first quadrupole into the reaction cell, has 

the potential to compromise the analysis and reaction mechanisms. In this study, we investigate the effects of adding H2 as a 

second reaction gas to mitigate the Ar+ via charge transfer reaction (Ar+ + H2 → Ar + H2
+) (Eiden et al., 1996;Craig et al., 90 

2021).  

Conventional isochrons, plotting parent/stable versus daughter/stable isotopic ratios, often have high uncertainty correlations 

with LA-ICP-MS/MS analysis due to poor counting statistics of the lowest sensitivity stable isotopes 44Ca and 86Sr. Plotting 

‘inverse isochrons’ (parent/daughter versus stable/daughter isotope ratios) generally reduces the error correlations with the 

least abundant stable isotope only present on one plot axis, and also improves data visualisation for highly radiogenic samples 95 

(Li and Vermeesch, 2021). 
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The ease of measuring multiple isotopes across the mass range is a distinct advantage for quadrupole LA-ICP-MS/MS analysis. 

This enables the simultaneous measurement of two, or more, isotope systems simultaneously from the same ablation volume. 

This study investigates the accuracy of the combined simultaneous Rb–Sr and K–Ca isotopic measurements of both the Rb–

Sr and K–Ca isotopic systems in the same ablation by LA-ICP-MS/MS in a range of micas and feldspars, and to optimises the 100 

analytical procedure via through comparison of N2O, SF6 and H2 reaction gases. 

2. Sample descriptions 

2.1 Mica group minerals 

The MDC phlogopite was cut from a 10 x 7 x 1.5 cm crystal, sourced from the Bekily region, Madagascar (Redaa et al., 2021). 

It is taken to be the equivalent in geological source and age as the Mica-Mg powdered reference material distributed by the 105 

Centre de Recherches Petrographiques et Geochimiques (CRPG, (Govindaraju, 1979, 1995)). The expected age of 519.4 ± 6.5 

Ma used in this study, is the average reported Rb–Sr, K–Ar and U–Pb age of the region ((Hogmalm et al., 2017) and references 

therein). The initial 87Sr/86Sr ratio of 0.72607 ± 0.00070 was measured from two diopside analyses from the Mica-Mg 

phlogopite sample (Morteani et al., 2013). More recent ID-MC-ICP-MS results from the Mica-Mg powdered samples gives a 

relatively imprecise date of 521 ± 24 from 12 aliquots (Jegal et al., 2022) and 524.9 ± 3.6 from 1 aliquot (Redaa et al., 2022), 110 

indicating some uncertainty in the batch-to-batch reproducibility of the Rb–Sr age from the Mica-Mg powdered sample. 

The Kola phlogopite was sourced from the Kovdor Massif, located on the Kola Penisnsula, Kovdorsky District, Russia. The 

cm-scale phlogopite book was purchased from a mineral dealer and the exact location is unknown. Similar sized phlogopites 

characteristic of the deposit, are formed from high temperature ultrabasic pegmatites within a carbonatite-bearing alkaline-

ultrabasic complex (Amelin and Zaitsev, 2002; Krasnova, 2001). A narrow range of TIMS U-Th-Pb dates have been reported 115 

from the Kovdor Massif by Amelin & and Zaitsev (2002): ca. 378 Ma (baddeleyite, discordant, lower intercept 206Pb/238U/206Pb 

lower intercept), 377.52 ± 0.94 Ma (Zircon 208Pb/232Th), 377.5 ± 3.5 Ma (apatite, 238U/206Pb lower interceptU–Pb isochron) 

and 380.6 ± 2.6 Ma (apatite and calcite, 238U/206Pb lower interceptU–Pb isochron). Baddeleyite dates of 377 ± 4 and 383 ± 3 

have also been reported (Bayanova, 2006). Phlogopites have been dated by conventional Rb–Sr, giving a date of 378.3 ± 1.5 

Ma ((Amelin and Zaitsev, 2002), recalculated using the decay constant of (Villa et al., 2015)) and initial 87Sr/86Sr of 0.70368 120 

± 0.00055. A weighted mean date based on U–Pb and Rb–Sr analyses of 378.1 ± 1.2 was used as the reference age in this 

study (Table 1). 

The Robins Folly muscovite was sourced form undeformed pegmatites in the Hartz Range metaigneous province, Northern 

Territory, Australia, emplaced during the late stages of the Alice Springs Orogeny (450–300 Ma). The sample was collected 

from near the Ruby Mines from the same location as described in (Mortimer et al., 1987), near the Ruby Mines. (Mortimer et 125 

al., 1987) reported a whole rock Rb–Sr date of 320 ± 22 Ma (recalculated using the decay constant of (Villa et al., 2015)) with 

an initial 87Sr/86Sr ratio of 0.7445 ± 0.0028. Additional model muscovite and biotite dates from the same area are reported as 

327–337 Ma and 329 ± 2 Ma respectively (Mortimer et al., 1987), suggesting up to 5 % age variability between samples. 
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The Högsbo muscovite was sampled from the Högsbo pegmatite quarry in Gothenburg, Sweden. The crystallisation age of the 

pegmatite, constrained by a columbite 207Pb/206Pb TIMS date of 1029.7 ± 2.0 Ma (Romer and Smeds, 1996), was used as the 130 

reference in this study, along with an initial 87Sr/86Sr ratio of 0.72000 ± 0.00010 (Hogmalm et al., 2017). In-situ Rb–Sr dates 

have been reported as 1037 ± 11 Ma from the Högsbo nano-powder pellet (Hogmalm et al., 2017), and 1035 ± 7 and 1039 ± 7 

Ma from muscovite crystals (Rösel and Zack, 2022). More recently, an 40Ar–39Ar muscovite date of 1025.2 ± 2.2 Ma, and in-

situ Rb–Sr dates between 1023.0 ± 2.4 Ma and 1024 ± 7 Ma have been reported in (Olierook et al., 2026). Significantly younger 

in situ Rb–Sr dates have also been reported within the same muscovite crystals: 1003 ± 6 Ma (Rösel and Zack, 2022) and 981 135 

± 8 Ma (Olierook et al., 2026), suggesting some alteration of the pegmatites is recorded in the muscovite. 

The G17560 polylithionite was sourced from the South Australian Museum collection from a non-specific location near Itinga, 

Minas Gerais, Brazil. This would place it within the Araçuaí District in the Eastern Brazilian Pegmatite Province. Similar gem-

quality polylithonite specimens have been found in an artisanal mine within the Taquaral pegmatite field. Two different 

pegmatite suites have been identified in this region with zircon U–Pb dates of nearby granite bodies ranging from 520–480 140 

Ma and 530–500 Ma (G5 and G4 supersuites, (Pedrosa-Soares et al., 2011)). There are no published Rb–Sr dates for these 

pegmatites, nor measured 87Sr/86Sr initial ratios. For this study, the initial was assumed to be 0.710 ± 0.015 (assumed for 

enriched magmatic rocks (Rösel and Zack, 2022). The polylithionite contains very high Rb (~ 1.4 wt%) and negligible common 

Sr, making the Sr component highly radiogenic. Hence, the choice of initial Sr ratio has no significant effect on the calculated 

Rb-Sr date. 145 

All micas were sub-sampled from large mica crystals and mounted in epoxy blocks perpendicular to cleavage. Mounting in 

this orientation produces the most consistent spot-to-spot ablation compared to mounting parallel to cleavage (Larson et al., 

2025).  

 

Table 1. Reference ages for minerals used in this study, with additional details in text. 150 

Sample Mineral Age 

(Ma) 

2SE 

(Ma) 

Sr/Sri ~Cac 

ppm* 

~Src 

ppm* 

Reference 

MDC Phlogopite 519.4 6.5 0.72607 5-20<2.8-

40 

55-58 (Hogmalm et al., 2017; 

Morteani et al., 2013; 

Redaa et al., 2021) 

Kola Phlogopite 378 1.5 0.7037 < 2.5-70 1-75 (Amelin and Zaitsev, 2002; 

Bayanova, 2006) 

Robins Folly Muscovite 320 22  < 5-402.8-

110 

2.3-

4.7 

(Mortimer et al., 1987) 
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Högsbo Muscovite 1029.7 2.0 0.72 < 10-50 

0.7-30 

 (Hogmalm et al., 2017; 

Romer and Smeds, 1996) 

FK-N K-feldspar 512 

 

30 0.7093 

+/- 0.005 

~ 300100-

480 

5-110 (Jegal et al., 2022) 

Bohus K-feldspar 920 5 0.711 +/- 

0.005 

~ 35-

440300 

150-

300 

(Eliasson and Schöberg, 1991)  

G17560 Lepidolite 

Polylithionite 

480–

530 

 0.71 +/- 

0.005 

< 101.0-27 0.07-

0.22 

(Pedrosa-Soares et al., 2011)  

* Approximate common Ca and Sr concentrations, this study, measured on 43Ca and 88Sr, respectively (Table S10). 40Ca/44Ca initial 

assumed to be 47.15 ± 0.02 (Russell et al., 1978) 

 

2.2 K-feldspars 

The FK-N K-feldspar is used as an international trace element reference material, distributed by CRPG (Govindaraju, 1984), 155 

sourced from Tamil Nadu Province, India. Feldspar chips from the original source were obtained and mounted for analysis. 

The FK-N powdered sample has been dated by Jegal et. al (2022), giving an Rb-Sr date of 512 ± 30 Ma. Co-genetic pegmatites 

and leucogranites from the region have also been dated giving a Rb-Sr date of 521 ± 9 Ma and initial 87Sr/86Sr ratio of 0.7093 

(Pandey et al., 1993).  

The Bohus K-feldspars were separated from the Bohus granite, located in south-west Sweden. The granite massif compromises 160 

of several granitic intrusions, and has been commercially quarried since the 1840’s. The granite intrudes into the Dal Group 

(1100 to 1050 Ma) at the end of the Sveconorwegian orogeny. It has a Rb-Sr date of 910 ± 35 Ma and an initial Sr ratio of 

0.711, and K–Ar model-ages range from 861 to 680 Ma (Skiöld, 2010). A higher precision zircon U–Pb date of 920 ± 5 Ma is 

regarded as the crystallisation age of the Bohus granite (Eliasson and Schöberg, 1991).  

3. Analytical Methods 165 

3.1 Instrumentation 

Analyses were conducted at Adelaide Microscopy, Adelaide University, using a RESOlution-LR 193 nm excimer laser system 

coupled to an Agilent 8900x ICP-MS/MS. The interface tubing between the laser sample chamber and the ICP torch was 

cleaned prior to each analytical session and was not used for the ablation of high Ca materials (e.g. NIST glasses, 8.15 wt% 

Ca) to minimise the potential for Ca-contamination. A pure SiO2 glass was also ablated at the start of each session to mobilise 170 

any residual, previously ablated aerosol particles in the tubing (Gilbert et al., 2014). A Teflon bulb (~ 20 ml) was used as the 

signal smoothing device rather than a squid, given the latter is difficult to clean and remain Ca free. Carrier gas flow rates were 
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350 ml min-1 He, mixed with 890 ml min-1 Ar, and the addition of 6 ml min-1 N2 to enhance sensitivity. The laser parameters 

for all sessions were: 3.5 J cm-2 fluence, 5 Hz repetition rate, and 100 µm spot size. All instrument parameters, including ICP-

MS/MS lens tuning, are provided in Table S1. 175 

A range of reaction gas mixtures and flow rates were tested based on the previously published reaction products of Sr and Ca 

(Hogmalm et al., 2017;Redaa et al., 2021). The aim was to determine the optimal gas flow rates in terms of reaction product 

ion sensitivity, and the signal to background ratio for 40+XCa (where X represents the mass shift of the product ions, see reaction 

gas optimisation section below). The four gas combinations selected for detailed testing were: SF6 only (0.77 ml min-1, 40%), 

SF6 and H2 mix (0.57 ml min-1, 30% and 2 ml min-1, respectively), and N2O and H2 mixed in two different proportions: 0.16 180 

ml min-1 N2O, 15% and 7 ml min-1 H2; and 0.16 ml min-1 N2O, 15% and 10 ml min-1 H2. These setting are referred to as SF6 

only, SF6 + H2, N2O + low H2 and N2O + high H2, from here on. Reaction gas combinationUsing of N2O as the reaction gas 

without H2 was not tested in detail due to the significant production of 40Ar16O interferencewhich causes an interference with 

the target 40Ca16O reaction product. When H2 is added, Ar is neutralised via a charge transfer reaction (Eiden et al., 1996). In 

our experiments, no Ar reaction products were detected (measured as 36+XAr), indicating the charge transfer reaction is 185 

thermodynamically favourable in the reaction cell. Both SF6 and N2O gases were introduced into the reaction cell using the 

third mass flow controller (MFC3), N2O as 99.999 % purity, and SF6 as a mixture of 10% SF6 in He (referred to as SF6 

throughout). The 99.999 % purity H2 was introduced via a separate, dedicated MFC. 

3.2 Reaction products  

To determine the most abundant rection products for Ca and Sr, product ion scans (PIS) were conducted. The first quadrupole 190 

(Q1) was set to a mass-to-charge ratio (m/z) of 44 or 88, respectively, and Q2 scanned across the mass range with mass shifts 

of 0 to 150 amu. When using SF6, both with and without the addition of H2, the predominant reaction products were CaF and 

SrF (+19 amu mass shift; Fig. 1a). For reactions with N2O plus H2, hydroxide (OH) product ions were most abundant (+17 

amu mass shift; Fig. 1b). Thus, based on the PIS results, the highest abundant reaction products of Ca19F, Sr19F, Ca17OH and 

Sr17OH were used in further analysis. For both Ca and Sr, measurable amounts of hydrides and oxides were also present. For 195 

Ca, heavier Ca(H2O)OH and Ca(H2O)F were also detected. These H2O bearing reaction products may have be caused by a 

contaminant (e.g. air or moisture) in the H2 gas lines, as these occurred without the deliberate addition of oxygen i.e. with SF6. 

Additional gas line flushing is recommended to reduce the production of these molecules. 

For SF6, the PIS also showed the SFx breakdown products at masses 51, 70, 89, 108 and 127 amu (Fig. 1). These reaction 

products occur across 3 masses in each experiment, reflecting the isotopic proportions of S. As these product ions are created 200 

within the reaction cell from the breakdown of the SF6 reaction gas itself, their occurrence is independent of the ions that 

passes through Q1 into the reaction cell. For example, the SF6 reaction products were also measurable at the same rates when 

Q1 was set to 3 amu, meaning that no ions were entering the reaction cell.  For K-Ca and Rb-Sr isotopic analysis, these products 

do not affect the measurements;, however, they can have implications for the range of trace elements monitored in the same 

analysis; e.g. 51V, 53Cr, 89Y, and 90Zr will all have elevated backgrounds when SF6 is used as reaction gas. 205 
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The isotopes measured with dwell times (ms) in brackets, were: 27Al (5), 36+XAr (20), 39K (10), 39+XK (20), 40+XCa (50), 42+XCa 

(50), 43+XCa (50), 44+XCa (100), 85Rb (20), 86+XSr (50), and 87+XSr (50). For the reacted isotopes X represents a mass shift of 

either 19 (e.g. 40Ca19F) when using SF6 reaction gas and or 17 (e.g. 40Ca17OH) when using the N2O and H2 mixture. The 

presence of unreacted 40Ca and 87Sr prevents the direct measurement of the parent isotopes, so 39K and 85Rb were measured as 

proxies for 40K and 87Rb respectively and calculated assuming natural isotopic abundance (Hogmalm et al., 2017;Redaa et al., 210 

2021).  

 

 

 

 215 

Figure 1. Product ion scans for 44Ca (a) and 88Sr (b) using SF6 + H2 and N2O + H2 reaction gases, measured on NIST SRM 610 glass 

and plotted to show reaction products greater than 100 cps only. Major reaction product ions that were chosen for Sr and Ca analysis 

in further experiments are highlighted in bold. Circled in orange are the SF6 gas breakdown products (SFx). 

3.3 Analysis of mass 40 and reaction gas optimisation 

Measurement of 40Ca, the major Ca isotope (96.9% abundance), is complicated by the presence of the major isotope of Ar 220 

(99.6 % abundance), as well as the parent 40K. Since 40Ar+ is the most abundant ion produced in the Ar burning ICP, the total 

number of ions passing through Q1 (set at 40 amu) and entering the reaction cell is very large, greater than the maximum 

detectable 8 x 1010 cps. The total ion load is thus likely to significantly exceed the maximum capacity of the reaction cell in 

terms of ensuring efficient and controlled reactions. 

(a) 

(b) 

Formatted: Normal
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Product ion scans were recorded at m/z 40, both in the gas background (40Ar) and while ablating NIST SRM 610 glass (40Ar 225 

and 40Ca). Figure 2 illustrates the additional complexity of measuring 40Ca compared to the measurement of 44Ca. There are 

four major observations of note. Firstly, the enhancement of the reaction gas breakdown product ions e.g. 106 cps for SF+ when 

Q1 = 40 (Fig. 2), compared to 2000 cps at Q1 = 44 (Fig. 1a).  

Secondly, the detection of N2O product ions, such as N2O-N2O+ and N2OH-N2O+ , were detected on m/z 62 and 63 but, which  

were not detected at other Q1 masses (Fig. 1). This is likely due to the high density of Ar+, reacting with and breaking down 230 

the reaction gasses. Thirdly, N2O and SF6 can attenuate the Ar+ ions via charge transfer reactions, although not as less 

effectively as the addition ofthan H2. The on-mass 40 amu measurement is stillremains significant for reactions without H2 (c. 

106 cps with SF6 and c. 108 cps with N2O; Fig. 2);, however, this is lower compared to when no reaction gasses are used (above 

the maximum 8 x 1010 cps). As predicted, the addition of H2 to both SF6 and N2O reduced the detectable 40 amu to < 1000 cps. 

Fourthly, a high gas background was observed on all Q2 masses when Q1 was set to 40 amu, indicated with the dashed line in 235 

Figure 2. The addition of H2 to SF6 has had little effect on this background (red and orange lines Fig. 2), whereas the addition 

of H2its addition to N2O significantly reduced the background (light and dark blue lines Fig. 2). Therefore, this effectthe high 

background is likely to be caused by the presence of Ar+ ions, as opposed to the reactive H+ ions generated from the Ar-H2 

charge transfer reaction. This background can be significant at the CaF and CaOH reaction product masses, 57 and 59 amu 

(highest values > 104 cps in the example below), and subsequent testing detailed below aimed to optimise the reaction gas flow 240 

rates to minimise this background. Ultimately, sensitivity is a function of signal to background ratio, thus background signals 

need to be carefully monitored prior to analysis. 

 

 

Figure 2. Gas background product ion scans (no sample ablation) with Q1 = 40 amu using four different reaction gas mixtures: N2O 245 
only (light blue), N2O + H2 (dark blue), SF6 only (orange) and SF6 + H2 (red). The labelled high cps peaks represent the breakdown 

of the reaction gases themselves, and where Ca reaction products of interest would be measured at m/z 57 and 59. 

The reaction gas flow rates and proportions between the gases (SF6, N2O and H2) were systematically varied to determine their 

effect on 40+XCa reaction products. Count rates on m/z = 57 (Q1 = 40, Q2 = 57) and 59 (Q1 = 40, Q2 = 59) were measured, in 
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the gas background and when ablating NIST610 to produce CaOH and CaF reaction products. The signal to background ratios 250 

were compared to determine the optimal flow rates for each reaction gas (Fig. 3). 

As the SF6 flow rate was increased from an initial rate of 20 % (0.38 ml min-1), the sensitivity of CaF increased to a plateau at 

30% for SF6 + H2 (0.57 ml min-1 SF6, 2 ml min-1 H2) and 40 % for SF6 only (0.77 ml min-1), while the background decreased 

slightly or was stable (Fig. 3). These sensitivity plateaus occur at the flow rates that give the maximum reaction efficiency. 

Higher gas flow rates eventually attenuate the signal due to increased collisions in the cell. While the addition of SF6 only can 255 

resolve the Ar interference on 40Ca (no 40ArF reaction), the SF6 + H2 mixture results in slightly higher sensitivity for 40Ca19F 

and, more importantly, a significantly lower background (signal to background ratio increases from 3650 to 5770, Fig. 3).  

Signal and background data was collected for a range of N2O flow rates, from 0.16 to 0.32 ml min-1 (15–30 %) using 7 ml min-

1 H2 (Fig. 4a). The sensitivity dropped with increasing N2O flow rate, lowering oresulting in a lowerf the signal to background 

ratio. The same relationship was observed when using higher H2 flow rates (e.g. 10 ml min-1). Figure 4b presents cps data 260 

using 0.16 ml min-1 N2O (15 %) and varying the H2 flow from 5–10 ml min-1 (with 10 ml min-1 being the highest flow rate 

achievable on the mass-flow controller). Signal sensitivity and background both decreased with increasing H2 gas flow, 

however, the highest signal to background ratio was achieved using a maximum of 10 ml min-1 H2. The higher H2 gas flow 

rates not only effect the 40Ca sensitivity, but they also effect the sensitivity of the minor 44Ca, where higher sensitivity is 

beneficial to improve overall uncertainty of the measured ratios. These two conditions of 0.16 ml min-1 N2O and 7 ml min-1 265 

H2 (N2O + low H2), and 0.16 ml min-1 N2O and 10 ml min-1 H2 (N2O + high H2), were used for further testing of mineral 

samples. The 7 ml min-1 H2 flow rate is a compromise in signal to background ratios, while maintaining higher signal 

sensitivity.  

 

 270 
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Figure 3. Signal (SG) and background (BG) cps at m/z 59 (CaF) for the optimisation of SF6 gas flow rate. Units in % of total flow of 

the mass flow controller, where 30 % is a flow of 0.57 ml min-1 and 40 % is 0.77 ml min-1. Experiment 1 (blue symbols) is SF6 gas 

only and experiment 2 (green symbols) is SF6 with 2 ml min-1 H2. 

 

  275 

Figure 4. Signal (SG) and background (BG) cps at m/z 57 (CaOH) for the optimisation of N2O and H2 gas flow rates. (a) Using 15 % 

N2O (0.16 ml min-1) and varying the H2 flow from 5-10 ml min-1. (b) Using 7 ml min-1 H2 and varying the N2O flow from 15-30 % 

(0.16 to 0.32 ml min-1).  

3.4 Calibration strategies 

Isotopic ratios were calibrated using a glass reference material, manufactured at the Institute for Photonics and Advanced 280 

Sensing, Adelaide University. The glasses were made from major components of SiO2-Na2O-(BaO)-MgO matrix, doped with 

known quantities of K, Ca, Sr and Rb (referred to as SNBM-1 and SNM-1). The raw materials were ball-milled for 1 hour to 

achieve thorough mixing and then loaded into a platinum crucible. The batch materials were melted at 1500  °C for 2 hours and 

cast into a brass mould. On the following day, the sample was annealed at 520 °C for 2 hours to relieve internal stress. To 

improve the homogeneity of the glass, the initial glass was powdered and re-melted at 1500 °C for 2 hours, followed by the 285 

same casting and annealing steps as before. 

The synthetic glasses were used in preference to the more commonly used, high-Ca glasses: NIST SRM 610 (8.15 wt% Ca) 

and BCR-2G (5.05 wt% Ca), to avoid Ca contamination from remobilisation of previously ablated material in the interface 

tubing (i.e. false signal). The manufactured glasses also enabled customisation of the K, Rb, Sr and Ca concentrations to match 

the electron multiplier detector modes (pulse or analog counting) between reference materials and samples. 290 

Initial testing used the SNBM-01 glass with a SiO2-Na2O-BaO-MgO matrix doped with 2000 ppm K and Rb, and 500 ppm Ca 

and Sr (data Tables S3, S4, S6 and S8). However, ablating this glass with our standard 100 µm spot size and / 5 Hz repetition 

rate laser settings resulted in 40+XCa being measured in analog mode, while the samples were all in pulse mode. Note that 
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44+XCa is was always measured in pulse mode, given because the natural abundance ratio between 44Ca and 40Ca is c. 47:1. 

Reducing the laser beam size or repetition rate to lower the 40+XCa signal into pulse mode caused an unfavourable reduction in 295 

precision of the ratios for the mineral samples due to lower sensitivity of the minor 44+XCa isotope. The MDC phlogopite (519 

± 6.5 Ma, 87Sr/86Sri 0.72607 (Hogmalm et al., 2017;Morteani et al., 2013;Redaa et al., 2021) was used as the mineral-matched 

reference material to correct for matrix-dependent mass bias on 87Rb/87Sr and 40K/40Ca (Glorie et al., 2024a) via Equations 1 

and 2, respectively. 

(
𝑅𝑏87

𝑆𝑟87 )
𝐶𝑜𝑟𝑟𝑒𝑐𝑡𝑒𝑑 

=  (
𝑅𝑏87

𝑆𝑟87 )
𝑀 

×  
((𝑒𝜆 𝑇𝑀) − 1)

((𝑒𝜆 𝑇𝑅) − 1)
     Equation 1 300 

(
𝐾40

𝐶𝑎40 )
𝐶𝑜𝑟𝑟𝑒𝑐𝑡𝑒𝑑 

=  (
𝐾40

𝐶𝑎40 )
𝑀 

×  
((𝑒𝜆 𝑇𝑀) − 1)

((𝑒𝜆 𝑇𝑅) − 1)
     Equation 2 

Where subscript M denoted the measured isotopic ratio of the sample corrected to SNBM-1 glass, TR is the reference age of 

MDC and TM is the raw measured date (Ma) calculated from the inverse isochron of the ratios corrected to SNBM-1 glass. 

Decay constants (λ) of 1.3972 x10-5 and 5.5305 x 10-4 were used for the Rb-Sr and K-Ca systems, respectively (Renne et al., 

2011; Villa et al., 2015)). The correction to the matrix matched age reference material (MDC) was calculated in Excel. 305 

The, where the 40+XCa signal was collected in pulse mode in MDC however, compared to analog in the SNBM-1 glass. As the 

40+XCa in all other samples were also measured in pulse mode, correcting the 40K/40Ca ratios to MDC also incorporated a pulse-

analog component to the correction. The pulse and analog detector modes have been observed to drift relative to each other in 

some Rb-Sr sessions (Glorie et al., 2024a). To assess this, the SNBM-1 glass (analog) and MDC phlogotite (pulse) were both 

measured every 20-30 analyses throughout each analytical session. After correction to the SNBM-1 glass, no residual time-310 

dependent drift was apparent in the MDC isochrons (see Sup Material data tables).This two-step correction follows the method 

outlined in (Glorie et al., 2024a).  

The Kola phlogopite was used to calculate a P-Apulse-analog correction for 44Ca/40Ca 40Ca using the offset between the 

calculated, unanchored 44Ca/40Ca intercept and the expected ratio of 47.15 ± 0.02 (Russell et al., 1978). Kola was used in 

preference to MDC for the P-Apulse-analog correction for 44Ca/40Ca as it produced gave higher variability in 44Ca/40Ca ratios 315 

between analyses, leading to more robust isochron regression and calculated initial 44Ca/40Ca ratio. . For the initial method 

validation, theThe P-A pulse-analog correction was robust enough for comparative testing to optimise the reaction gas flows;, 

however, it is not recommended as a routine protocol due to differences in mass-bias drift between pulse and analog modes 

(Glorie et al., 2024b).  

A second glass, SNM-01, was made to address the pulse-analog issues identified in the initial testing. It hadwith a SiO2 -Na2O-320 

MgO matrix and doped with 2000 ppm K, 1000 ppm Rb, 100 ppm Ca and 500 ppm Sr. These concentrations were chosen such 

that 39K and 85Rb were measured in analog detector mode and 40+XCa and 87+XSr were measured in pulse mode at 100 µm spot 

size. This second glass better matched the detector mode in the samples to avoid the need for additional pulse-analog correction 

and is recommended for all future analyses. Analyses of the micas were repeated with the two most promising reaction gas 

mixtures (SF6 + H2 and N2O + low H2, data Tables S5 and S7) using the SNM-1 glass to validate the initial data sets without 325 

Formatted: Subscript
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requiring an additional pulse-analog correction. The reference values used for normalisation of the measured isotopic ratios 

for both glasses were calculated from the nominal concentrations, assuming natural isotopic abundances and molar proportions.   

The synthetic glasses were used to correct for instrument drift, down-hole fractionation and matrix independent mass-bias 

using the LADR data processing software (Norris and Danyushevsky, 2018). The reference values used for normalisation of 

the measured isotopic ratios for both glasses were calculated from the nominal concentrations, assuming natural isotopic 330 

abundances and molar proportions. The correction to the matrix matched age reference material (MDC) was calculated in 

Excel.  

All uncertainties are reported at the 95 % confidence interval. The individual measurement uncertainties include the excess 

scatter of the ratios measured in the glass reference material as calculated in LADR. The MDC age correction factor was 

applied to the measured 87Rb/87Sr and 40K/40Ca ratios, and the calculated MDC age uncertainty (typically ~ 2 % for K-Ca and 335 

~ 1 % for Rb-Sr) was propagated onto the uncertainty of the sample isochron dates. The long-term reproducibility of Rb-Sr 

dates at the Adelaide Microscopy isotope facility is ~1.5 %, which is similar to 1.6 % reported in (Olierook et al., 2026), and 

1.4 % in (Rösel and Zack, 2022). This additional systematic uncertainty was propagated onto the final dates: 1.5 % for Rb-Sr 

and a more conservative 2 % for K-Ca as a realistic estimate, in the absence of long-term data. 

Either the SNBM-1 or SNB-01 glass was used as the primary refence material for 44Ca/40Ca and 86Sr/87Sr ratios without further 340 

correction, as isotopic ratios of the same element are not subject to matrix-dependent fractionation  (Redaa et al., 

2021;Gorojovsky and Alard, 2020) and all Sr isotope measurements were in pulse detector mode.  

 

3.5 Data treatment 

The low-Ca glasses (SNBM-1 and SNM-1) were used in preference to high-Ca NIST610, to minimise the potential for carry 345 

over of Ca between reference glasses and samples. However, contamination was still seen in some ablation signals either from 

the remobilisation of previously ablated material (predominantly affecting the lower sensitivity isotope 44Ca) or surface 

contamination on the samples (predominantly affecting 40Ca, the most abundant common Ca isotope). This was especially 

apparent in low-Ca micas and for the initial data sets. To remove surface contamination, the samples were repolished and 

cleaned using distilled water, and 5-10 pre-ablation shots were used to clean the surface prior to sample ablation. During data 350 

processing signals were cropped where possible to avoid Ca spikes and surface contamination. Outlier analyses with high 44Ca 

giving a young age bias, were excluded from the isochrons. These contamination issues were most prevalent in the initial data 

sets (Tables S4 and S6) and minimised in the later after sample cleaning (Tables S5 and S7). Example ablation signals are 

provided in Supplementary Figures. 

A relatively long counting time was used for the low abundance 44Ca, to reduce the impact of high uncertainty at low count 355 

rates (cps): 100 ms, where the minimum detectable 1 count equates to 10 cps. The signals were also cropped during data 

processing to avoid any zeros in the 44Ca signals to ensure accurate uncertainty calculations. Average background subtracted 

signal sensitivities (cps) are provided in Supplementary Data tables. 
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All data were plotted as inverse isochrons (plotting parent/daughter versus stable/daughter isotope ratios) to minimise 

uncertainty correlations and improve data visualisation (Li and Vermeesch, 2021), using isoplotR (Vermeesch, 2018). The 360 

87Sr/86Sr initial ratios used for plotting sample isochrons were either obtained from the literature when known (Table 1) or an 

assumed value based on the recommendations by (Rösel and Zack, 2022). A 40Ca/44Ca initial value of 47.15 ± 0.02 was used 

for plotting all K-Ca isochrons, as the range of naturally occurring Ca isotopic ratios can be considered invariant within the 

uncertainty of the LA-ICP-MS/MS measurements (Russell et al., 1978). This is a significant benefit of the K-Ca method 

because it, which allows direct calculation of dates for every analysis without a need to assume initial ratios. 365 

4 Results & Discussion 

4.1 Down Hole Fractionation 

Both Rb/Sr and K/Ca isotope ratio pairs have contrasting element volatilities with Rb and K being the more volatile (Jackson, 

2008). Hence, down-hole fractionation (DHF) between the elements during ablation is likely and has been described elsewhere 

for Rb-/Sr (Gorojovsky and Alard, 2020;Redaa et al., 2021;Glorie et al., 2024a). The DHF effects were minimised in this study 370 

by using a relatively large laser spot size (100 µm) and 5 Hz repetition rate to reduce the depth to diameter ratio of the crater. 

Nevertheless, DHF was still observed for both isotope pairs (Fig 5).  

For Rb/Sr there is very little difference in DHF between the materials after the first 10 s of ablation, with the exception of 

Bohus feldspar which shows a more variable average signal curve during the ablation (Fig 5a, Table S9) (Lloyd et al., 2024). 

The relative differences between materials are more pronounced for K/Ca ratios, especially during the first 10 s of ablation 375 

(Fig 5b), with up to 10 % DHF, compared to 5 % for Rb/Sr. The SNM glass, MDC, G17560 and Kola micas all have relatively 

flat K/Ca ratios which is likely to be representative of laser induced DHF. The more variable profiles are primarily due toreflect 

variations in common Ca, rather than andifferences in ablation effectbehaviour. This was most pronounced for feldspar, where 

the fewest number of signals were averaged due to naturally heterogeneous common Ca within the ablation volume of the 

feldspars, producing more variable average K/Ca. The main outlier is Högsbo, for which the steeper curve is attributed to 380 

minor common Ca contamination on the surface, which potentially penetrated along cleaves into the subsurface. Despite 7 

shots pre-ablation shots, the common Ca signal was predominantly higher highest at the start of the each signals ablation before 

decaying to a stable level. When pre-ablation shots were recorded, the Ca signal was significantly higher than during the main 

ablation, compared to major elements which had similar sensitivity, indicating surface contamination of Ca. For both causes 

of variable common Ca, the most stable part of the signal was selected to calculate dates, although the whole signals are used 385 

to generate the ratio curves in Figure 5. Typically, the first 10 s of ablation was not included in the signal selection to avoid 

common Ca contamination and to minimise DHF differences between matrices (see Supplementary Figures). 

The SNM-01 glass was used to correct for DHF in the other materials. The average curve for SNM-01 is slightly flatter 

compared to the micas (Fig. 5), which is likely to under-correct the minerals. However, no residual slope was observed on 

individual analysis ratios for the minerals within the noise of the signals, and any residual bias is assumed to be corrected as a 390 
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component of the matrix-match mineral age correction (to MDC phlogopite). In the current absence of data processing software 

which can use isochronous mineral-matched reference materials to correct DHF directly, the assumption thatsuitability of 

SNM-01 is a suitable material foras a DHF correction material is tested evaluated in this study with the calculated mineral 

dates presented below. Differences in ablation characteristics between minerals (especially between the MDC mineral-matched 

reference material and K-feldspars) Matrix effects may are likely to become more apparent at smaller spot sizes due to 395 

increased differences in DHF curves between matrices. , and as the technique improves and signal uncertainties are reduced. 

 

 

Figure 5. Down hole fractionation curves for (a) 85Rb/87Sr and (b) 39K/40Ca ratios in the SNM-1 glass, micas and feldspars, starting 

5 seconds after the start of ablation (signal has stabilised by this time). Each line represents an average of between 10-30 individual 400 
signals, excluding those displaying the most variable common Ca signals. Contributing individual signals are centred to a value of 

1.0 so that the effects of mass bias and drift are removed as per Lloyd et al. (2025).  Shaded regions are the model uncertainties at 

95% confidence intervals; however, they are typically less than the width of the plotted lines at this scale.  Note the y-axis scales in 

(a) and (b) are different to exaggerate the curves to and aid visual interpretation. Polylithionite (pln), phlogopite (phl), muscovite 

(msc), K-feldspar (ksp). 405 
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4.2 K–Ca and Rb–Sr dates of micas and feldspar 

4.2.1 Reaction gas optimisation – micas 

The MDC phlogopite was used as the matrix-matched reference material for all other samples analysed. Typical isochrons are 

shown in Figure 6 for K-Ca and Rb-Sr (see Appendices 3a-fSupplementary Tables S3-8 for isochrons for all gas mixtures). 410 

There was a much larger spread in 40K44Ca/40Ca ratios compared to 87Rb86Sr/87Sr, despite the data points being collected from 

the same ablation volumess. The bimodal distribution of the 40K/40Ca ratios correlates with location on the MDC crystal. It 

reflects common-Ca heterogeneity within the mica, while the common-Sr is relatively homogeneous (Table 1). This was 

observed in most of the minerals analysed. It suggestsTherefore, the natural variation in the minor common 44Ca and 86Sr are 

is poorly correlated in this phlogopite further which suggestsing that they can substitute differently into the mica structure in 415 

contrast to Rb which readily substitutes for K in the I-site. (I- versus M-sitesIn the general mineral formula for micas IM2-3□0-

1T4O10A2 (Rieder et al., 1998)) Ca will substitute into the high coordination (often 12-fold) interlayer I-site along with K, Na 

and Rb. However, Sr has a preference for the 8-fold M-site (with Mg, Fe, Mn, Li etc) but due to its large ionic radius will often 

be forced in the I-site (Harrison and Lovera, 2014;Tischendorf et al., 2007;Zhao et al., 2025)., in contrast to Rb which readily 

substitutes for K in the I-site. The MDC signals with the highest 44Ca/40Ca ratios had stable signals throughout the ablation, 420 

indicating 44Ca is most likely incorporated within the mineral structure, rather than being a product from Ca-bearing mineral 

micro-inclusions. If Ca and Sr can be hosted differently in the mineral structure, this supports the theory that Ca and Sr can 

diffuse and be reset under different conditions, leading to potential de-coupling between the Rb–Sr and K–Ca apparent dates 

(Fletcher et al., 1997). 

 425 

 

      

 

  

Age = 519.4 ± 6.3 (n=31)  
(40Ca/44Ca)0 = 47.15 ± 0.02 

MSWD = 1.2 

Age = 519.4 ± 5.1 (n=31)  
(87Sr/86Sr)0 = 0.7261 ± 0.0002 

MSWD = 0.51 

(a) (b) 
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Figure 6. Representative K-Ca (a) and Rb-Sr (b) isochrons for MDC using SF6 + H2 reaction gasses. Dates are matrix-offset corrected 

to MDC itself; thus, they are equivalent to the reference age. Date uncertainties are analytical only, and this was propagated onto 

the date uncertainties of the other samples.  430 

 

Robins Folly biotite and Högsbo muscovite give accurate dates within uncertainty for both Rb–Sr and K–Ca using three 

different reaction gas mixtures (Fig 7, Table S2). The exception is N2O + high H2, which gave a K–Ca date for Robins Folly 

that is > 5 % too old. The agreement between the K–Ca and Rb–Sr dates for these micas demonstrates that phlogopite (MDC) 

is a suitable matrix matched reference material for muscovite, within the uncertainty of the technique. It further demonstrates 435 

that the choice of reaction gas, SF6 or N2O, has little effect on the accuracy. The least consistency between isotope systems 

was obtained when using a N2O + high H2 flow. The highest sensitivity and highest signal to background ratio was achieved 

for reacted 40Ca with SF6 + H2 (Fig 3, Fig 8). The highest Sr sensitivity was achieved using either SF6
 + H2 and N2O + low H2. 

Using SF6 only, or too high H2 flow rate with N2O, results in significantly lower sensitivity. The enhanced sensitivity with SF6 

+ H2 is considered advantageous for producing the best theoretical precision of individual isotope ratio measurements due to 440 

improved counting statistics on the lowest abundance isotope 44Ca.  
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Age = 333.9 ± 5.5 | 8.5 (n=31)  
(40Ca/44Ca)0 = 47.15 ± 0.02 

MSWD = 0.63 

Age = 1043.2 ± 9.7 | 23 (n=33)  
(40Ca/44Ca)0 = 47.15 ± 0.02 

MSWD = 0.28 

Age = 319.3 ± 2.6 | 6.3 (n=31)  
(87Sr/86Sr)0 = 0.7445 ± 0.0002 

MSWD = 0.47 

Age = 1031.0 ± 7.7 | 20 (n=33)  
(87Sr/86Sr)0 = 0.703 ± 0.002 

MSWD = 0.41 

(a) (b) 

(c) (d) 

(e) (f) 
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Figure 7. (a and b) Comparison in calculated K-Ca and Rb-Sr dates between the four reaction gas experiments for Robins Folly and 

Högsbo muscovites. Uncertainty bars represent 2SE propagated uncertainties. The solid horizontal line represents expected age, 445 
long and short dashed horizontal lines are ± 2 and 5 % of expected age, respectively. Indicative K–Ca (c & d) and Rb–Sr (e & f) 

isochrons using SF6 + H2 reaction gas, with matrix matched age correction to MDC phlogopite. Analytical and total systematic age 

uncertainties are both reported with the isochrons (x | y). 

 

 450 

Figure 8. Sensitivity of 40Ca19F or 40Ca17OH, and 88Sr19F or 88Sr 17OH, measured on SNMB-1 glass, plotted relative to the SF6 + H2
 

reaction gas mixture.       

 

The Rb–Sr dates for Kola are slightly older than expected, but within 3 % when using SF6 with or without H2 (Fig 9a). However, 

the K-Ca ages for Kola, corrected to MDC, are highly variable with poor reproducibility between repeat sessions with both 455 

SF6 and N2O reaction gases, and apparent dates tending up to ca. 6 % older than Rb-Sr dates (Fig 9a). Likewise, G17560 K-

Ca dates also show poor reproducibility (Fig 10a), but with almost identical relative offsets as Kola. When G17560 is corrected 

against Kola, rather than MDC (Fig 10b), the measured K-Ca dates are consistent within uncertainty for all reaction gas 

combinations tested, and K-Ca dates are slightly younger than the Rb-Sr dates. These two micas have the lowest common Ca 

of the micas analysed (< 5 ppm), suggesting a potential bias or interference effecting the low abundance 44Ca. Increasing the 460 

dwell time further for 44Ca for future analyses may help to improve counting statistics and bias at low levels. This suggest that 

matching the Ca concentration between the matrix matrix-matched correction material and the samples is important for low 

Ca micas. 
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 465 

Figure 9. (a) Comparison in calculated K–Ca and Rb–Sr dates between the four reaction gas experiments for Kola phlogopite. 

Uncertainty bars represent 2SE propagated uncertainties. Solid horizontal line represents expected age, long and short dashed 

horizontal lines are ± 2 and 5 % of expected age, respectively. Indicative K–Ca (b) and Rb–Sr (c) isochrons using SF6 + H2 reaction 

gas, with matrix matched age correction to MDC phlogopite. Analytical and total systematic age uncertainties are reported with the 

isochrons (x | y). 470 

   

 

 

          

   

Age = 415.1 ± 4.3 | 9.2 (n=31)  
(40Ca/44Ca)0 = 47.15 ± 0.02 

MSWD = 0.56 

Age = 390.3 ± 4.2 | 8.1 (n=31)  
(87Sr/86Sr)0 = 0.703 ± 0.0002 

MSWD = 0.52 

(a) 

(b) 

(c) 
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Figure 10. (a & b) Comparison in calculated K–Ca and Rb–Sr dates between the four reaction gas experiments for G17560 475 
polylithionite normalised to MDC (a) and Kola (b). Uncertainty bars represent 2SE propagated uncertainties. Dashed horizontal 

lines indicate the expected age range from the region. Indicative K–Ca (c) and Rb–Sr (d) isochrons using SF6 + H2 reaction gas, with 

matrix matched age correction to Kola phlogopite. Analytical and total systematic age uncertainties are reported with the isochrons 

(x | y). 

 

      

        

Age = 492.5 ± 4.7 | 10.3 (n=30)  
(40Ca/44Ca)0 = 47.02 ± 0.2 

MSWD = 0.44 

Age = 502.3 ± 5.1 | 10.9 (n=30)  
(87Sr/86Sr)0 = 0.710 ± 0.002 

MSWD = 0.34 

(b) 

(c) 

(d) 

(a) 
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4.2.2 Feldspars 480 

 
 

  

         

          

Age = 921 ± 35 | 39 (n=29)  
(40Ca/44Ca)0 = 47.15 ± 0.02 

MSWD = 0.83 

Age = 437 ± 38 | 39 (n=24)  
(40Ca/44Ca)0 = 47.15 ± 0.02 

MSWD = 0.95 

Age = 924 ± 66 | 68 (n=29)  
(87Sr/86Sr)0 = 0.717 ± 0.008 

MSWD = 0.64 

Age = 515 ± 22 | 24 (n=32)  
(87Sr/86Sr)0 = 0.720 ± 0.007 

MSWD = 1.3 

(a) (b) 

(c) (d) 

(e) (f) 
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Figure 11. (a & b) Comparison in calculated K–Ca and Rb–Sr dates between the SF6 + H2 and N2O + low H2 reaction gas experiments 

for Bohus and FK-N feldspars. Uncertainty bars represent 2SE propagated uncertainties. Solid horizontal line represents expected 

age, dashed horizontal lines are ± 5 % of expected age. Indicative K–Ca (c & d) and Rb–Sr (e & f) isochrons using SF6 + H2 reaction 

gas, with matrix matched age correction to MDC phlogopite. Analytical and total systematic age uncertainties are reported with the 485 
isochrons (x | y). 

The Bohus and FK-N feldspars were analysed using SF6 + H2 and N2O + low H2 reaction gas mixtures (Fig. 11). The MDC- 

corrected Rb–Sr and K–Ca dates are accurate within uncertainty for Bohus feldspar (921 ± 35 Ma and 924 ± 66 Ma, 

respectively using SF6 + H2), indicating no significant matrix bias between mica and felspars under the laser conditions used. 

In contrast, the K–Ca dates for FK-N were systematically younger than the Rb–Sr dates despite the large uncertainties (437 ± 490 

38 Ma and 515 ± 22 Ma, respectively using SF6 + H2), indicating decoupling between the isotope systems. This younger K–

Ca date could represent hydrothermal events recorded in the region (458–422 Ma, rutile U-Pb ages (Amal Dev and Tomson, 

2024)) while the Rb-Sr date can be interpreted as a cooling age after the original emplacement of the granites during the late 

stages of the Pan African Orogeny (870–550 Ma, (Kröner and Stern, 2005)). 

For both feldspars, the K–Ca date uncertainties are generally larger than the corresponding Rb–Sr date, due to the K–Ca system 495 

being less radiogenic (Fig. 11). Compared to the micas analysed, the feldspars are also significantly less radiogenic for both 

K–Ca and Rb–Sr. Multiple grains of FK-N and Bohus were mounted and tested for Ca concentration prior to analysis, and the 

lowest Ca grain was used for K-Ca measurements. These feldspars were selected due to their relatively low common Ca content 

(~ 300 ppm). Feldspars with higher Ca would be more challenging to analyse within 5 % analytical precision on a quadrupole 

ICP-MS/MS, and a multi-collector-ICP-MS/MS may be advantageous for more precise 40Ca/44Ca measurements. 500 

 

4.3 Current Limitations and Future Direction 

The accuracy of the current technique is limited by the reference K–Ca age of the matrix matched reference material. In this 

study, we assume MDC has the same K–Ca age as reported for Rb–Sr.  This proves to be valid in accurately reproducing the 

ages of Robins Folly and Högsbo muscovites within 2–3 % uncertainty. However, independent validation of the K–Ca age 505 

would be required for the technique to develop further and to assess accuracy within 1–2 % uncertainty, comparable to the in-

situ Rb–Sr method. Recent work by (Olierook et al., 2026) has provided new Ar–Ar and Rb–Sr dates for a range of commonly 

used mica reference materials, and further characterisation of these micas for K–Ca would also be beneficial to the analytical 

community. 

The low concentrations of common Ca, typical in micas, means the analyses can be easily compromised by Ca contamination. 510 

This can occur via remobilisation of previously ablated particulates in the interface tubing, especially after ablation of high Ca 

glasses such as NIST SRM 610 and BCR-2G, or from surface contamination during sample preparation and polishing. The 

impact of contamination was minimised by Uusing 5–10 shots of pre-ablation shots prior to the main analysis was found to 

minimise the impact of contamination, as well asand by cleaning the samples with distilled water in an ultra-sonic bath to 

remove particulates inside past ablation craters and/or crystal defects. The effects of contamination can be seen as spiky signals, 515 
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especially for the minor 44Ca, which leads to a young age bias in contaminated data points (higher 44Ca/40Ca ratios). It may 

also, in part, explain the poor reproducibility of K–Ca dates between sessions (using the same reaction gas) for the highly 

radiogenic micas Kola and G17560 (< 5 ppm common Ca). Hence, sample cleaning and pre-ablation are paramount for 

accurate K–Ca dates. 

There is also an upper limit of allowable Ca concentrations to resolve the amount of radiogenic 40Ca ingrowth from the common 520 

Ca. For FK-N feldspar, which is approximately 500 Ma with and contains ~ 300 ppm total K at ~ 500 Ma, the measured 40Ca 

was only 1–5 % radiogenic (44Ca/40Ca = 0.02015-0.02099). Analysis using MC-ICP-MS/MS would improve the uncertainty 

on the 44Ca/40Ca ratio, enabling improved age precision and/or the ability to date younger Ca-bearing minerals such as 

feldspars. However, analysing both Rb–Sr and K–Ca simultaneously is currently only possible on a quadrupole ICP-MS/MS. 

An additional consideration is the pulse-analog transition of the EM electron multiplier detectors, which in this study was ~2.7 525 

Mcps, equivalent to ~ 300 ppm total Ca. 

One of the major advantages of quadrupole ICP-MS/MS is the ability to measure a wide range of isotopic masses in one 

analysis, hence enabling simultaneous Rb–Sr, K–Ca and trace element analysisanalyses. However, when using SF6 as the 

reaction gas, there are some limitations as to the additional trace element isotopes than can be measured due to isobaric 

interferences from reaction gas breakdown products. Specifically causing high backgrounds of: SF on 51V, 52Cr and 53Cr, and 530 

SF3 on 89Y, 90Zr and 91Zr. As these interferences are created within the reaction cell, they cannot be avoided. Thus, care is 

needed for selection and interpretation of trace element data when using SF6
 as reaction gas. 

5 Conclusions  

This study directly compared SF6 and N2O combined with H2 as reaction gasses for the simultaneous analysis of Rb–Sr and 

K–Ca isotope systemsanalysis in micas and feldspars. Both Sr and Ca react efficiently to form either F or OH reaction products, 535 

enabling analysis free from parent isotope isobaric interference (40K and 87Rb). The addition of H2 is highly efficient in 

minimising the contribution from 40Ar and reducing the backgrounds created from the high ion load in the reaction cell when 

targeting m/z 40. The gas combinations of SF6 only, SF6 plus H2 or N2O plus 7 ml min-1 H2 were found to produce accurate 

data for micas within 2 % and K-feldspars to within 5 %. However, the combination of SF6 plus H2 gave the highest sensitivity 

and best signal to noise ratio. This is advantageous for achieving the best precision, especially for young micas or those wi th 540 

low common-Ca concentration. 

We show that the double simultaneous dating of using both K–Ca and Rb–Sr isotope systems is achievable from the same 

ablation volume for both mica and feldspars. This can be especially beneficial for small grains and/or detrital minerals where 

sample material is limited. Furthermore, in contrast to the initial 86Sr/87Sr ratio, the initial 44Ca/40Ca ratio is deemed observed 

to be invariable over geological timescales., Tthus, single spot K–Ca dates can be determined from anchored 2-point isochrons 545 

(similar to the Lu-Hf system), opening opportunities for detrital geochronology. Mineral dating via quadrupole LA-ICP-

MS/MS is not only advantageous for simultaneous measurement of both isotope systems, it is also best suited for low Ca-
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bearing phases (5–300 ppm). Analysing this concentration range compliments TIMS and MC-ICP-MS/MS techniques, which 

can achieve higher precision for high Sr & and Ca bearing, low radiogenic phases. 

The potential for decoupling between the isotope systems has been demonstrated with the FK-N feldspar from the Madras 550 

region, where the younger K–Ca date is likely to represent regional hydrothermal alteration, compared to the Rb–Sr date which 

has retained the crystallisation age of the granite. This newly developed technique, where isotope decoupling can be identified, 

will have wide usage for understanding cooling and alteration processes in micas and feldspars, and also increase knowledge 

of element diffusivity in these minerals.  
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Thank you to the editors and both reviewers for their detailed and constructive comments. We value the time taken to 765 

do a thorough review of the data tables as well as the manuscript. Reviewer 2 has highlighted some of the limitations 
with the earliest data sets collected (Tables S4 and S6) and articulated the reasons why we subsequently refined the 
method with a new SNM-1 glass. We appreciate the suggested revisions and additional discussion points which have 
improved the clarity of the manuscript. 

The below responses detail the changes made to the manuscript after the peer-review discussion. Original 770 

comments are in black and author responses are in blue. Line numbers refer to the word document version with track 
changes shown. 

Responses to editorial comments: 

line 32 " isobaric and polyatomic interference" poor phrasing. isobaric interferences are either single atoms or they 
can be polyatomic. 775 

L32. Corrected 

line 40 "Radiogenic 40K decays " no way this is correct! 40K is a radioactive isotope and it is not radiogenic!!! 40Ca 
and 40Ar are radiogenic 

L40. Corrected 

l 45 diffusion is probably the most common process for resetting, at least for K-Ar  780 

L45. Added 

l 46: ionic radii, this should be singular, radius as it refers only to Sr 

L50 paragraph moved to discussion and corrected (~L406) 

l 52 will be produced into the 87Rb --- what does this mean? poor wording, wrong word? 

L50 paragraph moved to discussion and reworded (~L406) 785 

l 56 been proposed at 300 --- bad grammar 

L47 sentence has been reworded 

year is either: a or (for duration) yr. per year is "a to the power -1" 

L76-78. Corrected 

make sure the number of digits reported for data matches that of the error. Zero is also a significant number. eg: 0.71 790 

+/-0.005 should be 0.710 +/- 0.005 

L106 and others. Corrected 

Fig 1,2.and all other Figs .. : Report isotopes and chemical formulae properly. 
Isotopes (number) are written as superscripts in front of the chemical symbol. In chemical formulae the number are 
written as subscripts behind the element symbols 795 

Figs 1-4. Legends have been reformatted 
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Fig 5 add visible x and y axes with visible tick marks 

Fig 5. Axes added 

Regarding the orientation effect, please include the information from the reply in the revision to justify your choices 
and warn other users. Similarly, please add text about the choices made to minimise DHF. 800 

L144. Added: “All micas were sub-sampled from large mica crystals and mounted in epoxy blocks perpendicular to 
cleavage. Mounting in this orientation produces most consistent ablation spot-to-spot, compared to mounting 
parallel to cleavage (Larson et al., 2025).” 

L364. “The DHF effects were minimised in this study, by using a relatively large laser spot size (100 µm) and 5 Hz 
repetition rate to reduce the depth to diameter ratio of the crater.” 805 

You mentioned that you would add text to expand the discussion on the topics raised by Reviewer 2. Please ensure 
that you include a reply with relevant line numbers in the revision. 

Please see replies below 

Regarding the exclusion of data points from the isochrons, please add some explanatory text and mark the reason for 
exclusion of data in the table itself. Explain all symbols used in tables. As this is a technique development study, it is 810 

crucial that the tables are well organised, complete and legible. I expect a careful revision of the tables. 

Additional Section 3.5 added detailing data treatment, including data filtering primarily due to Ca-contamination. 
Supplementary tables have been revised as suggested. 

Regarding the comment at line 110, please avoid the term 'U-Pb isochron' (isochron means something else, despite 
what IsoplotR may call them) and use 'regression in Tera-Wasserburg plots' instead. 815 

L114-116. Terminology used consistently “238U/206Pb lower intercept” 

Could you show the typical residuals of the curves in Figure 5? 

The modal DHF curves have been calculated from 10-30 aggregated signals, where each signal is normalised to an 
average of 1.0. Due to this normalisation process the uncertainties of the modal curves are very low (eg <0.1% for 
Kola). Comment added to Fig 5 caption: “Shaded regions are the modal uncertainties at 95% confidence intervals; 820 

however, they are typically less than the width of the plotted lines.”   

It occurred to me that it would also be useful to specify the source table of the data in figure captions wherever 
possible, to avoid some of the confusion mentioned by reviewer 2.  

Thank you for this suggestion to improve clarity between the results and the underlying data tables. Additional 
references to the supplementary data tables included throughout the ms. We’ve also added rows to Table S1, 825 

detailing which reference glass was used for each session and which data tables relate to the different analytical 
conditions. 

Responses to Reviewer 1 comments: 

Please see detailed discussion of points raised in the peer-review process. Changes made to the manuscript are 
detailed below. 830 
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No discussion of orientation affects; were all targets analyzed with c-axis in plane of thin section? Reference to 
Larson 2025 would be useful. For example the data for Kola (lines 388-389) are scattered and it would be good to 
know whether a mix of grain orientations was analyzed.  Also would it be beneficial to try analyzing grains with only 
basal sections exposed to avoid Ca contamination along cleavage planes?  You could analyze these without 
polishing. 835 

L144. Added: “All micas were sub-sampled from large mica crystals and mounted in epoxy blocks perpendicular to 
cleavage. Mounting in this orientation produces most consistent ablation spot-to-spot, compared to mounting 
parallel to cleavage (Larson et al., 2025).” 

It might be useful to illustrate a typical ablation time-series showing how the data was cropped 

Example laser signals are now provided along with the supplementary data – “Sup. Figures – example signals’ 840 

worksheet. Examples include examples of 1) surface contamination (Fig. S1 & 2); 2) good, flat signal with a short 
stabilisation time (Fig. S3), and 3) heterogeneous common Ca within the mineral during ablation (common for 
feldspars, Fig S4). 

Line 162 typo: [c]lean 

corrected 845 

Line 440: Recent work by (Olierook et al., 2026) – fix reference. 

Formatting of references fixed throughout manuscript 

Figure 5 legend.  Top-most entry read ‘G17560_pln’.  What is ‘pln’? This material is described as lepidolite. 

Mineral now referred to as polylithionite throughout manuscript – updated in Table 1 

Figure 6a: the K-Ca data is strongly bimodal.  Would it be worth commenting on this in the text? It might be an 850 

important observation.  Does this mean that some spots encountered high common-Pb domains whereas other 
encountered more radiogenic Ca domains.  Would this be a primary feature or solid-state unmixing? Other option? 

L404-412. Additional discussion added including “The bimodal distribution of the 40K/40Ca ratios correlates with 
location on the MDC crystal. It reflects common-Ca heterogeneity within the mica, while the common-Sr is relatively 
homogeneous.” 855 

 

Responses to Reviewer 2 comments: 

It is not clear which glasses were used for which analytical sessions. Using only SNBM brings forth potential issues of 
P/A corrections of the 40Ca/44Ca (or its reciprocal), as the authors have mentioned in the text. Using SNM is a more 
straightforward and (likely) accurate approach as it does not require the P/A correction to be applied. Thus, SNM 860 

would be the ideal choice for all data acquisition, but it is apparent that it was not used in all analytical sessions (as it 
is not reported in all Supplementary Data tables). It needs to be stated which analytical sessions used which glasses, 
because the need for the P/A correction is only SNBM was used brings forth potential issues resulting in inaccurate 
corrections, and inaccurate data (which I expand on in my next comment). 
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Additional rows added to Table S1 to show which glass and data table corresponds to which set of analytical 865 

conditions. Additional details added to methodology, paragraph starting L314. Including: “This second glass [SNM-1] 
better matched the detector mode in the samples to avoid the need for additional pulse-analog correction and is 
recommended for all future analyses. Analyses of the micas were repeated with the two most promising reaction gas 
mixtures (SF6 + H2 and N2O + low H2, data Tables S5 and S7) using the SNM-1 glass to validate the initial data sets 
without requiring an additional pulse-analog correction.” 870 

I do not think it is specified how the samples were organized throughout an analytical run. Only after looking at the 
Supplementary Data I see that MDC and SNBM were cycled throughout blocks of the other samples (I am using Table 
S4 data as the example here). Since only SNBM glass is listed, it implies that the 44Ca/40Ca ratios were corrected using 
the Kola phlogopite intercept for this particular analytical run. Kola phlogopite was the first sample analyzed in the 
session. So, using the Kola phlogopite intercept to correct 44Ca/40Ca is not appropriate for the entire run because it 875 

will not account for instrument drift throughout the run, only capturing the pulse/analog offset for 40Ca in the initial 
portion of the run. If I plot the data for Kola unanchored, and compare it to the plotted unanchored data for Högsbo 
(i.e., the last sample run in that session), they have very different intercepts (39.5 vs. 48.2 for 40Ca/44Ca). The date for 
Högsbo may, therefore, be incorrect as its 44Ca/40Ca would be incorrectly normalized. It seems this organization of 
reference materials/samples is similar in the other sessions, with Kola being first and Högsbo being last. If this is the 880 

reason why the Högsbo dates are consistently too old (except for N2O + high H2), then is this data valid to include (I 
am just picking on Högsbo here, but it is a relevant question for the other datasets too). I know these potential issues 
are alluded to in Section 3.4, but it needs to be emphasized again when discussing the results. 

Agree entirely with the limitation relating to the data in Table S4 (SF6 + H2, first session). The reviewer has highlighted 
the PA issues with the SNBM glass, and subsequent requirement for correction of 44Ca/40Ca using Kola. 885 

Unfortunately, this was only apparent after collecting the data, and we also had questions as to the validity of this 
approach which was the reason for refining the method with the second SNM glass. We repeated the analysis of SF6 + 
H2 and N2O low H2 gas combinations to verify this original data (repeat sessions: Tables S5 and S7 respectively). 
Despite the limitations we have included this initial data after validation with repeat and more robust analyses, rather 
than choosing not to include it.  890 

Additional explanation has been added (paragraph starting L314) and specification of which glass was used for each 
analytical session is Table S1. 

There are a lot of isochrons with excluded datapoints for K/Ca when digging into the Supplementary Data. The reader 
is not made aware of this in the main text. What reason(s) justify the exclusion of these datapoints? The excluded 
result are consistently plotting above the isochron regressions, so it appears to be systematic. This is especially 895 

important to explain for MDC, which is used to matrix-normalize the rest of the data.  

The cause of the excluded data points above the line were primarily due to spikes in the data. These spikes were 
significantly reduced in later sessions after repolishing and cleaning the samples. The data from the two earliest 
sessions Table S4 and S6 were worst affected but the spikes. Again, this was a learning point taken from these initial 
data. Both these sessions were repeated (Tables S5 and S7), obtaining cleaner data and comparable ages within 900 

uncertainty, validating the initial data treatment.   

Additional section 3.5 added describing in more detail how the data was assessed and filtered for Ca-contamination. 
Representative laser signals included in the Sup Mat illustrating the spikes and Ca surface contamination observed in 
the initial sessions (Figs. S1 & 2). 
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Introduction: Generally, I find the Introduction a bit long. There is a lot of information provided that reads as more of a 905 

general review rather than introducing the specific work that is performed by the authors. If it could be made more 
concise, I think it would be beneficial to set up the remainder of the manuscript. One paragraph in particular caught 
my attention, which starts at line 86. This information does not flow with the above and below paragraphs, and may 
be better suited to a section where the data processing/presentation procedures are described. 

Some sections of the introduction have been cut (paragraphs starting L50 & L90) and concepts added to the 910 

discussion (L408-412 & L355-359 respectively).  

Line 34, and elsewhere throughout the manuscript: Spaces should be included after the semi-colons in the reference 
lists. 

All references have been reformatted to remove EndNote legacy formatting (in final version only). 

Line 83, and elsewhere throughout the manuscript: There are a lot of sentences where commas are omitted where 915 

they should be included, typically when they are started with a conjunctive adverb or adverbial phrase. In this 
example, the comma is not included after “In this study…” E.g., line 108 included a comma after “deposit” where it 
does not belong. Please, review the text for these minor grammar issues. 

Grammar has been reviewed in the manuscript. 

Line 100, and elsewhere throughout the manuscript: There are a lot of instances where double parenthesis are used 920 

with references. This should be avoided. 

All references have been reformatted  

Lines 109 and 110: The reference format varies between “Amelin and Zaitsev” to “Amelin & Zaitsev”. Make the 
formatting consistent throughout the text. 

All references have been reformatted  925 

Lines 110, 111, 112: What is the difference between “discordant, lower intercept 206Pb/238U” and “U-Pb isochron”? 
They both sound like lower-intercepts using Tera-Wasserburg plotting. 

L114-116. Terminology used consistently “238U/206Pb lower intercept” 

Line 119, and elsewhere: I have noticed in a few instances throughout the text that references built into the sentence 
are still placed in parenthesis “…as described in (Mortimer et al., 1987),…” It looks like the references were 930 

automatically placed in-text, and this may be an artefact. 

All references have been reformatted  

Line 173: What is meant by the production of “40Ar16O interference”? It produces 40Ar16O, but that is not an 
interference in itself, it can create an interference with another m/z. 

L179. Reworded for clarity: “Using N2O as the reaction gas without H2 was not tested in detail due to the significant 935 

production of 40Ar16O which causes an interference with the target 40Ca16O reaction product.” 

Lines 282-287: The issue of not incorporating detector drift in correcting the ratios should be discussed with the 
results later on. 
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L303-306. Additional explanation added “The pulse and analog detector modes have been observed to drift relative 
to each other in some Rb-Sr sessions (Glorie et al., 2024a). To assess this, the SNBM-1 glass (analog) and MDC 940 

phlogotite (pulse) were both measured every 20-30 analyses throughout each analytical session. After correction to 
SNBM-1 glass, no residual time-dependent drift was apparent in the MDC isochrons (see Sup Material data tables).” 

Lines 296-297: Describe how the correction was performed. It is only apparent when looking at the formula in the 
Supplementary Data tables how this was done. 

L294-298. Correction equations included in text 945 

Lines 326-327: How were the samples prepared? It is not stated in the text. I am assuming in epoxy mounts. If they 
were polished using water (even distilled water), it may allow Ca to contaminate the materials. We have found that 
polishing the mounts without any form of liquid (i.e., using 7000-grit dry sandpaper) significantly eliminates 
contamination of the micas in the epoxy mount and only ~2 clean shots are necessary prior to analysis (there is still 
sometimes common Ca signal, but it is usually just the first few second and then the signal it stable). 950 

Paragraph starting L339. Additional details added: “The low-Ca glasses (SNBM-1 and SNM-1) were used in preference 
to high-Ca NIST610, to minimise the potential for carry over of Ca between reference glasses and samples. However, 
contamination was still seen in some ablation signals either from the remobilisation of previously ablated material 
(predominantly affecting the lower sensitivity isotope 44Ca) or surface contamination on the samples (predominantly 
affecting 40Ca, the most abundant common Ca isotope). This was especially apparent for low-Ca micas and for the 955 

initial data sets. To remove the surface contamination, the samples were repolished and cleaned using distilled 
water, and 5-10 pre-ablation shots were used to clean the surface prior to sample ablation. During data processing 
signals were cropped where possible to avoid Ca spikes and surface contamination. Outlier analyses with high 44Ca 
giving a young age bias, were excluded from the isochrons. These contamination issues were most prevalent in the 
initial data sets (Tables S4 and S6) and minimised in the later after sample cleaning (Tables S5 and S7).” 960 

Lines 351-355: I do not understand why the difference in the ratios supports difference sites being occupied by Ca 
and Sr. The micas should (ideally) crystallize with uniform 40Ca/44Ca and 87Sr/86Sr, according to the initial values. I 
think it is easier to view this from the standpoint of 40K/40Ca and 87Rb/87Sr values. The former would be variable for the 
case in Figure 6, and the latter would be relatively homogeneous. If we assume that both K and Rb are evenly 
distributed in the mica structure (at least at the size of the ablation volume), then it means Ca was unevenly 965 

distributed, and Sr was evenly distributed upon mica crystallization. If Ca is only in the I-site, but Sr is potentially in 
both I- and M-sites, why would that cause Ca to be heterogeneous and Sr to be relatively homogeneous in the mica 
structure? It would be useful to know the difference in Ca and Sr content of MDC, as I would assume it has higher 
common Ca content than common Sr content overall. Maybe a heterogeneous distribution is more apparent for Ca 
when it is higher in concentration in the mica than Sr. 970 

Full trace element data included in Sup. Table S10. The approximate Ca concentration ranges have been updated and 
common Sr concentrations added to Table 1. This helps to highlight that for some minerals (eg MDC) the common Ca 
is much more variable than the common Sr (<DL-40 ppm versus 55-58 ppm, respectively). 

L404. Additional detail: “The bimodal distribution of the 40K/40Ca ratios correlates with location on the MDC crystal. It 
reflects common-Ca heterogeneity within the mica, while the common-Sr is relatively homogeneous (Table 1).” 975 

Paragraph starting L401 – the bimodal nature of the K-Ca in MDC has been reframed in terms of 40K/40Ca and 87Rb/87Sr 
ratios as suggested. Discussion of I & M-site locations and the implications of differing locations for Ca & Sr have 
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been moved from the introduction to this section. Full crystallographic characterisation of the elements is out of 
scope of this study and can only be inferred. Understanding these processes further will be an aim of future studies 
(L542)  980 

Lines 393-396: It sounds like a potential detector nonlinearity issue. This has recently been demonstrated by Petts et 
al. (2026; GGR) and we have also noted this in our lab for Sr ratios when 86Sr CPS are low. It could be an issue for K/Ca 
and I agree with the last statement of these lines. The issue may only become apparent when the reference 
material 44Ca CPS is not matched to the unknowns. It would be useful to see the CPS data for the analytical runs in 
the Supplementary Data. This has implications for using Kola as the 44Ca/40Ca normalization (i.e., Lines 284-287). If 985 

there is a nonlinearity issue, then the calculated intercept for Kola will not match the other materials that have higher 
Ca content. 

L349-353: additional details included: “A relatively long counting time was used for the low abundance 44Ca, to 
reduce the impact of high uncertainty at low count rates (cps): 100 ms, where the minimum detectable 1 count 
equates to 10 cps. The signals were also cropped during data processing to avoid any zeros in the 44Ca signals to 990 

ensure accurate uncertainty calculations. Average background subtracted signal sensitivities (cps) are provided in 
Supplementary Data tables.” 

Average CPS for K, 40Ca, 44Ca, Rb, 86Sr and 87Sr added to data Tables S3-8. 

Line 448-450: As stated, 44Ca contamination would lead to younger dates, but Kola and G17560 were discussed as 
having dates that are considered too old. These statements are contradictory. 995 

Paragraph starting L339: additional detail added: “The low-Ca glasses (SNBM-1 and SNM-1) were used in preference 
to high-Ca NIST610, to minimise the potential for carry over of Ca between reference glasses and samples. However, 
contamination was still seen in some ablation signals either from the remobilisation of previously ablated material 
(predominantly affecting the lower sensitivity isotope 44Ca) or surface contamination on the samples (predominantly 
affecting 40Ca, the most abundant common Ca isotope). This was especially apparent for low-Ca micas and for the 1000 

initial data sets. To remove the surface contamination, the samples were repolished and cleaned using distilled 
water, and 5-10 pre-ablation shots were used to clean the surface prior to sample ablation. During data processing 
signals were cropped where possible to avoid Ca spikes and surface contamination. Outlier analyses with high 44Ca 
giving a young age bias, were excluded from the isochrons. These contamination issues were most prevalent in the 
initial data sets (Tables S4 and S6) and minimised in the later after sample cleaning (Tables S5 and S7). Example 1005 

ablation signals are provided in Supplementary Figures.” 

Line 457: I do not think that the abbreviate “EM” was defined prior in the text. 

L515. ‘Electron multiplier’ used in full  

It would be useful in the Supplementary Tables to have the raw CPS data for the various m/z analyzed in the runs. This 
data is necessary to determine m/z that were recorded in pulse versus analog detector modes. 1010 

Average CPS for K, 40Ca, 44Ca, Rb, 86Sr and 87Sr added to data Tables S3-8. 

The tables are also a bit disorganized. There are isochron plots copied over the data cells in some of the tabs, as well 
as isochron plots pasted over other isochron plots. 

All data tables have been cleaned up and isochron move for clarity  
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I do not understand how the Supplementary Data tables line up with the figures in the main text. For example, only 1015 

one set of Högsbo, Kola, Robin, etc. data is listed in Table S4 “SF6 + H2”, but in Figures 7 and 9, there are two dates 
shown for each. 

There were two repeat sessions for SF6 + H2 (Tables S4 & S5) and N2O low H2 (Tables S6 & S7), which are shown in 
Figs 7 & 9. Additional detail added to Table S1 to clarify which data table refers to which session. 

There are ‘x’ marked in the columns labelled “to MDC”. I assume these ‘x’ indicate rejected results, but it is not 1020 

apparent in the current organization of the data tables. 

Header added to data tables. 
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